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Dimensions and Systems of Units 3 


1.1 Introduction 





Fluid mechanics is concerned with the behaviour of liquids and gases at rest and in motion. 
The proper understanding of mechanics of fluids is important in many branches of engineering: 
in biomechanics the flow of blood is of interest; ocean currents require a knowledge of fluid 
mechanics; chemical processing of plants require a thorough knowledge of fluid mechanics; 
aeronautical engineers require knowledge of flow of air over the aircraft to reduce drag and 
increase lift; mechanical engineers require knowledge of fluid properties to design pumps, 
water turbines, gas turbines and rockets; civil engineers require fluid mechanics to study 
river currents and erosion; and environmentalists require knowledge of fluid properties for 
solving pollution problems of air and water to control flood, irrigation channels, etc. 


There are specialised books on fluid mechanics for each of these areas and therefore 
this book will present only general properties of fluid flow. 


1.2 Dimensions and Units 


Before we study fluid mechanics let us discuss the dimensions and units that will be used in 
this book. There are four fundamental dimensions: length, mass, time and temperature. The 
dimensions of all other quantities can be expressed in terms of fundamental dimensions. For 
example, Force can be expressed in terms of fundamental dimensions of mass, length and 
time. Using Newton's second law, force can be expressed as 


F-ma || | | |  »»—»—»»—».  .-- (1.1) 


Written dimensionally 


ML 
T? , 





[F] = [m] [a] = 


where M, L, and T are dimensions of mass, length and time respectively. There are 
various systems of measurement but we shall use the international system which is referred 
to as SI (System International) which is preferred and is used internationally except USA. 
Table 1.1 gives fundamental units and Table 1.2 derived units. 


Table 1.14 Fundamental units. 


C Gumiy | Dimensions | Sum 


Length 
Mass 









Meter m 









Kilogram Kg 






Seconds s 
Kelvin K 


Time 
Temperature 
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Table 1.2 Derived units. 


Area 

Volume 

Velocity 

Density Kg/m? 


Pressure N/m? (Pascal) 
Work N.m 


Power J/s (Watt) 
Viscosity N.s/m? 
Flow rate m?/s 





To relate weight to mass, we use 
W=mg, / Di / 2 2 0 e (1.3) 


where 'g' is the local gravity. The standard value taken for 'g' is 9.80 m/s”. In SI units 
weight is expressed in Newton's and never in kilograms. 


1.3 Non-Dimensional Quantity 


A non-dimensional quantity has no unit but only a number. The common dimensionless 
parameters in fluid mechanics and hydraulic machines are identified as follows. 





Ap 
Euler's number, E,- —; 
p v 
plv 
Reynolds Ber sei (1.4) 
V 
Fronde number, P= >= 
lg 
V 
Mach number, M = 2 
p! v? 
Weber number, W.= 
l 


Strouhal number, S, = m 
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The physical significance of each parameter can be determined by observing that each 
dimensionless number can be written as the ratio of two forces. The forces can be expressed as 


F, = pressure force=ApA~Ap f 


V 
F,= inertial force = m v es ~pPy T =pP vy? 


ds l 
E E T E E T 
„7 Viscous force 5 tA = p. dy H3 Hv 
s Gravity force = mg ~ pg d (1.5) 
F. =C be dak B dp B. 2p 
3 ~ Compressibility force = BA — p "m l'-pcl 


F, = Surface tension force ^ o / 
= = 2 25 2 
Fo = Centrifugal force = mr w* ~ p Plo =pl o 
Thus we write 
A 
" -— inertialforre — p/? v? pv? 


Pressureforce Apl’ 





Inertial force p? v? plv 


— EE EE — 














B Inertial force B plv? _ v Ooy 
Compressibility force pl?c? c^ c 
B Intertial force B plv? B 61 v* 
* Surface tension force ol o 
_ Centrifugal force plo? Fo lo (6) 
Inertial force pl v? v? vo UT 


These dimensionless numbers will be helpful for particular flows of interest. For example, 
if viscous forces are important as in pipe flow, Reynold's number is a significant dimensionless 
parameter. Euler's number will be useful in flow of fluid in pumps where the pressure drop 
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is significant. Mach number where compressibility 1s important in flows over aerofoils in 
aircraft. The dimensionless parameters are also useful in design of prototypes from the 
models and can save a lot of money and effort. For example, a model can be prepared in a 
laboratory and tested, and predictions can be made of the prototype for large machines with 
the help of suitable dimensionless parameters. This is usually done in making models of 
large hydraulic machines used in power stations or in construction of big dams by making 
suitable models in the laboratory. 


1.4 Pressure Scales 


In fluid mechanics the pressure results from a normal compressive force acting on an area. 
The pressure p is defined as force per unit area. In SI units the unit of measurement of 
pressure is Newtons per square meter (N/ m?) or Pascal (Pa). Since Pascal is small unit, the 
pressure is usually referred to in kilo Pascal (kPa) or even in Mega Pascal (M Pa). The 
standard atmospheric pressure at sea level is 101.3 kPa. The gauge pressure is the pressure 
recorded by the gauge or manometer. In engineering calculations absolute pressure is used 
and the conversion from gauge pressure to absolute pressure is carried out using the following 
equation. 


Absolute pressure = gauge pressure + atmospheric pressure 
Pa = P. T Pam 


Zero gauge pressure is atmospheric pressure. Also, zero absolute pressure in ideal vacuum. 
Fig. 1.1 gives relation between gauge and absolute pressures. 







P, gauge (positive) 


Local atmosphere 
— — P-0gauge 





Standard atmosphere 












P, absolute 
Pg gauge (negative) 
101.3 k Pa; 
760 mm Hg; 
1.013 bar 


A Positive pressure 
Negative pressure 


P, absolute 
Zero 


absolute pressure P = 0 absolute 





Fig. 1.1 Gauge pressure and absolute pressure. 
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The gauge pressure is negative whenever the absolute pressure is less than atmospheric 
pressure; it may be called vacuum. For negative pressures 


T solute 7 P am E E Eus ert (1.7) 


1.5 Fluid Properties 


The definition of a liquid is "A state of matter in which the molecules are relatively free to 
change their positions with respect to each other but restricted by cohesive forces, so as to 
maintain a relative fixed volume". A liquid occupies the shape of the vessel. In this section 
several of the more common fluid properties are presented. 


1.5.1 Density and Specific Weight 


Fluid density 1s defined as mass per unit volume. A fluid property directly related to density 
is specific weight or weight per unit volume. 











mass 
Density p = 
volume 
m 
p-— na (1.8) 
V 
Ene Mene: weight mg 
pecific weight y F ; 
mg  pvg8 
thus =e 
V V 
Y= pg _ «ge (1.9) 


The specific gravity S is often used to determine the density of the liquid. H is defined as 
the ratio of the density of the liquid to that of water. 


DEDI n 
density of water ^ p, 


The specific gravity of liquid is measured by hydrometer 


Table 1.3 gives density, specific weight and specific gravity of water at standard conditions. 


Table 1.3 


Density p Specific weight Y ee gravity 
Kg/m* Nim? 


water {1000 380} — 
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1.5.2 Viscosity 

Shear stresses are developed when the fluid is in motion; if the particles of the fluid move 
relative to each other, so that they have different velocities, causing the original shape of the 
fluid to become distorted. A fluid at rest has no shearing forces. Usually we are concerned 
with the flow past a solid boundary. The fluid in contact with the boundary sticks to it, and 
therefore will have the same velocity as the boundary. Considering successive layers parallel 
to the boundary as shown in Fig. 1.2, the velocity of the fluid varies from layer to layer in 
y-direction. 


Velocity u 


Fig. 1.2 Velocity profile. 


For such a flow the shear stress t in given by 


du 
($5 EN (1.11) 


where qt is shear stress and u is the velocity in the X direction. The quantity du/dy is 
called velocity gradient and u is called dynamic viscosity. The units of t are N/m’ or Pa and 
of iL are N.s/m?. The kinematic viscosity v is defined as ratio of dynamic viscosity to density 


H 
yYšI™Yy ig (1.12) 
p 


The unit of v is (m? gt) 

Viscosity is an extremely important fluid property in the study of fluid flows. A thick 
liquid like honey which has high viscosity will take long time to flow than water. Thus it 
controls the amount of fluid that can be transported in a pipe line during a specific period of 
time. It accounts for pressure and energy losses in pipes. 
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If the shear stress is directly proportional to velocity gradient as it was assumed in 
eq. (1.11), the fluid is said to be Newtonian. Common fluids such as water, air and oil are 
Newtonian. The other fluids which do not obey Newtonian law of viscosity are called 
Non-newtonian fluids. Milk, plastic, paints are non-Newtonian. 


1.6 Surface Tension 


Surface tension is a force which manifests itself only in liquids at an interface, usually a 
liquid-gas interface. 


Surface tension has units of force per unit length, is N/m. The force due to surface 
tension is the surface tension multiplied by the length or the circumference in case of a 
bubble or droplet of water. A surface tension effect can be illustrated by analysing a 
free-body diagram of half a droplet as shown in Fig. 1.3. 


2nRo 


pxR 


Fig. 1.3 Internal force in a droplet. 


The pressure force exerted in the droplet is given by 
F=pr R? 

The force due to surface tension is surface tension multiplied by the circumference and is 
F-2xnRo 

The pressure force and tension force must balance each other 
pa ?-2xRoG 


E 


p d (1.12) 
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1.7 Capillary Action 


Fig. 1.4 shows the rise of liquid in a clean glass capillary tube due to surface tension. 
The liquid makes a contact angle D with the glass tube. For water and most of liquids 
this angle is zero whereas for mercury it is more than 90?. Such liquids have a 
capillary drop instead of rise. If h is capillary rise, D is the diameter of the tube, p the density 
of liquid and o the surface tension then the capillary rise h can be determined from equating 
the vertical component of surface tension force and the weight of liquid column. Thus we 
have 


Eai 
onDeosB=y 7 D'h 


|. 4ocosp 
yD 


For water B = 0; cos B = | and therefore 


r Do 


-* - oo m 
eee ne 
ae ens 
anu en 
"o 
-"---- 
*  * 9» 


- mo oom 
^ -o-- o» 

LL a 
o o o- o 

- --- t 


l--"-- n 


” -paa 
" +» = a a ww 9 v a o €^ 9 * m» .W - w mm Dm ml nml - fj‘ a m wlll lee elle ll le ll 
-_— - - 
"^ n uuum avy "x: -nx£4-x»x tm ee m mM lr 
=a = » 9» m" = 9" " ww v 9" " à " a" -mmp onam ^ [7T "^" "jJ. &. € "n €-" e 9" -" " -—- M ^" -" o "^ n m» w— w-* -" ^ 
44 *- m om 
"o a rxv o-u” mom - ^ ^ - e y 9 ^" a " * * Wi... ...]| €.» w- e« e —" ^*^" e n A - - n lla 
^ 2s = = ^ ^ " 2 & = 9 & 9» » €" m» €" " a ww a" « 9" 9 | Re e - - - —- ^" —" " ^ m -" MMM MlM‘ ‘MMGA 
-— ^". 
" ~ a- -a = ww o © ^*^ 9» » " m" " c a m» w ^ €" " 5a» 9 €- e| - - « 9 oM om om om o o m on o ow o^ - — - - m m m 
eaen 
- = - " 4" v» 9" 9" €" 9" 9" yaum » 9v " mw €" « " " fmm al [l l‘ me mmm mm le 


* = n n 6 9 = © ee 9" 9 à» no "o" *" ow 9 Gl ----je o e o o - — d» T ë o» 0n n 0n 0n 


" ^» "o ^" "^ " P €" " €" * ^ à m" x -"- e« 9» " €" *" a 4""*"*""] . . 2. "o --ee--ex-x--7"-- n - - ? 


*- "o n am “um vnn a "o" » « ga " " » "" 9" " " O O . » e -" e" " - "n n - - ^"^" lta 
“rwar 
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Fig. 1.4 Rise in capillary tube. 


1.8 Compressibility and Mach Number 


We discussed earlier deformation of fluids that results from shear stresses. Now we discuss 
deformation of fluids from pressure changes. As fluids are air or water, compress pressure 
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increases resulting in increase in density. The coefficient of compressibility is defined as 
change in pressure (Ap) to relative change tn density while the temperature remains constant. 


. ed Ap op 
Coefficient of compressibility — ARP $p 


P 


To cause a 1% change in density for water a pressure of 21 M Pa is required. This is a 
very large pressure to cause such a small change in density and therefore water is considered 
incompressible whereas for gases density change is appreciable for change in pressure. 
The air is considered incompressible if the density variation is small, say, under 3%. 


From knowledge of physics, the speed of sound (C) is related to changes in pressure and 
density of the fluid medium through the equation 


d 
c= |2 
dp 
For gases undergoing an isentropic process 
P 
C= K= n 1.15 
p (1.15) 
and making use of ideal gas, and using characteristic equation it follows. 
P SRT 
P 


and substituting this value in eq. 1.15, we get 
C=VJVKRT n (1.16) 


The speed of sound is proportional to square root of the absolute local temperature. 


For example, for air at 15 °C are T = 288 k, with K = 1.4 and R = 287 J/Kg, k and 
substituting these values in eq. 1.16. 


C= V1.4x 287x288 = 340 m/s 


The ratio of velocity of the fluid to local velocity of sound is given by Mach number and 
is represented by M 
V 


Mem o (1.17) 


Based on this definition, compressible flow may be classified as subsonic M < 1, supersonic 
M > 1, transonic M = 1, and hypersonic M > 5. Air can be considered incompressible if 
M <0.3 or air velocity around 100 m/s. 


12 Basic Fluids Mechanics and Hydraulic Machines 


Solved Examples 


- E.1.1 A pressure gauge attached to a rigid tank measures a vacuum of 40 kPa inside the 
tank, which is situated at a site in Hinardi in the Himalyan range where the elevation 
is 6000 m. Determine the absolute pressure in the tank. 


Solution 


The vacuum is negative pressure i.e., — 40 kPa. From Table A.3 at an altitude of 
6000 m: pressure is 47.2 kPa 


P, 7 Pass c P,7 472-40 - 72 kPa 


a atom 


Note : Vacuum is always negative pressure. 


E.1.2 A2 mm diameter clean glass tube is inserted in water at 20 °C. Determine the 
height that the water will rise to capillary action in the tube. The constant angle for 
water can be taken as zero. 


Solution 


A free-body diagram of water is shown in Fig. 1.5. It shows that the upward 
surface tension force is equal and opposite to the weight of water. 





Fig. 1.5 Free body diagram of water. 


; T n2 
Weight of the water = W = mg = p v.g = pgv = [s h 


Surface tension force F ^ o x length 


Surface tension length = on D 


E.1.3 


Solution 


Solution 
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From Table A.1 
o = 0.073 N/m 


Equating surface tension force to weight of water 
oxD-y 1 D^h 


= 40o 4x0.073 


h= ae er a 
yD  9800x2x10? 


= 14.89 mm 


An aircraft flies at a speed of 800 km/hr at an altitude of 10,000 m above sealevel. 
Determine Mach number assuming value of K = 1.4 


From Table A.3 
at z= 10,000 m, T = 223.3 k 


The velocity of sound can be calculated by 


C= VJVKRT = v1.4x 287 223 = 299.3 m/s 


800 x 1000 
Speed of aircraft V = 773600 ^" 222.2 m/s 
V 222.3... 
"C 295 9" 


The aircraft is flying at subsonic speed whereas for M > | it will be flying at 
supersonic speed. 


A Newtonian fluid having a viscosity of 0.38 N.s/m? and specific gravity of 
0.91 flows through a 25 mm diameter pipe with a velocity of 1.6 m/s. Determine 
the value of Reynold's number in SI Units. 


The fluid density is calculated from specific gravity 
p =S x density of water = 0.91 x 1000 — 910 Kg/m 
DV 
Reynold's number Re = Bx 
Substituting proper values 


_ 910x 25x10 * x 2.6 


ui 0.38 
Re = 155.6 


If we use any other system of units the value of Re will not change. 
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E.1.5 


Solution 


Solution 


A compressed air tank has a volume of 0.85 m?. When the tank is filled with a 
gauge pressure of 3 bar, determine density of air and weight of air in the tank. 
Assume temperature of air 15 °C. 


Absolute pressure in the tank in kPa 
=3 x 101.3 + 101.3 = 403.9 kPa 
The density can be determined from the equation 


p  403.9x 10° 


oe c an Kom 
RT 287x288 gm 


p 
Weight of air W = mg = pvg = p x 0.85 x 9.8 

= 4.88 x 0.85 x 9.8 = 40.7 Kg 
Air is introduced through a nozzle into a tank of water to form a stream of bubbles. 
If the bubbles are intended to have a diameter of 2 mm, calculate by how much 


the pressure of air at the nozzle must exceed that of surrounding water. Assume 
o = 72 .7 x 10° N/m 


20 
Excess pressure Pg 
where R=1x 10° m, o = 72.7 «10° N/m 
5 _ 2x 72.7x10° 
xcess pressure pec E x19 
p = 145.4 N/m? 


Again if R is very small, the value of p becomes very large. For small bubbles in 
the liquid, if this pressure is greater than pressure of vapeur, the bubbles will 
collapse. In many engineering problems the magnitude of surface tension is small 
compared with other gravitational and viscous forces acting on the fluid and 
therefore it can be safely neglected. 


Water is moving through a pipe. The velocity profile at some section is shown and 
is given mathematically as 
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where B= constant 
r = radial distance from the centre line 


V = velocity at any position r 
What ts the shear stress at the wall of the pipe from the water 


What is the shear stress at position r = D/4 


r Velocity profile 
pr ee 
Im = == c 
—————» V 


Solution 
p? 
Given V= ED E d 
o V B 
Shear stress T= e = p.——(- 2r) 
Of Jpn 4H 
(a) ~x. forr = D/2; t =— P 


at p D 
(b)  Alsoatposition r=D/4; T= 7 —2— 
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Problems 

P.1.1 | What is the dimensional representation of 
(a) Power 
(b) Specific weight 
(c) Energy 
(d) Poisons ratio 
(e) Moment of a force 

P1.2 The shape of a hanging drop of liquid is expressed by the following formulation 
developed form photographic studies of the drop 

Te (y — y, ) (d, 
H 

where T= Surface tension 

y ^ Specific weight of liquid drop 

Yo = Specific weight of vapour around 

d, = Diameter of drop at its equator 

H =A function determined by experiment 
For dimensionally homogeneous equation determine dimension of H. 

P.1.3 Two parallel, wide, clean, glass plates separated at a distance d of | mm are 
placed in water. How far over the water rise due to capillary action away from 
the ends of the plates? 

P.1.4 X Calculate the density and specfic weight of water if 1 kg occupies 100 cm. 

P.1.5 The velocity distribution in a 1.0 -cm diameters pipe is given by 

r? 
u(r) = 16 (1- — ) m/s, 
Io 
where r, is the pipe radius. Calculate the shearing stress at the centre line, at 
r — 0.25 cm, and at the wall if water at 20 °C is flowing. 

P.1.6 — Asmall 2-mm diameter bubble is formed by a stream at 20 °C water. Estimate the 
pressure inside the bubble. 

P.1.7 Mercury makes an angle of contact of 130° when in contact with glass tube. 
What distance mercury depresres in a vertical, 2 mm glass tube o = 0.5 N/m? 

P.1.8 Calculate the speed of sound at 20 °C. (a) hydrogen (b) superheated steam 


(c) nitrogen. 


0.656 x 107? 
0.549 x 107? 
0.469 x 10? 
0.406 x 107? 
0.357 x 107? 
0 317 x 10° 
0.284 x107 


Table A.4 Properties of Water. 


Temperature t merely. p we H Kinematic viscosity y Surface tension o 
2C (Kg/m?) (N.S/m?) m?/s N/m 


1.792 x 107° 
1.308 x 107° 
1.005 x 107? 
0.801 x 107° 


1.79 1 x 1079 
1.308 x 1075 
1.007 x 1079 
0.004 x 1075 
0.661 x 1075 
0.556 x 105 
0.477 x 1077 
0.415 x 1075 
0.367 x 1079 
0.328 x 10° 
0.296 x10 





suun jo swajsAs pue suoisueaulig 
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Table A.2 Properties of air at atmospheric pressure. 


Density, p Viscosity u Kinematic viscosity y Velocity of sound C 
(Kg/m?) (N.S/m^) m?/s (m/s) 


1.72 x 10? 1.33 x 105 






Temperature t 
“Cc 





























10 1.76 x 10° 1.42 x 1079 
20 1.81 x 107 1.51 x 1075 
30 1.86 x 107° 1.60 x 1079 
40 1.91 x 107? 1.69 x 1075 
50 1.95 x 107? 1.79 x 1075 
60 2.00 x 107° 1.89 x 1075 
70 2.05 x 107? 1.99 x 1075 
80 2.09 x 107? 2.09 x 1075 

2.13 x 107’ 2.19 x 10% 


2.17 x 10? 2.30 x 1079 


8L 
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Table A.3 Properties of the standard atmosphere. 


Altitude z Temperature t Pressure p Density p 
m = (k Pa) (kg/m?) 





Note : K =1000 meters 


Table A.4 Properties of common liquids at atmospheric pressure — 
approximately at 15-20 °C. 


Specific weignt Y Dens p Surface tension o 

. Alcohol-ethyl 

Benzene 

Gasoline 

Glycerine 

Kerosene 

SAE 10 oil 

SAE 30 oil 


Turpentine 
Water 
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CHAPTER - 2 





A large commercial air-cushion vehicle (ACV) built in 1969 by vosper thornycraft 
designed for 10 cars and 146 panengers, propelled by water screws. 
Courtesy : Vosper Thorny Croft. 
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2.1 Introduction 


Fluid mechanics deals with the behaviour of liquids and gases. The liquid is either at rest or 
in motion. Fluid at rest is fluid statics; examples such as water in a container or reservoir of 
water behind a dam. Fluid at rest has weight and exerts pressure. Fluid in motion ts fluid 
dynamics. Examples are rivers, flow in pipes, flow in pumps and turbines. The fluids that 
are commonly studied are air and water. External flow is study of fluid flow over car, 
aeroplane, ships and rockets. Flow in pipes, impellers of pumps are referred to as internal 
flow. Compressible flow is when density does not remain constant with application of pressure. 
Incompressible flow is the density remains constant with application of pressure. Water is 
incompressible whereas air 1s compressible. Compressibility criteria is Mach number. 


The chapter deals with the concept of momentum and Newton's second and third law of 
motion. With the knowledge of continuity equation and momentum equation, Bernoullis and 
Eulers equations are derived. With the help of second law of Newton force acting by a jet 
on stationary and moving plate is obtained. The impact of jet on vanes has direct application 
on hydraulic turbines. 


2.2 Scope of Fluid Mechnanics 


The dimensional analysis deals with the units of measurement in SI units both fundamental 
and derived units, and non-dimentional quatities. 


The properties of fluids deal with measurement of mass, density, specific weight, specific 
gravity, compressibility of fluids, surface tension, capillary action. 


The fluid statics deals with fluid pressure, fluid at rest, manometry, hydrostatic forces, 
buoyancy floation and stability. 


The fluid kinematics deals with one, two and three-dimensional flows, steady and unsteady 
flows, Reynold's number, streamlines, streaklines and pathlines. 


The internal flows deal with flow in pipes, pumps, laminar and turbulent flows in pipes, 
single and multipipe system, Moody chart, minor losses, velocity profiles for laminar and 
turbulent flows. 


The external flow deals with flow over immersed bodies, lift and drag concepts, boundary 
layer laminar and turbulent, friction drag, pressure drag and drag coefficients. 
‘The flow in turbomachines deals with energy considerations, angular momentum 


considerations, centrifugal pump and their characteristics, similarity laws, turbines, axial and 
rapid flow, impulse and reaction. 
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2.3 Laminar and Turbulent Flow 









Dimensional 
analysis 


The transport of fluid is done in closed conduit commonly called a pipe usually of round 
cross-section. The flow in pipes is laminar or turbulent; Osborne Reynolds has done experiment 
in pipe flow. Laminar flow is one where the streamline moves in parallel lines and turbulent 
flow when streamlines cross each other and the flow is diffused. Example: Flow of highly 
viscous syrup onto a pan cake, flow of honey is laminar whereas splashing water ts from a 
faucet into a sink below it or irregular gustiness of wind represents turbulent flow. Reynold's 
number is to distinguish the two types of flow. 


Reynolds number for the pipe flow is given by 
pDV 
u 


Re = 


where D diameter of pipe, p density, V velocity and p viscosity of fluid. 


Ifthe flow is laminar Reynolds no. is less than 2100 and if the flow is turbulent Reynolds 
no. is more than 4000. The hydraulic losses depend on whether the flow is laminar or 
turbulent. 
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2.4 Momentum Equation for One-Dimensional Flow 


The momentum of a particle of fluid is defined as the product of mass m and velocity V. 
Momentum = mV 


If there is a change in the velocity of the fluid there will be corresponding change in the 
momentum of the fluid. According to Newton's second law of motion, rate of change of 
momentum Is proportional to the applied force. 


In order to determine the rate of change of momentum, consider a control volume of the 
fluid ABCD as shown in Fig. 2.1. 


A D 
A1 Vi P A, V» P2 
B C 


Fig. 2.1 Control volume for one-dimensional flow. 


Assuming the flow to be steady and also assuming there is no storage within the control 
volume, we may write the continuity equation for mass flow rate 
m= pA; V= PrN e £2 eases (2.1) 
Rate of momentum across the boundary CD is mass flow rate times the velocity 
Rate of momentum across the boundary AB is mass flow rate times the velocity 
Pi Ai Vi Vi 
Rate of change of momentum across the control volume ABCD 


p, A) V4.V4- p, A, V, . V, 
From the continuity of mass flow equation 


09; A, V. (V; - V) m (V; - V) 
Thus rate of change of momentum is 
m (V-V) 


According to Newton's law it is caused by a force, such as 


F= m (VAD de (2.2) 
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Note: Here the velocities have been assumed to be in straight line. One must remember 
that this is the force acting on the fluid and according to Newton's third law of motion, 
force exerted by the fluid will be opposite to this force. 


2.5 Momentum Equation for Two-Dimensional Flow 





In section 2.4 flow is considered one-dimensional and velocities in a straight line, the 
incoming velocity V, and outgoing velocity V, are in the same direction. Fig. 2.2 shows a 
two-dimensional flow in which velocities are not in same direction and make angles 0 and o 
with X-axis. 





Fig. 2.2 Atwo-dimensional flow. 


Resolving velocities V| and V, in x, y directions, the velocity components of V, in x, and 
y directions V,,, Viy? 
and F, are components of the force in x and y directions. 


velocity component of V, are in x, y directions Vy, Vay- Similarly F, 


= Rate of change of momentum in x-direction 


r. 
F = Mass flow rate x change of velocity in x-direction 
F, = m (V, cos b — V, cos 6) = m (Va =V) sae (2.3) 
F, = m (V,sin $ — V, sin 0) - m(V», — Viy) RO Mes (2.4) 
Similarly the components can be combined to get the resultant force 
F-JEXxE — 00 0 (2.5) 


Note: The forces F, and F, are the components of the force F acting on the fluid and 
components of reaction force on a plate or vane are equal and opposite to F, and F,. 
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2.6 Jet Striking a Plate (3 cases) 


(a) A jet of fluid striking the plate which is perpendicular (Fig. 2.3(a)), 
(b) The plate ts inclined to jet of fluid (Fig. 2.3(b)), 


(c) The plate is moving in the direction of Jet. 








SS 


M 


Plate, stationary 
normal to jet 





V ——M» ———» 
Jet / i \ 
I 
Control 
volume 


Stationary plate, inclined 
to jet, angle (90 —0) 








(c) 
Fig. 2.3 Jet striking a plate. 
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A control volume enclosing the jet and the plate may be established. This control volume 
being fixed relative to the plate and is therefore moving with it. The components of velocities 
_ perpendicular to the plate are considered. 


In cases where the plate is moving, the most helpful technique is to reduce the plate and 
associated volume to rest by superimposing on the system equal and opposite plate velocity. 
This reduces all cases illustrated in the Fig. 2.3(c) to a simple consideration of jet striking a 
stationary plate. 


Thus we have 


normal jet velocity V —-(V-u)cos0 | | | ... (2.6) 


normal 


Mass flow rate entering the control volume 


m-pA(V-u)csÓÜ .. (2.7) 
Rate of change of momentum normal to the plate is given by 
pA(V—-u)(V-u)cos0 | | | 3 . —. (2.8) 


According Newton's second law of motion force 


F-pA(V—u)(V-u)cosO0 |. | | .. (2.9) 


Case (1) tf the plate is stationary u = 0 and eq. 2.9 reduces to 
F=pAV?.cos@  .. (2.10) 
Case (11) if the plate ts both stationary and perpendicular to the initial jet direction 
l.e., u= 0; 0 = 0 then eq. (2.9) reduces to 
F=pAVe an (2.11) 


In the general case the force exerted by the jet on the plate can be expressed in the form 


Force normal to the plate- pA(V—u)(V-u)cos0 ./ | | .. (2.12) 


2.7 Force Exerted when Jet is Deflected by a Moving Vane 


As shown in the Fig. 2.4 a jet of water impinges on the moving vanes V, at inlet and is 
deflected by the moving vanes so as to reduce its velocity to V,1. The moving vanes have 
a velocity u in the x-direction. At inlet the absolute velocity V, makes an angle a, with the 
horizontal and adding vectorially the velocity u gives relative velocity V_, making an angle 
D, with horizontal. 
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The fluid leaves the vane at relative velocity V_, making an angle B, with the direction of 
vane. The velocity is tangential to the curvature of vanes at exit. The direction of the jet 
leaves the vane at absolute velocity V. at an angle oc, with the horizontal. 


The force in the direction of motion will be: 
F = mass flow rate x change in velocity in the direction of motion of vane. 


P. = (Vix B Va) 
The force at right angles to the direction of motion will be: 


F = mass flow rate x change of velocity in direction perpendicular to direction of motion. 


ay EN iy 9g) 





c 


Fig. 2.4 Jet impingement on moving vane with velocity diagrams. 


2.8 Euler's and Bernoullis Equations 


It is possible to derive a relationship between velocity, pressure, elevation and density along 
a streamline. 


A section of a stream tube surrounding the streamline, having a cross-sectional area 
over the section AB | CD separated by a distance ds is shown in Fig. 2.5. 


At section AB, area is A, pressure p, velocity V and elevation z. 
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At section CD, the area is A + 6A, Velocity v + dV, Pressure p + dp and 
elevation z + ðZ. 


The surrounding liquid will exert pressure p. from the sides of the element. The pressure 
will be normal to the tube in absence of shear stresses. The weight of the element mg will 
act downward vertically at an angle Q to the centre line. 


Mass flow rate = pAV 
Momentum = mV 
Rate of initial momentum = pAV . V 


Rate of final momentum = pAV [(V + dV)] 





Fig. 2.5 Astream tube. 


Rate of change of momentum = pAV [(V + dV) —V)] 
—- pAV.OV 00 (2.13) 


Consider all the forces acting to produce an increase in momentum in the direction of 
motion. 


SA 
e Weight of the element = mg = pg (A + d OS 


e Force due to element in the direction opposing the motion 


~ 


ðA 
mg cos 8 = pg (A + 29S cos 9 


OZ 
where cos 0 5 —— 


OS 
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e Force due to pressure p in the direction of motion = PA 
e Force due to pressure (P + dp) opposing the motion 
= (P + 8p) (A + 8A) 
e Force due to side pressure Ps in the direction of motion P ôA. 
(The value of Ps varies from p at AB, to p + dp at CD and can be taken as 
p=k op where k is a fraction. 
e Force due to side pressure (P + kdp) 5A 


Resultant force in the direction of motion 
= PA — (P + dp) (A + 5A) — mg cos O + põA + k dp. dA 


5A ò z 
= PA —(P + dp) (A + 5A) — pg (A + ER Ss + põA + k õp. A 
Neglecting products of smali quantities, 
Resultant force - —Aóp- pgAóOz  .— 2 2 2 2 2 .. (2.14) 


Applying Newton's second law of motion which states rate of change of momentum is 
equal to resultant force and equating eq. 2.13 and 2.14, we have 


pAVoV —- -Aóp-pgA ez 
Dividing by p Ads 

pos ós Es 
or, in the limit as 5s — 0 


| dp d V dz 
RE cu 
p ds ds ds 


This is known as Euler's equation in the differential form, the relation between pressure 
P, velocity V, density p and elevation z along a streamline flow. 

Foran incompressible fluid for which the density is constant, integration of equation 
along the streamline with respect to s, gives 


P y? 
o + ES + gz = const | 2 | |  ... (2.16) 


This is well-known Bernoullis equation 
Dividing by 'g' in eq. 2.16, we get 
P v? 


0g E 2g + Z=const 
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P v? 


or T + — CONSE |) ees 
1 2g 





The pressure P is the gauge pressure and unit of measurement in S] units is N/m’, the 


P 
specific weight y is in N/m’, therefore » is in meters. The, unit of V?/2g is m?/s? x s?/m in 


meters. The unit of elevation z is in meters. All the terms of Bernoulli equation is measured 
in meters. Therefore the const ts total head in meters denoted by H along a streamline, but 
the constant may be different for different streamlines, eq. 2.17 is rewritten as 

P v? : a ; ‘ 

ie Ti .] 

y 2g l ) 


Note: the assumption made in deriving the Bernoullis equation 





inviscid flow - steady flow 


constant density - flow along a streamline 
The Bernoullis equation cannot be used in following cases of fluid flow. 


compressibility effect - unsteady flow 
- rotational effect - viscous flow 


2.9 Application of Bernoullis Equation 





(a) | Aerofoils (b) Automobile (c)  Freejet 
(d) Pump (e) Turbine (f) | Venturimeter 


Writing Bernoullis equation 


2 


— t — +7=const 
Y 2g 


In a differential form when there is no difference in elevation it is 
dp Vdv 
ee gee 

Y g 


dp 
9 =—V dV ee (2.19) 
The equation shows that where pressure is high, velocity is low and vice versa. A wind 
tunnel shown in Fig. 2.6 is very useful in studying models of aerofoils, motor cars, and ships. 
The models are tested in the test section of the wind tunnel. 


Fluid Flow 33 


Honey 
Intake comb Contraction Test | Delivery 
section intake section section Diffuser 2 units Co-axial section 





V a 


Fig. 2.6 Schematic diagram of the open circuit wind tunnel. 


2.9.1 Air Foil 


The pressure distribution test is carried out by wind tunnel for an airfoil shown in. Fig. 2.7. 


e pyvt 


— | pv 


Fig. 2.7 Distribution of pressure over an airfoil. 


2.9.2 Automobile 


. The distribution of pressure over a model of an automobile in wind tunnel is shown in Fig. 2.8. 





Fig. 2.8 Pressure distribution over the surface of the car by wind tunnel. 
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2.9.3 Free Jet 


Applying Bernoulli equation to free jet shown in Fig. 2.9 between points ] and 2. 


E V^ A V3 
b TAS teoma 
Y 72g | /Y 2g ^ 





0 large Fluid leaves 
reservoir as free jet 
V =0 

y? 

m -— 2-1 





Fig. 2.9 Free jet. 


2.9.4 Pump 


Applying Bernoullis equation in modified form to include pump installation shown in 
Fig. 2.10. 


v? P V2 
P Po du po ULL — (2.21) 
1 g T 


Pump is power absorbing machine and therefore head developed is negative. 
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Fig. 2.10 Pump installation. 


2.9.5 Turbine 


Applying Bernoullis equation in modified form to turbine installation shown in Fig. 2.11. 


Bg au acia TX cB (2.22) 
y 2g l y 2p " T thee diee mom le 








Turbine is power producing machine and therefore head developed is positive (H.,). 





Fig. 2.11 Turbine installation. 


2.9.6 Flow Measurement 


Venturimeter 


Bernoullis equation can be applied to measure flow rate in a pipe by venturimeter. The 
venturimeter has three important portions: a converging part, constant area (throat) and a 
diverging part as shown in the Fig. 2.12. 
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Converging — Diverging 
PY VA PAVY 


Fig. 2.12 Venturimeter. 


We assume the flow 1s horizontal 1.e., z, — z,, flow is steady, inviscid and incompressible 
between the points 1 and 2 shown in Fig. 2.13 of a venturimeter. 





Fig. 2.13 Verturimeter. 


It consists of a short converging conical tube leading to cylindrical portion called the 
throat, followed by diverging section in which diameter increases again to that of the main 
pipeline. The pressure difference is measured between points 1 and 2 by a suitable U-tube 
manometer. In the coverging part pressure decreases and therefore according to Bernoulli 
eq. 2.19 velocity increases. In the diverging portion pressure increases and velocity decreases 
and in constant area velocity is maximum and pressure minimum. 


Applying Bernoulli equation between 1 and 2 points, 


y? V? 
CM E NALCI 
Y 28 Y 2 


+3 3 2g [(P, - P5)] 
Nz = Ny T | 98 0 (2.23) 
For continuous flow a V, =a V; or V, = - V, 
2 


Substituting V,in eq. 2.23 


vj pent 
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a, 2g (P, - P.) 
Moines epe 
'— (az —a2)^ Pg 


Volume flow rate Q = a V, 
a; a, 
Q= | | 2g H 
e-a?” | V 


P, - P, 
Pg 





where H = 


a 
et 

If m = area ratio = 
a, 


or 





In practice, some loss of energy occurs between points | and 2 and therefore actual 
discharge (Q_) will be less than theoretical discharge (Q) and therefore a coefficient of 
discharge C, is introduced 





Actual discharge Q, 

a a a CR a A das (2.25) 
åd Theoretical discharge Q 

The value of C, is around 0.98. The venturimeters are commonly used in power plants 

and chemical industries to measure flow rate of fluids in pipes with fairly good accuracy. 

Thus for a given flow geometry (a, and a,) the flow rate can be determined by measuring 


difference of pressures P, and P.. 
2.9.7 Measurement of Static and Stagnation Pressures 
Bernoullis equation is re-written as 
2 2 
Eq og Sees qug 
Y 2g Y 2g 
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P 
The pressure P is called the static pressre and sum of two pressures E + z) is called 
! P v 
the piezometric head, and sum of three terms z + oe -+ z) is total head. The sum of two 





pv’ 
terms t + EN | is called stagnation pressure and aften denoted by P. 
v? 
P =P+ a (2.26) 


Pizometric tube measures the static pressure shown in Fig. 2.14(a) and Fig. 2.14(b) 
measures total pressure and the difference of stagnation pressure and static pressure 
measured by pitot-static tube shown in Fig. 2.14(c). 


: œ 
Static Pressure Totai Pressure 
O G NUR 


da I REO Ren GRAUE GARS ae a a a a D =< se ee oe oe UA RR ERO A OO nate 








—  —À — o ee me er m ee me o mo o o s ee — — eo ee oe 


— e ee ee a a a a oa ae ee oe oe ee FILLE o mul c NM m du uu x L3 E E = =e 


— om mall E Jg MM IMEEM MM M — E ours s x DLL LLLLLLL LL. M‘ ——— eme ay p — 


-= m eve pee ee ee oo a os a oe ee ee ee eee LLL ee ee eww ee ee E 1 1 E EI E E No 2 ‘M =a q — — — = oe 


L| m m b mm MM MM MEM MEM EE IM MEM EL NM 


Static pressure 
opening 


Fig. 2.14 Measurement of static pressure, total pressures. 
Thus by using the readings of piezometer and pitot pressures separately or reading from 


pitot-static tube, velocity of the stream can be calculated assuming point 2 as stagnation 
point so that V, — 0, we have 


BoOov B V 
= eS z 
y 2g g 


Y 
P, vi i 
SL Si c oH 
pg 2g pg 
P, A p. 
— + — = — 
pg 2g Pg 
V ORB-B 
2g Pg 


24 P, — P, 
V= uu d pies (2.27) 
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Solved Examples 


E.2.4 A submarine moves through sea water of (specific gravity 1.03) at a depth of 
50 m with velocity of 5 m/s as shown in Fig. 2.15. Determine the pressure at 
station point 2. 


(1) V — 50 m/s : 


Fig. 2.15 
Solution 


Referring to Fig. 2.15, point | refers static pressure and point 2 stagnation pressure 


Applying Bernoullis eq. 2.17 for ! and 2. 


P, M. uf, P, Ws, 
hah fab Hs 
Y 2g Y g 


Atstagnation point2; — V,— 0 








BOB v * 

Z9 o V ME caede = 51.27 
Pow 

=; r= 1.03 x 10° kg/m? 

P 


—4 =$1.27;  P,=p,, x g x 51.27 
Y 


P, = 1.03 x 10° x 9.8 x 51.27 = 517.5 kPa 


E.2.2  JBenzene flows in a pipe under condition shown in Fig. 2.16. Determine the pressure 
at point 2 if flow rate is 0.05 m?/s. 
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Q 


D, = 15 cm 
Z,- 32m 
ee D, = 22.5 cm 
Z2,= 1.2m 
Fig. 2.16 
Solution 

The conditions at point | and 2 are 

P = 4.4 bar, D, = 1S cm, Z,=3.2m 

P=? D,=22.5cm, Z,= 1.2m 

Flow rate = 0.05 m?/s 
Volume flow rate Q — 0.05 m?/s 

== pi =— x 152 x 104= 176.6 x 104 m? 
a, = 4 D; = 4 = ; m 
T T 
a= 7 D= 2 22.5?x10*-3974 x 10^ m? 


V, 7 Q/a, — 0.05/176.6 x 10% = 2.83 m/s 
V, = Q/a, = 0.05/397.4 x 104 = 1.25 m/s 
From Table A.4 (refer chapter 1) specific weight of Benzene = 8.82 < 10? kg/m’ 


Applying Bernoullis equation between | and 2 


Po BV 
sem Se es S fe p 
Y 2g ' y g ^ 
Substituing proper values 
5 2 2 
4.4x10 " 2.83 pge P E 1.26 i» 





8.82x10 2x98 — vy 2x98 
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oe 


- = 49.8 + 0.4 + 3.2 — 0.08 — 1.2 = 52.12 


—-— 


P, = 8.82 x 10° x 52.12 
P, = 459.6 kPa. 


E.2.3 A 50 mm diameter syphon drawing oil of sp. gravity 0.82 from a reservoir is 
shown in Fig. 2.17. The head loss from point | to 2 is 1.5 m and from point 2 to 
3 is 2.4 m. Determine flow rate of oil from syphon and also the pressure at point 2. 





Fig. 2.17 
Solution 
Total head loss from 1 to 32 1.5 - 2:42 3.9 m 
Fix the datum line at point 3 
S - Poi 
P water 


Pa = S X Pune = 0.82 x 10° = 820 kg/m?’ 
Applying Bernoull is equation between 1 and 3 


P y PA Vi 
A; t= + o> 2th, 
Y g Y 28 


The reservoir is considered large and therefore V, = 0 


Also P, = P, = atmospheric pressure 
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E.2.4 


Solution 


Substituting properly, 


3 


V; 
0+0+5=0+ = +0+3.9 
22 


V? 
m1 d c V, = J2x9.8x1.1 74.65 m/s 


22 
The velocity at exit is 4.65 m/s. 
Diameter of the pipe = 50 mm is same; ... V,= V, = 4.65 m/s 


T 

Flow rate UA SR x (50 x 10°)? x 4.65 
Q=9.12 x 10° m/s. 

Applying Bernoullis eq. between | and 2 


SES. 
+ +z = — +4 tz 
Y "2g ‘ y amg ~” 


as p, —0 atmospheric and V,=0 large reservoir 


2 
5= P, " 4.65 +7 
y 2x9.8 








P 
—25.-]1.1-72-43. 
y 


P, = 820 x 9.8 x (— 3.1) 
P, = 24.9 kPa (negative) 


A person holds his hand out of an open car window while the car drives through 
still air at 90 km/hr. Under standard and atmospheric conditions what is the 
maximum pressure experienced by the person on the hand. 


The maximum pressure is the stagnation pressure given by 
2 





P =p+ 

a p > 

20x100) | 

20x1000) 1 

3600 2 
P = 101300 + 382 = 101682 Pa 


= 101.3 x 10° + 1.225 x í 


The maximum pressure = 101.682 kPa 
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E.2.5 Blood of specific gravity 1 flows through an artery in the neck of a giraffe from its 
heart to the head. If the pressure at the beginning of the artery (outlet of the 
heart) is equal to 0.212 m of mercury, determine the pressure at the end of the 
artery when the head is: 


(a) 2.4 m above the heart 
(b 1.8 m below the heart 
Solution 
Fig. 2.18 shows the position of heart | and neck 2 of the giraffe. 





Fig. 2.18 


(a) Applying Bernoullis equation between | and 2 


P, ve P v 
"OEC 
E l! q 4 : 


Y 


P, 2) 
— = y Tt £i = Z, 
y He 


Equating pressure developed by column of mercury to column of blood, thus 
P=pgh 
(pg Due = (pg Di) too 


13.6 x 1000 x 0.212 = 1x1000 xh, 
hao: 7 2.88 m 


44 Basic Fluids Mechanics and Hydraulic Machines 


x 


P 
"uin + (Zz, — zj) 
Y Blood 
P, 


y 2.88 -0— 2.4 — 0.48 


P, — 0.48 x 1000 x 9.8 — 4.7 kPa. 


(b) When the head is 1.8 m below the heart 


SC CIS tz -—2 
Y Y. / Blood 
—. —2.88 * 0 — (-1.8) 
= 4.68 
P,= 4.68 x 1000 x 9.8 Pa 
P, = 45.8 kPa. 


E.2.6 Turbines convert the energy of the fluid into mechanical energy. Turbines are 
often used in power plants with generators to produce electricity. 
One such installation is shown in Fig. 2.19. A dam is constructed to store water 


and to produce required head. Water passes through the turbine and goes 
downstream. Determine power available to the turbine when the flow rate is 


30 m/s. 






Nozzle 


Fig. 2.19 Schematic of hydro power plant. 


Solution 


E.2.7 


Solution 


Fluid Flow 45 


Alas 


Area of exit pipe a, = ~ D 


t2 l2 


From equation of continuity Q = a, V, 
V,= Q/a, = 30/5.72 = 5.2 m/s 


Applying Bernoullis equation in modified form at points 1 and 2 
A / P : 
Z Meza san, 
Y g Y 28 ^ 


H.. = represents head developed by turbine 


where 


P, = P, = atmospheric pressure = 0 
V, 7 0 because of large reservoir. 


Substituing proper values, 


2 


* 


5.2 
0+0+20=0+ 
2x9.8 





+6+H, 


H= 12.6 m 

Power developed by the turbine in KW 
P = yQH, = 9800 x 30 x 12.6 = 3704400 w 
P = 3704 kw 


A pitot-static tube is used to measure air velocity. If manometer connected to the 
instrument indicates a difference of head between tappings of 4 mm of water, 
calculate the air velocity assuming density of air 1.2 kg/m’. 


A Pitot-static tube measures stagnation pressure and static pressure. The relation 
between difference of pressure and velocity is given by 


2AP 
V= P also AP = yh = 9800 x 4 x 10? Pa 


Substituing proper values 


2x9800x4x10 ^ 
ups 


V — 8.08 m/s 
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E.2.8 


Solution 


E.2.9 


The wind blows at a speed of 100 km/hr in a storm. Calculate the force acting on 
a | m x 2 m window which ts facing the storm. The window is in a high-rise 
building. The wind speed is not affected by ground effects. Assume density of air. — 
as 1.2 kg/m? 


The pressure on the window facing the storm will be stagnation pressure as velocity 
of the wind is zero. Working with gauge pressures, the pressure upstream in the 
wind is zero. 


Valacitvoritie wind eo eor m) 
elocity of the wind — 3600 .6 m/S 


Applying Bernoullis equation to calculate the pressure on the window 


L4 M4 of V 
+— + BOX, 
y 2E CA y 50 


where we have z,=z,; P= 0; V,=0,and P,=P, 


P, E v s pV; 
y 2g? Po 3 
Substituing proper values 
1.2 x (27.8) 
p — 12x(27.8) 


D 


= 464 N/m? 
Force = P .A = 464 x 1x2 
F=928N 


The pressure head in an air pipe shown in Fig. 2.20 is measured with a piezometer 
as 16 mm of water. A pitot probe at the same location indicates 24 mm of water. 
The temperature is 20 °C. Calculate the Mach number and comment on 
compressibility of air. 


16 mm of H,O 32 mm of H,O 





LLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLL LL 
Fig. 2.20 
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Solution 


Applying Bernoullis equation between two points | and 2 on the streamline, the 
point | refers to static pressure and point 2 is stagnation pressure, we can. write. 


A Yoh XP, - P) 
- = “ M = 
Y 2g 71 l p 
As air is considered ideal gas, and applying characteristic equation 
P 


P=pRT c = — 
p or p RT 


P= P_ +P „= 9800 x 0.016 + 101000 — 101.156 k Pa 


—. 101.156 x 10" 
P 287x(273 « 20) 


— |2(p py _ [20.032 - 0.016) 9800 
mre Mo 


= |.2 kg/m? 





Il 


=16.17 m/s 
Velocity of sound C= J/KRT = V1.4x 287x293 =343 m/s 
Mach number M = iu = E — 0.047 
C 343 


The flow is incompressible as Mach number is less than 0.3. 

E.2.10 A fire engine pump (shown in Fig. 2.21) delivers water to a nozzle at C located 
30 m above the pump at the end of a 100 mm diameter delivery pipe. The pump 
draws water from a sump at A through a 150 mm diameter pipe. The pump is 
located at B at a height 2 m above the level ofthe sump. The velocity at the nozzle 
is 8.31 m/s and jet diameter 75 mm. Determine the flow rate from the nozzle and 
the power required to drive the pump. 


~~ c rc -c-c-c--- - -fjNozzle 





Fig. 2.21 Fire engine pump installation. 
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Solution 


E.2.11 
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Applying equation of continuity Q =a x V 
Q = Velocity at C x area of the jet 


Q=8.31 x : x (75 x 10°F = 0.0366 m/s 
Applying Bernoullis equation between points A and C 


) 
Dipa NCHR PME. 

Y RE * y 28 ^ ? 
At the free surface of the sump, the pressure is atmospheric so that P, — 0, the 
velocity V, is also zero as the sump is considered very large and A can be taken as 
datum so that Z, — 0 also P, = atmospheric pressure = 0, the head developed by 
the pump is H , substituting proper values in the equation 








2 2 
Y 28 ^ y æg ^" " 
0-040204 831" aH 
2x9.8 = CU 


H, = 3.52 + 32 = 35.52 m 

Power required to drive the pump 
P = yQH, = 9800 x 0.0366 x 35.52 = 12.75 KW 
P= 12.75 KW 


Kerosene of sp.gravity 0.85 flows through a verturimeter as shown in Fig. 2.22 
with flow rate of 0.05 m/s. Determine the difference of pressure between inlet 
and throat of the venturimeter. The diameter of the pipe is D, = 0.1 m and diameter 
of the throat D, = 0.06 m. 





Fig. 2.22 Venturimeter. 
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Solution 


The flow is considered inviscid steady and incompressible and the relation between 
flow rate and pressure difference is given by eq. 2.24 


NEM A(P, —P,) 
78 * Ma —(aa/a,) 
o» [i | 
a 
P -P = mM 


2a? 
The density of kerosene p = specific gravity x density of water 


= 0.85 x 1000 = 850 kg/m? 
Substituting proper values 


(0.05) eso (uj 


pep oeee—————ecLesl N/m? 


| (7.06) | 


pope 116 kPa 


E.2.12 A jet of water 100 mm in diameter leaves a nozzle with a mean velocity of 
36 m/s as shown in Fig. 2.23. It is deflected by a series of vanes moving with a 
velocity of 15 m/s in the direction at 30° to the direction of the jet so that it leaves 
the vane with an absolute velocity which is at right angles to the direction of the 
vane. Owing to friction the velocity of the fluid relative to the vanes at exit is equal 
to 0.85 of relative velocity at inlet. 

Calculate 


(a) inlet angle and outlet angle of the vane for no shock entry and exit. 
(b) force exerted on the series of vanes in the direction of motion of vanes. 
Solution 
(a) With reference to the Fig. 2.23 given quantities are: 
V, 7 36 m/s; u= 15 m/s; Sours a, = 90° 
Mu00585 V5 d= 100 mm 
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La, = 90" 
Vo 
V2 
7 ü 


Fig. 2.23 


To determine the inlet angle B,, consider the inlet velocity triangle ABD. The 
velocity of the fluid relative to vane at inlet in V., must be tangential to the vane 
and make an angle D, with the direction of motion 


. CD . V,sin o, 
BC (V, cosa, —u) 
Substituting V = 36 m/s; u = 15 m/s and a, = 30° 
36x 0.5 
dar nor 12 t1] 
(36x 0.866 —15) 


To determine outlet angle B,, as V, has no component in the direction of motion, 
outlet angle D, in given by 


tan D, 


tan B, = 3. — 248 


u 
cos p, — Vs but V, — 0.85 V, 
and from the inlet triangle 


_ CD V sina,  36xsin30 
"  sinf, sin B, sin 48 
V, 7 242 m/s 


V, 0.85 x V,, — 0.85 x 24.2 — 20.57 
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(uo 08 o. 
cos B, = Vs ^ 2057 = 0.729 
B= 43°. 


(b) Since the jet strikes series of vanes perhaps mounted on the periphery of a 
wheel so that each vane moves on its place is taken by the next in the series, 
the average length of the jet does not alter and whole flow from the nozzle of 
diameter d is deflected by the vanes. 


Mass flow rate of the fluid from the nozzle 


m =p x ^ d?x V, = 1000 x 1 (0.1)? x 36 = 282.8 kp/s 
Velocity component of V in direction of X = V cos q, 

V = 36 * 0.866 = 31.17 m/s 

V. 7 V. 008 0, 7 V. eus DO» — 0 


Force on the direction of motion 


F- m (V, — V,) -282.8 (31.17) - 8814 N 
f= 8814N 
E.2.13 Example of a stationary deflector 


A deflector turns a sheet of water through an angle of 30° as shown in Fig. 2.24. 
What force is necessary to hold the deflector in place if mass flow rate ts 
32 kg/s? 





^ | 
hal 
3 


2cm*x4cm 


a = 300 


Fig. 2.24 
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Solution 


E.2.14 


2 cm *x 40cm 


Mass flow rate in = 32 kg/s 


32 


m 
pxarea — 1000x0.02x0.04 daa 


The velocity V, = 
According to Bernoullis equation if there is no pressure drop in the deflector then 
velocity V, = V.. 

The force produced in the x-direction 


F = Mass flow rate x change of velocity 


F = m (V,-V,) 2 m (V, - V, cos o) = 32 (40 — 40 x cos 30) 
= 32 (40 — 34.6) 2 172.8 N 


F - m (V, - V.) - 32 (40 — 40 sin 30) 
— 32 (40 — 40 x 0.5) 2 640 N 
Example of a moving deflector 


A deflector shown in Fig. 2.25 moves to the right at 3 m/s while the nozzle remains 
stationary. Determine the force components needed to move the deflector. The jet 
velocity is 8 m/s. The nozzle area is 2 cm x 40 cm. 





V,28miss ? — 
V. |»  u-3m/s — 
Fig. 2.25 
Solution 


Inlet triangle of velocity is a straight line as shown in Fig. 2.25(a). 


The outlet triangle of velocity is shown in Fig. 2.25(b). 
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V,=5 m/s 
inlet diagram 


(a) 





(b) 


Fig. 2.25(a) & (b) Inlet and outlet velocity diagrams. 


Bernoullis equation can be used to show that the velocity ofthe sheet. V , — V ,— 
5 m/s as observed from the deflector. 


Mass flow rate is calculated on velocity V , — 5 m/s 


m = pAV,, — 1000 x 0.02 x 0.4 x 5 — 40 kg/s 
Force in the x-direction 


F = Mass flow rate x change of velocity 


m as ES Vial 


-Tj 
| 


m [(V.,. — V., cos 307)] 
F =40 [5—5 x 0.866] = 26.8 N 
E= Wo Yoa E 0 


rly y" 


F =- m V, --m V, sin 30=—40 x 5 x 0.5 
= 100 N 
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Problems 

P.2.1  Apitot-static tube is used to measure air velocity. If the manometer connected to 
the instrument indicates the difference in pressure head between the tappings of 
4 mm of water, calculate the air velocity assuming the coefficients of pitot tube to 
be unity. Density of air 1.2 Kg/m’. 

P.2.2 A nozzle is attached to a pipe as shown in Fig. 2.26. The inside diameter of the 
pipe is 100 mm while the nozzle jet diameter is 50 mm. If the pressure at inlet is 
500 kPa, determine the jet velocity. 

Fig. 2.26 
P.2.3 Water flows from upper reservoir to lower reservoir while passing through a turbine 







P.2.4 


P.2.5 


as shown in Fig. 2.27. Determine the power generated by the turbine. 


LJ E S UJ 
1 [ 


Turbine 


= = e -— -—- jy 






Q 50.15 m/s 
D = 250 mm 


Fig. 2.27 


A large artery in a person's body can be approximated by a tube of diameter 9 mm 
and length 0.35 m. Assume that the blood has a viscosity of approximately 


4x 10° and sp. gravity of 1.0 and that the pressure at the beginning of artery 


is equal to 120 mm of Hg. If the flow were steady (it is not in reality) with velocity 
equal to 0.2 m/s, determine Reynold's number and pressure at the end of the 
artery if it is oriented (a) horizontal (b) vertically up (flow upwards). 

Glycerine of viscosity 0.9 N-s/m? and density 1260 kg/m? is pumped along a 
horizontal pipe 6.5 m long, of diameter 0.01 m at a flow rate of 1.8 //min. Determine 
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Reynold's member and pressure drop using Hagen Poiseullie equation given below 
| 128/ u Q 
P= ad’ 
where 

l = length of pipe in m 

H = viscosity in N-s/m* 

Q - flow rate in m/s 

d = diameter of the pipe in m. 
P.2.6 — Water flows from a lake as shown in Fig. 2.28 at a rate of 0.112 m/s. Is the 


device inside the building à pump or a turbine? Explain and determine the power 
of the device. Neglect all minor losses and assume the friction factor f = 0.025 


E 





| 
pipeline the hydraulic losses is calculated by the formula h, — f Jod " where f is 
friction factor, / 1s length of pipe, V the velocity and d the diameter of pipe. 


Elevation 160 m 











Audi T a a y 
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i E =i r " — 
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Ad X p "al 
a — 


y 
PII) ib. 


0.12 m diameter 


Fig. 2.28 


P.2.7 A manometer positioned inside a cylinder is shown in the Fig. 2.29 and reads 
4 cms of water. Estimate the velocity assuming inviscid flow. The temperature of 
air is 20 °C. 


P.2.8 Air flows into the atmosphere from a nozzle and strikes a vertical plate as shown 
in Fig. 2.30. A horizontal force of 12N is required to hold the plate in place. 
Determine the reading on the pressure gauge. Assume the flow to be incompressible 
and frictionless. 
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Cylinder 





Fig. 2.29 


Plate 





Area 0,01 m° | 


Fig. 2.30 


P.2.9 For the flow shown in Fig. 2.31 estimate the pressure P, and velocity V,, if 
V, — 20 m/s and H - 5 cm. 





Fig. 2.31 
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P.2.10 Awind tunnel shown in Fig. 2.32 is designed to draw air from the atmosphere and 
produce a velocity of 100 m/s in the test section. The fan is located downstream 
of the test section. What pressure is to be expected in the test section if the 
atmospheric pressure and temperature 92 kPa and 20 °C. 





Test 
Section 


Fig. 2.32 


P.2.11 A vacuum cleaner is capable of creating a vacuum of 2 kPa inside the hose. What 
maximum velocity would be expected in the hose? 
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CHAPTER - 3 


Thermal and Hydropower Plants 





Overall view of Two 640 MW each steam power station at Maastrich Netherlands 
built with Dutch company. 


Courtesy : Black - Durr, Germany. 
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3.1 Introduction 


Electrical energy is the cleanest form of energy used in household appliances, street lighting, 
and in small and large industries. Energy is available in various forms and can be converted 
from one form to another. Electrical energy is produced in large power houses and is 
transmitted to users by cables. The more a country is developed the more the energy utilised 
by the people for good living. In fact the criteria for a developed nation is how much energy 
is being used by each person and that is the gauge of development of the country. If the 
energy needs are satisfied one can enjoy a comfortable life. Every effort is being made by 
engineers, research organisations and power plant producers to produce cheap electrical 
energy. In thermal power plants the fossil fuel generally used is coal, oil or gas. In hydro 
power plants the source is water. The countries which have large reserves of fossil fuel are 
in a better way to solve energy-related problems than countries which lack these reserves. 
The countries which have large oil reserves are Iran, Iraq, Saudi Arabia, Russia, USA and 
the countries which lack oil reserves are India, Japan, UK and some African nations. But 
the oil can be transported by pipelines from one country to another travelling some thousands 
of kilometers, or through pipelins under the sea, or by huge shipliners. Oil production is 
generally rated in barrels and each barrel is about 160 litres. Oil-producing countries produce 
several millions of barrel per day that is why oil is sometimes called 'Black Gold'. Crude oil 
Is obtained by boring oil wells underground or under the sea bed. Coal is another source of 
fuel used in power plants. It is used in crushed or powder form (pulverised). Coal is obtained 
from coal mines, located several hundred meters below the surface of the earth. It has to be 
chemically treated before it can be used in power plants. Coal contains some percentage of 
ash about i.e., 3 to 10%. Ash removal is a big problem. Some varieties of coal found in India 
contain as much as 40% ash still being used as fuel. The coal-fired power plants has low 
thermal efficiency than oil-fired plants, as heating value of coal is generally 30-35 MJ/kg 
compared to oil which is about 45-48 MJ/kg. Moreover, oil is used in vapour form which 
mixes readily with the molecules of air giving high rate of combustion than coal. Gas is 
perhaps the ideal fuel to be used in thermal power plants. It is clean, efficient and available 
in gaseous state as air. So one can expect efficient combustion. The plants also have high 
thermal efficiency. 


The cheapest. way to produce electrical energy is by hydropower plants, First, water 
does not require any treatment as applied to fuels. It is abundant and free. The only criteria 
is water must have a fall from a height or create head, as it is called, and be available in large 
quantities for power generation. Dams are constructed across the river to store water. The 
water is conveyed to the turbines by penstock which convert hydraulic energy to mechanical 
energy. Electrical generators convert it to electrical energy. India has large number of 
hydropower stations which produce thousands of kilowatts. Another advantage of hydropower 
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plants is water discharged from the turbine can be used for agriculture. Nuclear power 
plants and solar power plants also produce electrical energy. 


A solar power plant is shown in Fig 3.1. The solar energy focussed with an array of 
heliostats on a central receiver at the top of the tower is transferred by liquid sodium as 
medium of heat transfer to a heat storage unit at the foot of the tower which is connected to 
steam generator. The high pressure super heated steam thus generated passes through a 
multi cylinder engine unit to drive a generator and produce electricity. 









mc 
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Fig 3.1 Solar energy power plant in Almenia, Spain. 


Liquid sodium is heated to around 530 °C in the tube bundles. A heat exchanger transfers 
the solar thermal output to water/steam cycle for the steam power system. Liquid sodium 
has better heat transfer qualities than water. The 500 kw Almenia solar power plant has 
been supplying power to southern Spain grid system since 1981. 
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Steam power plant and gas turbine power plants are the two conventional ways to produce 
electricity on a large scale. The electricity can also be produced by diesel plants which work 
independently or in conjuction with steam and gas turbine power plants as peak units. Diesel 
power plants also work in hydropower plants as emergency units. Fossil fuels that are used 
in these power plants are depleting in the world and at one point of time will not be available. 
These are therefore non-renewable source of energy and cannot be depended upon the 
years to come. Mankind looks for other renewable sources such as solar energy. Technology 
as such is not economical and is still not available for solar energy to be utilised on large 
scale. Again bright sunlight is not available throughout the day at any place. Other renewable 
source of energy is wind mills. The energy produced by wind mills is intermittent and difficult 
to connect to main eletrical power grid. 


So, where water is available for producing electric power it is perhaps the best renewable 
source of energy. Hydropower plants are clean, highly efficient and environmental friendly. 
They do not cause any pollution problems. They are also the source of tourist attraction. 


3.2 Steam Turbine Power Plant 


Steam turbine is the main component in power plants in both large and small units, and 
industrial steam systems. The steam turbine has been tailored for large fossil, nuclear, 
combined-cycle, geothermal, and small power facilitates and mechanical-drive service. The 
turbine island — including condensers, cooling systems, and cooling towers, instrumentation 
and control system, condensate/feed water pumps-make up water treatment systems, valves, 
pumps. Piping will continue to anchor the next generation of power plants. At present 
technology with high pressure superheat and reheat and expansion of steam in multi cylinders 
(high pressure medium and low pressure) on a single shaft steam turbine can produce more 
thant 1000 MW of power. Thus steam turbine has no match with other machines. 


The basic thermo dynamic cycle of steam power plant is shown in Fig. 3.2. 





Fig 3.2 Schematic diagram of Steam Power Plant 
B - Boiler, S - Super heater, T - Turbine, G - Generator, C - Condenser, P - Pump. 
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Fossil fuel is burnt in the furnace of the boiler and hot gases pass over the water tubes, 
heating the water inside the tubes. The water tubes are connected to the main boiler drum 
where high pressure, saturated steam is produced. The steam is then raised to a temperature 
higher than saturation temperature in the super heater. High pressure and high temperature 
super heated steam then enters the steam turbine. The steam expands in the turbine from a 
high pressure to low pressure area of the condensor. The heat energy is converted to 
mechanical energy to drive a generator to produce electricity. The exhaust steam from the 
turbine ts condensed inside a condenser by circulating water of the condenser tubes. The 
condensate is sent back to the boiler by condensate pumps. The steam power plant needs a 
large quantity of water for producing power and much more water to cool the exhaust steam 
from the turbine. So it is imperative that steam plants are located near river, lake or sea. 


The steam explands in the turbine from a very high pressure to a low pressure of the 
condenser (less than atmospheric) with a large enthalpy drop. A very large quantity of 
water has to be circulated in the condenser and that heated up by condensation of steam so 
circulating water is cooled in cooling tower-a visible sight for the power plant from outside. 
Power produced by the turbine is mass flow rate of steam multiplied by the enthalpy drop. 


3.3 Gas Turbine Power Plant 


Thousands of gas turbines are serving daily in prop-jet and jet engines for military and 
commercial aircraft with hundreds more found in rail, marine and automotive service as 
prime movers. Versatility of gas turbines is also demonstrated by its growing acceptance in 
a wide variety of stationery energy systems for processing, power generation and mechanical 
drives. Recent developments include adaptation of standard jet engines to base load generation 
and peaking services. 


An open gas turbine cycle system employs a compressor, combustor, gas turbine and 
generator for producing electrical power. The schematic diagram is shown in Fig. 3.3. Rotating 
compressor takes in atmospheric air and compresses it to high pressure. The pressurised air 
goes into combustor or furnace in steady flow. Fuel is forced into the air burns, raising the 
temperature of air and combustion products. This high-energy mixture then flows through 
the gas turbine, where it expands. The pressure and temperature drops continuously as it 
does work on the moving blades of the turbine converting heat energy into mechanical 
energy, and the electric generator coupled to it produces electrical energy. 


The turbine drives the compressor and the generator by a single shaft. 


In the energy diagram shown in Fig 3.4, it can be noted that work output in gas turbine is 
less as most of turbine work goes to run the compressor and some energy loss to the 
atmosphere as exhaust. The thermal efficiency of gas turbine power installation is less 
compared to steam power plant. 
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Fig 3.3 A schematic diagram of gas tubine power plant. 
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Fig. 3.4 Energy diagram of gas turbine power plant. 
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Fig. 3.5 shows a multistage axial compressor connected by a single shaft to a gas turbine. 
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Fig. 3.5 The compressor and gas turbine mounted on the same shaft. 


3.3.1 Comparing Steam and Gas Turbine Power Stations 


Steam expands in steam turbine from a very high pressure and temperature to low pressure 
almost a vacuum in a condensor. Thus there is very large enthalpy drop in the turbine to 
produce the work. The gas turbine works at lower pressure but at higher temperature 
than steam turbine. The exhaust of gas turbine is atmospheric. Therefore the enthalpy drop 
in gas turbine is less and high temperature gas is exhausted into atmosphere which is 
energy loss. The overall efficiency of gas turbine power plant is almost half of steam power 
plant. 
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The steam turbine power plant requires lot of water whereas for gas turbine power plant 
water is not a criteria. It can be installed even in a desert. ‘Time period is a factor in steam 
power plant for planning, installing and commissioning and it takes some years before it is 
ready for generating power. 


The gas turbine power unit can be installed in a few days as compact units are available 
only to be connected to chimney. Steam power plant requires a lot of land for installing 
boiler, steam turbine, generator, and various other units such as condensing plant, heat recovery 
units. The gas turbine does not require so much land, and can easily be installed and can be 
connected to the grid in few minutes after the installation, With the present-day technology 
steam turbine can produce about 1000 MW on a single shaft, whereas gas turbines can 
produce 100-150 MW of power. 


3.4 Combined Cycle Power Plants 


Gas turbine can combine with steam power plants to form combined cycle plants as shown 
in Fig. 3.6. A high-efficiency steam turbine is combined thermodynamically to a low-efficiency 
gas turbine. The high temperature exhaust gas from the gas turbine is led into the heat 
recovery steam generator (HRSG) thus increasing the mass flow rate of gas circulation, 
decreasing the fuel of the steam unit, developing more power and thus increasing the 
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Fig. 3.6 A Schematic layout of combined cycle power plant. 
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efficiency. The combined cycle power plants have become very common in present times 
for their efficiency and better heat utilisation. 


The arrangement of gas turbine and steam turbine at Lumut Power Plant is shown in 
Fig 3.7(a) & (b). The three gas turbines produce electric power by three electric generators. 
The exhaust gas is connected to three HRSGs. The steam produced by three HRSGs goes 
to a single steam turbine and electricity is produced by the generator. By this way steam 
turbine produces additional electric power by using exhaust gases with no additional fuel. 
Thus it raises the overall efficiency of the plant. 


3.5 Hydropower Plants 


In hydropower plants the potential energy of water is converted into mechanical energy in 
water turbine and then to electricity by electric generator. The potential energy is created by 
constructing a dam (Fig. 3.8) across the river. It is a cement concrete wall storing water as 
reservoir at upstream side of the dam. The water at head water - level which passes through 
the turbine and leaves downstream of the dam as tail water. The turbines work between 
head and tail water level. The forces acting on the dam are wind forces, pressure forces of 
water on the upstream side of the dam. The pressure is zero at top level and increases to a 
maximum at the bottom of the dam. The structure must withstand the pressure of water. 
Again the pressure of the silt deposits is zero at the top level and maximum at the bottom. 
For stability reason the dam is made narrow at the top and broader at the bottom as shown 
in Fig 3.8. 
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Fig. 3.7(a) Combined cycle power plant with gas turbine, HRSG, steam turbine. 
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Fig. 3.7(b) Schematic layout of combined cycle power plant situated at Lumut Power Plant, Perak State in Malaysia. 


Courtesy: National Power Electricity Board (Malaysia). 
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Tailwater 


Fig. 3.8 Forces acting on dam. 


The construction of hydropower plants is not easy. It requires combined efforts and 
expertise of civil, mechanical and electrical engineers. A study of topography of the place is 
important which includes land survey, amount of rainfall per year, and estimation of catchment 
area. Also a thorough planning of evacuating and rehabilitating the people is required when 
water will be filled up in the reservoir of the dam. A lot of construction work has to be done 
by civil engineers making approach roads, culverts, water tunnels etc. On the mechanical 
side, heavy machinery is required which includes bull dozers, earthmover, tractors, etc. The 
most important is manpower requirement in terms of manual labourers, technicians, and 
power plant engineers to do the job. The work goes on for years so much so temporary 
housing colonies and temporary shelters have to be made for the people. 


Hydropower stations setup on the surface of the earth are called surface power stations 
whereas those made below the surface of the earth are called underground power plants. 
For surface power stations, creating the head is important and hence dam is necessary, 
whereas for underground power stations water is conveyed to the station from an elevated 
level by water tunnels and pressure shafts to the turbine. 


Figs. 3.9(a, b, c) show Bonneville Lock and Dam Second Powerhouse in USA. The 
figures show the reservoir dam site, flood gates in operation and the inside of the power 
house with elevators, and escalators.The arrows indicate suggested flow of traffic. The 
hydropower plants are clean, neat and environment friendly. The dam site gives marvellous 
view of the reservoir and one hears only the humming sound of the generators in the power 
house. 
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Fig. 3.10(a) Details of underground power station. 
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Fig 3.10(b) shows horizontal type 4 pelton turbine units and nozzles. 


3.6 Underground Power Station 


An underground hydropower station is shown in Fig. 3.10(a). The water is conveyed from 
the two pressure shafts to four turbine generator sets which produce electricity. The entrance 
is through access tunnel of gradient of | in 6.86 to the power house. There is a by-pass 
tunnel connected to tailrace tunnel. There is an emergency diesel alternator when electricity 
goes off in power station. There is also transformer hall where high voltage electricity is 
produced and transmitted to the sub-station located outside at the ground level. There is also 
a control board panel and where electric power is controlled and there are meters indicating 
power output, frequency of supply, and other monitoring devices. Fig. 3.10(b) shows four 
electric generators coupled to Pelton turbines. The four nozzles seen in the picture. 


3.6.1 Underground Power Plants (Tumut 1 and 2 - Australia) 


The details of two underground hydro power plants Tumut 1 and Tumut 2 in Australia are 
given. Also given are the details of Tooma-Tumut water tunnel. Fig. 3.11(a) gives the plan of 
the tunnel. The tunnel is about 14 km long with several intakes connected to tunnel 
Fig. 3.11(b) gives the profile of the tunnel and the elevation of the tunnel at different points 
and location of the intakes. Fig.3.11(c) gives the tunnel cross-section. The diameter of 
tunnel is 3.43 m with steel reinforcement and rock bolt supports to support the structure 
from landslide. There is also rail track for cleaning silt deposits which is very common in 
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Fig. 3.11(a) Plan of Tooma tunnel (b) profile of Tooma-Tumut tunnel 
(c) Tunnel cross-section. 
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water tunnels. If the silt is deposited in the tunnel the flow rate gets reduced which will 
affect power generated by the turbines. Fig 3.12 shows the Tumut | power plant. The 
pressure shafts are twin vertical shafts conveying water from the tunnel to the power station. 
The pressure shafts are 3.66 m in diameter bifurcating into two horizontal pipes of 2.44 m 
diameter. There is also a lift shaft and ventilation tunnel. There are four electrical generators, 
a transformer hall and a cable tunnel. The tailwater tunnel carries the discharge from the 
turbines. The entrance to the machine hall is through access tunnel. 
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Fig. 3.12 Isometric View of Tumut 1 Power Plant. 
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Fig. 3.13 shows section through Tumut 2 power station. The water enters the turbine 
through main inlet valve. The turbine is vertical and electric generator is connected to the 
turbine by a vertical shaft with a coupling. There are 4 units with a total capacity of 
280,000 kw. The discharge from the turbine is connected to the draft tube. 
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Fig. 3.13 Section through Tumut 2 power plant. 
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3.7 Surface Power Plant 


The details of Temengor hydraulic power plant situated in Cameron Highlands, Perak State, 
Malaysia is shown in the following figures. 


Fig. 3.14 The overall view of power plant showing downstream side of the plant. 
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Fig. 3.14 An overall view of Power Station. 


Fig. 3.15 Shows the catchment area. 





Fig. 3.15 A view of the catchment area. 
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Fig 3.16 Shows the gating system from where the water flows from the dam to 4 inlets. 





Fig. 3.16 The gating system where water from the dam flows through 4 inlets. 


Fig 3.17 Picture of one of the four inlets. 





Fig. 3.17 Picture of one of the gates. 
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Fig 3.18 (a) (b): The spillway is used when the water rises above the maximum level or 
when it is flooding. The construction of power plant took 2 V years. The installed capacity 


of power plant is 348 MW. There are 4 turbine units each of 90 MW capacity. The rated 
head is 101 m and speed of turbine is 214 rev/min. 





Fig. 3.18(a) Spillway. 
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Fig. 3.18(b) Spillway. 


3.7.1 Comparing Hydropower Plants with Thermal Power Plants 


The cheapest way to produce electricity is by hydropower plants compared to thermal 
power plants. The capital cost is high and it takes long years of planning and construction. 
The maintenance cost is low. There is no pollution and the environment is clean. The 
hydropower plants are also useful for agriculture taking water of the tailrace. The overall 
efficiency is high as there are mainly hydraulic and mechanical losses. Life of the dam and 
hydro power plant is taken as 100 years whereas steam turbine plants have a life span 
ranging from 30 years to a maximum 50 years. The life of gas turbines is given in hours of 
working. The source in hydro power plants is water which is renewable source of energy 
whereas steam and gas turbines work on fossil fuels which are non-renewable source of 
energy. The generating capacity of the hydro power plants depends on reservoir capacity 
which depends on rainfall, whereas thermal power plants have no such problem. 
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The overall view of combined heat and power plant working on hard-coal fluid unit. The 
plant produces thermal output of 47 MW and electrical output of 19 MW (Fig. 3.19). 





Fig. 3.19 The overall view of combined heat and power plant working on hard-coal fluid unit. 
The plant produces thermal output of 47 MW and electrical output of 19 MW. 


KWU and the Japanese company Mitsubishi have each installed six gas turbine generator 
units at the R as Abq Fontas gas turbine power plant in Doha in the capital city of Sheikdom 
of Qater on the persian gulf. The exhaust from the gas turbines is used for desalination of 
sea water. The plant in capable of producing 630 MW electrical output and capable of 
producing 180,000 m? of drinking water (Fig. 3.20). 


The overall view of Megalopolis coal-fired power plant with two 125 MW units and one 
300 MW unit stands in the vicinity of a lignite field in Greece. The power plant is in operation 
since 1975. The lignite has a low heating value of 4000 KJ/Kg and has to be dressed in 
several stages. The power plant is justified because lignite reserves will last at least 
50 years (Fig. 3.21). 


After a construction period of 7 years the Graferenheinfild nuclear power plant near 
Schweinfurt supplied power to the grid system in Bavaria meeting about 20% of the energy 
demand(Fig. 3.22). 
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Fig. 3.21 The overall view of Megalopolis coal-fired power plant with two 125 MW units 
and one 300 MW unit stands in the vicinity of a lignite field in Greece. 
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Fig. 3.22 A nuclear power plant. 
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4.1 Introduction 


Fluid machines can be classified as: 
e Positive displacement machines 


e Rotodynamic machines. 


In positive displacement machines fluid is drawn into a finite space bounded by mechanical 
parts, then sealed in it, and then forced out from space and the cycle is repeated. The flow 
is intermittent and depends on the dimensions of the space (chamber), and speed of the 
pump. Gear pumps, vane pumps are all positive displacement pumps. 


In rotodynamic machines there is free passage between inlet and outlet of the machine 
without intermittent sealing taking place. In these machines there is a rotor which is able to 
rotate continuously and freely in the fluid. The transfer of energy is continuous which results 
in change of pressure or momentum of the fluid. Centrifugal blower, centrifugal pumps and 
hydraulic turbines are some examples of rotodynamic machines. 


4.2 Classification of Fluid Machines 


Fluid machines are dynamic fluid machines that add (for pump) or extract (for turbines) 
flow energy. The term pump ts used when the working fluid is water or oil. The term 
compressor is used when the working fluid is air/gas. Fluid machines do a variety of jobs 
and are applied in hydro and thermal power stations, in aircraft as propulsive devices, in 
ships as propellers, in automobiles, and earth moving machinery. 


Fluid machines serve in enormous array of applications in our daily lives, and they play 
an important role in modern world. The machines have a high power density (large power 
output per size of the machine) relatively few moving parts and high efficiency. 


The two criteria, namely, the energy transfer and type of action, form the basis of 
classification of hydraulic machines, as shown in Fig. 4.1. From the chart it can be seen that 
pumps and compressors increase the energy of the fluid and may be positive displacement 
or rotodynamic. Fans are always rotodynamic. Turbine does work and is rotodynamic. 


Further classification is based on flow and energy transfer. Fluid used as means of 
energy transfer. 


(a) Classification based on the geometry of flow path: 
e Radial flow; 
e Axial flow; 
e Mixed flow. 
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In radial flow the flow path is essentially radial with significant changes 
in radius. 


In axial flow machines the flow path 1s nearly parallel to the machine centre line and 
the path does not change. 


In mixed flow it is partly axial and partly radial. 
(b) Fluid machines can use any of the following forms of energy 
e Heat energy (steam and gas turbines) 
e Potential energy (hydraulic turbines) 
e Kinetic energy (wind miils) 


In power producing machines work is done by the fluid flow and in power absorbing 
machines work is done on the fluid to raise potential energy. 


Fig 4.2(a) shows power producing machine. 
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Fig. 4.2(a) 
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Fig 4.2(b) shows Power absorbing machine. 


A pump is a turbo machine wherein the fluid is liquid and power is given by an electric 
motor to raise pressure of the fluid. 
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Fig. 4.2(b) 


A compressor transmits power to a gas to raise pressure but with small increase in 
velocity (Fig. 4.2(c)). 
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Fig. 4.2(c) 


A fan imparts motion to gas with small change in pressure. (Fig. 4.2(d)) 
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Fig. 4.2(d) 


A fan blower increases the velocity of gas with small pressure Fig. 4.2(e). The 

steam and gas turbines, hydraulic machines come under first category, and pumps, 

fans, compressors come under second category. In power absorbing machines the 

driver is usually an electric motor but it can be also an I.C. engine or a gas turbine. 
-——. 
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Fig. 4.2(e) 
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4.3 Pumps (Axial and Radial) 


A single-stage centrifugal pump is shown in Fig 4.3. The rotating element is called the 
impeller which is contained within the pump housing or casing. The shaft transfers mechanical 
energy to impeller which must penetrate the casing, a system of bearings. Seals are required 
against the leakage of the fluid. 


Impeller 


Inlet 


Main shaft 


Casing 


Fig. 4.3 Single-stage centrifugal pump. 


Fluid enters the machine nearly in axial direction at inlet through the eye of the impeller 
and leaves the impeller radially out. Flow leaving the impeller is collected in a scroll or 
volute, which gradually increases in area as fluid moves out through exit. The impeller has 
vanes to convey the fluid. A multi-stage pump is shown in Fig 4.4. 


In this pump exit of first impeller is connected to inlet of second impeller and pressure 
builds up. 


An axial pump is shown in Fig. 4.5. The shaft is vertical and propeller type blades are 
fixed to it to form the impeller. The guide blades increase the pressure of the fluid. 
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Fig. 4.4 Multi-stage centrifugal pump. 
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Fig 4.5 Schematic diagram of an axial flow pump. 


4.4 Compressors (Axial and Radial) 


A centrifugal compressor is shown in Fig. 4.6. Air enters the unit near axial through the eye 
of the impeller and flows radially outwards. There are diffuser vanes which increase the 
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static pressure and guide air to the volute. The air leaves the volute at higher pressure. The 
impeller is mounted on a shaft supported by bearings. 
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Fig 4.6 Schematic diagram of a section of a centrifugal compressor. 


A typical blower is shown in Fig. 4.7. The impeller has vanes and air is discharged into 
volute which increases the pressure. An axial flow compressor is shown in Fig. 4.8. Flow 
enters nearly parallel to rotor axis and maintains nearly the same radius through the stage. A 
typical stage consists of a row of stationary vanes (S) and a row of rotating vanes (R) and 
pressure increases from stage to stage. Axial flow compressors are typically used in turbo- 
jet engines and are multi-stage compressors. 
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Fig 4.7 Centrifugal blower. 


Fluid Machinery 91 


Housing 
UUW COV COOP OCI 
s | [R] LV e 


t 

Inlet | | ÍR 

guide vane ' ! e | 
| 


|_p Shak 
antl acinar oarcecinis ae 


Mean 
radiu 
UN E Hub 


: || 
OE 
i Arr 2" ETT 7. y 
yp WHO AWE 
Typical stage 


Fig 4.8 Schematic diagram of an axial flow compressor. 


4.5 Turbines 


Machines that extract energy from fluid stream are called turbines. They are classified as: 


e Hydraulic turbines (Pelton, Francis, Kaplan) 
e Steam turbines 
e Gas turbines 


In hydraulic turbines the working fluid is water and is incompressible. More general 
classification of hydraulic turbines are: 


e impulse 


e reaction 


Impulse turbines are driven by one or two high velocity Jets. Each Jet is accelerated in a 
nozzle external to the turbine wheel known as turbine rotor. If friction and gravity are neglected 
the fluid pressure and relative velocity do not change as it passes over the blades/buckets. 


4.5.1 Pelton Wheel 


Pelton wheel is an impulse turbine. It is shown in Fig. 4.9. It is driven by a single jet which 
lies in the plane of runner. A high velocity jet prossesing kinetic energy strikes the bucket in 
succession. The water takes nearly 180° turn inside the buckets. The water falls into the tail 
race. 


In reaction turbines part of the fluid pressure change takes place externally and part 
takes place within the runnet. External acceleration occurs in the guide vanes and flow is 
turned to enter the runner in proper direction. Additional acceleration of fluid relative to 
rotor occurs within the moving blades. So both relative velocity and pressure change over 
the runner. Reaction turbines run full of fluid. 
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Fig 4.9 Impulse turbine (Pelton wheel). 
4.5.2 Francis Turbine 


Francis turbine is a reaction turbine shown in Fig. 4.10. Water enters circumferentially 
through turbine casing. It enters from the outer periphery of guide vanes and flows into 
runner. It flows down the rotor radially and leaves axially. Water leaving the runner flows 
through a diffuser known as draft tube before entering the tail race. 
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Fig 4.10 Reaction turbine (Francis). 


4.5.3 Kaplan Turbine 


Kaplan turbine is a reaction turbine shown in Fig. 4.11. The water from the spiral casing 
enters guide blades similar to Francis. The Kaplan turbine consists of an axial flow runner 
with 4 to 6 blades of an airfoil section. In this turbine both guide vanes and moving beades 
are adjustable and therefore high efficiency can be obtained. 


4.5.4 Steam Turbines 


In steam turbines expansion of high pressure and temperature is expanded in fixed and 
moving blades of a turbine. Steam is produced in high pressure boiler and after expansion 
steam condensed in condenser. 
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Shaft 


AL. Thrust bearing 
LC cs 
E a t+ . blades 


Rotor 






' 


Draft tube 







Fig 4.11 Reaction turbine (Kaplan). 
4.5.5 Gas Turbine 


In gas turbine expansion of high pressure and temperature of gas is expanded in fixed and 
moving blades of turbine. The exhaust gases after expansion go into the atmosphere. 


4.6 Euler's Theory Applied to Turbo Machines 


Euler's Theory : The fluid flow through an impeller of a centrifugal pump is shown in Fig. 4.12. 


tu = wR, i 
Vow 


[Va 
V; y 4 
Oy r2 
A 
R, 
P. 
a, 
Va V, V, 
Viw 
u, 7 oR, 


Fig 4.12 Velocity diagrams for pump impeller. 
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According to Euler's theory torque applied on the impeller is the rate of change of angular 
momentum of the fluid passing through the impeller. The following assumptions are made. 


e The velocity of water is uniform at inlet and exit of the impeller. 


e The relative velocities at inlet and exit are tangential to inlet and exit tips of the vanes. 
Fig 4.12 shows only two vanes of the impeller, let 

V, - absolute velocity of the impeller entering the impeller at radius R, 

V, - absolute velocity of fluid leaving the impeller at radium R, 


V and V „are relative velocities at inlet and exit, u, and u, tangential velocities at inlet 
and exit. 


a, and œ, inlet and exit angles of V, and V, 
D, and D» vane tip angles at inlet and exit. 


The angles are measured from the forward directed tangents so that both angles D, and 
B, are greater than 90?. The angular velocity c is connected to tangential velocities 
u; and u. 
U=OR, e (4.1) 
u-oR), ne (4.2) 
According to assumptions made previously V_, and V_, are tangents to the vane tips at 
inlet and exit. 


The velocity V, is vector sum of V,, and u, at inlet and velocity V, is vector sum of V; 
and u, at exit of vane. Resolve the absolute velocities V, and V. into-tangential and radial 
components as velocity of whirl and velocity of flow, we have 

Velocity of whirl at inlet = V,,, 7 V, cosa, 
Velocity of whirl at exit = V„„ = V, cosa, 
Velocity of flow at inlet = V,-= V,sina, 
Velocity of flow at exit = V5-= V,sina, 

The volume flow rate may be expressed in the form of flow component and flow 

area A either at inlet or exit given by 


Q=A, Vip=An Voge (4.3) 
If the width of impeller at inlet and exit is b, and b, respectively, we have 
A FD Bb, ae (4.4) 


A= aD, bs, 2 2 a (4.5) 
2 2 v 
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where D, and D, are impeller diameters at inlet and exit 
The flow rate Q is then given by 

Q = nDjb, Vig 1 D b; Vy 
Also mass flow rate is given by 

m = pQ, 
where p is density of fluid 


o e 
Rate of angular momentum M; of impeller being the product of mean flow rate m, 
whirl componant V „ and radius R}. 


M=™VwR ee (4.7) 


uU 


M, =m Vay Ro 
Rate of change of angular moment is equal to applied torque 
T=mV,,R,-mV,R, 0 2 es (4.8) 
The power input to drive this torque is given by 
P= T.@ 
P= ma(V,, R,—V,, Rj) 
P-m(uV,-uVu) es (4.9) 


4.6.1 Euler's Head 


If the whole of mechanical power is converted into hydraulic power then total head H would 
be given by the relation 


P# yH | | | | ... (4.10) 
where Q is flow rate and y sp. weight of the fluid. 


Equating eqs. (4.9) (4.10) we get, 


H= (u,V,,,—u V ) 


| "lw 


g 


(u,V, u,Viw) 


acm 


g 


Or E = 
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This is called Euler's head of the pump. The head available is actually less than Euler's 
head. If the water enters the impeller without whirl such that V „= 0 then Euler's equation 
is written as 





4.6.2 Euler's Equation in the Kinetic Form 


It is useful to express Euler's head in terms of their absolute velocities rather than their 
components. From the velocity triangles of Fig 4.12, we have 


V 
V 


Using cosine rule, we have 


ES V cosa, and 


m V, cosa, 


V2 — VÊ + u? -2u V coso, 


rl 
2 = V2 t y2 -2uV 
V 7 Vj tuj u, V,cosa, 
] 


so that uj cosa = 5 (u? d v? = v2) 


(u2 + V2- v2) 


to | — 


U, COSA, = 


Substituting in equation (4.11) 





In this expression the first term | denotes the increase of kinetic head of fluid in the 
impeller due to change in absolute velocities. The second term II represents energy used in 
setting fluid into circular motion about impeller axis. The third term III is to regain static 
head due to reduction in relative velocity. 


From the mode of derivation it is clear that Euler's equation is applicable to a pump and 
also to a turbine. However, the equation would change its sign. Thus 


u, V, - u Vw 
E= g (Turbine) 


u V5, U Viw 
E= — (Pump) 
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For axial flow machines u; =u, =u and 
V, -V 
E = ulVi = Vou) (Turbine) 
g 
V 
E= ul zw ww) (Pump) 
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CHAPTER - 5 


Pelton Turbine 





One of the two 260 MW Pelton turbines in the Sellerin-Sitz power station, Austria. 
The operating head is 1233 m. 


Courtesy : Sulzer Ester Wyss, Zurich, Switzerland. 
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5.1 Introduction 


Turbines are used for converting hydraulic energy into mechanical energy. The capital cost 
of hydraulic power plants, i.e., reservoir, pipelines, turbines, etc., is higher than thermal 
power station but they have many advantages and some of them are given below. 


e higher efficiency 

e operational flexibility 

e ease of maintenance 

e long wear and tear 

e potentially inexhaustible source of energy 
e noatmospheric pollution 

e anattraction for tourism 


Pelton turbine is chosen when operating head is more than 300 m. One of the largest 
single unit installed at Newcolgate Power Station, California, USA has rating of 170 MW. 


5.2 Description of Pelton Turbine Installation 


Pelton turbine is an impulse turbine as there is no pressure drop across the buckets. The 
flow is axial, i.e., there is no change in peripheral velocity and water enters and leaves the 
buckets at the same radius. 


Water supplied is from a high head through a long conduit called penstock. The water is 
accelerated in the nozzle and the head is converted into velocity and discharges at high 
speed in the form of a jet at atmospheric pressure. The jet strikes deflecting buckets attached 
to the rim of a rotating wheel (runner) as shown in Fig. 5.1. The kinetic energy of the jet is 
lost to the buckets and water discharged at relatively low speed falls into lower reservoir or 
tail race. The tail race is set to avoid submerging the wheel during floded conditions. When 
large amount of water is available the power can be obtained by connecting two wheels to 
a single shaft or by arranging two or more jets to a single wheel. 


The buckets are double hemispherical in shape. The water strikes the bucket in the 
centre and flows, out at both sides making a U turn. The surface inside the buckets is 
polished and smooth to reduce hydraulic losses. A costly material like broonze or stainless 
steel is generally used for the buckets. The buckets are detachable. 


When the load is removed the water is suddenly cut off from the nozzle but it is directed 
to deflector plate. The deflector plate that comes into operation cuts off water supply to the 
wheel. The water from deflector plate goes to the tail race. 


The nozzle spear moving inside the nozzle controls water to the turbine. Its operation is 
explained in the regulation of turbine. 
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Impeller (runner) aad (lg Buckets 
S 


Nozzle = A 
Spear. Sy 
Spear rod í HN P SS 
Discharge Tail 
Deflector t — —— — —-——-— ==—=Trace 
Inlet Dalec eu c I 
Penstock 


Fig. 5.1 Diagrammatic arrangement of a Pelton wheel. 


Fig. 5.2 shows two jets for a single runner. The penstack is bifurcated into two pipes 
leading to two nozzles. The two jets are directed to the runner. All the peripherals, deflector 
plate, spear are there as in single jet. Fig. 5.3(a) shows large Pelton wheel runner, at Colgate 
power station Fig. 5.3(b) shows 4100 mm pelton runner at zurich, Switzerland. 


Branch pipe 
Spear rod guide 


Jet shroud 









, Spear rod 


Top cover 
Runner 
Casing 


Deflector plate 


Fig. 5.2 Pelton Wheel with 2 jets. 
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Fig. 5.3 (a) New the Pelton runner in Colgate Power Station,U.S.A, 
(Courtesy Voith Hydro. Inc). 





Fig. 5.3(b) Pelton turbine Runner diameter 4100 mm Zurich, Switzerland. 
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5.3 Analysis 


Pelton wheel installation is shown in Fig 5.4. The water supply is from a constant head 
reservoir at an elevation H, above the centre line of the jet. 

A surge tank is installed to dump out any fluctuations of pressure in the penstock. At the 
end of the penstock is the nozzle which converts head into velocity as jet. 






Reservoir 
, surge tank 






Pressure tunnel 





Penstock 





f Jet velocity C 
Nozzle 


Fig. 5.4 Pelton Wheel Hydroelectric Installation. 


Total head available from the reservoir above nozzle is H, 

Head loss in pressure tunnel and penstock due to friction — h, 
Head loss in the nozzle = h, 

Net head available for power generation at exit of nozzle = H 





H = H, — h,— hy 
flv? 
where h= Qed 


where 
| = length of penstock 
v = Velocity in penstock 
d = diameter of penstock 


f= coeff. of friction 
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In practice the penstock 1s usually sized so that at rated power the net head is usually 
85-95% of the total head. The net head is taken to calculate hydraulic efficiency of turbine. 


The jet strikes the bucket at the centre and takes a turn of almost 180° and leaves on 
both sides of bucket as shown in Fig, 5.5(a), (b). 








(b) 
Fig. 5.5 (a) Jet impuigement (b) double hemispherical shape of buckets. 


The velocity of the jet is given by 
MELDE I LLLLLLL S (5.1) 


The inlet and exit velocity diagrams are shown in Fig 5 5. 
The total energy transferred to the wheel is given by Euler's Equation. 


(u Viw — M3 Vow) (52) 
= Ga i 
As the turbine is axial the tangential velocity is same at inlet and exit 


=u, =u so that eq. 5.2 becomes 


ul Vi, — Nos ) 


7 g 


ui 
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"^. Bucket 


V, 
Iniet triangle 





Fig 5.6 


The inlet velocity triangle is a straight line, we have 
V,=V,—u and V,,=V, 
Also, V_,=k V, where k is coeff. of velocity due to friction. 


The relative velocity vr, is tangential to exit tip of the buckets. Superimposing peripheral 
velocity u we obtain absolute velocity V,. The velocity Vr, makes an angle 0 with the 
centreline of bucket. 

Vo =kV,=k(V, — u) thus 
V =u- Vp cos (1-0) 
V57u-t V,cosO 

Vj, ut k(V, -u) cos 


Writing Euler's equation 


Vin ren 24 
po dE) (53) 
8 
Substituting Voy = ut k(V, —u) cos 0; as V,, = V,,.we have 


- [u(Vi- u - k(Vi—u)cos6] 
g 
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E- =) [ V, —u—k(V, — u) cos6] 


pes [(V,-u(I-kes0]| ^ (5.4) 


The equation shows that there is no energy transfer when the bucket velocity u is either 
zero or equal to jet velocity V,. It is reasonable to expect therefore the maximum energy 
transfer will occur at some intermediate velocity of the bucket velocity. 


Thus differentiating E with respect to u and equating to zero for maximum energy transfer 
dE (1-kcosOXV, - 2u) 


du g 
l-k cos8 
Hence, V, - Zu 70 as (I - kcos9) cannot be zero 
u |] 
we have V, (2 


Thus tangential velocity is half the jet velocity for maximum energy transfer. 
Substituting this value in eq 5.4 


Vi Vi 
E 2g MUT (1- k cos 0) 


V2 
] 
Peor E (1 — k cos 0) 


2 


E : V 
Inlet kinetic energy tothejet—  ! 2g 
Thus maximum theoretical hydraulic efficiency of Pelton wheel, 
E 


LN K.E of jet 


x k ~ kcos6) 


v 
2g 


max ^ 


B (l-k cos8) 
eee 28 — siis 
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In an ideal case when 0 = 180, k — 1; n,,,, — 10075. In practice friction exists and K 
value is in the region of 0.85 - 0.9 and also the value of 0 — 165 to avoid interference 


u 


j ard I u 
between incoming and outgoing jets. Therefore y's always less than 0.5. For — = 0.46 
| 


and 0 = 165? , the maximum efficiency is around 9095 . Rewriting equation 5.4, 
u y ; 
E= — (V,-u) (1 —kcos 0) and also K.E of jet — "he and hydraulic 
& 


efficiency as 


(s Xv —- uXI — kcos8) 


H 


u jd 
V x3 (l-kcos0) |. |  J. (5.7) 





u 
Fig. 5.7 shows the variation of Pelton wheel efficiency with speed ratio V. theoritical 
l 


and actual. 





Theoretical 


Actual 


0.5 W/V, 
Efficiencies and jet speed ratio of a Pelton wheel 


Fig. 5.7 Graphs of theoretical and actual hydraulic efficiency with Ky, ratio. 
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Fig. 5.8 shows variation of load with overall efficiency. At low loads less than 35% the 
X efficiency is low but at higher loads the efficiency is fairly constant around 90%. 


No 10 
60 
40 


20 





25 50 75 100 
Percentage of full load 


Fig. 5.8 Overall efficiency against turbine load (96). 


5.4 Pelton Turbine Losses and Efficiencies 


The diagram shown in Fig 5.9 gives Pelton turbine losses in various components. The reservoir 


read is H, 
H 
Net 
electrical 
end power 
output 









P) 
Generator 
Mechanical losses 


losses-bearing 
friction 
Head loss Headloss Hydraulic losses, 
in Penstock in nozzle -Blade friction 


(h,) (h,) -Eddies 
-Leakage loss 


Fig 5.9 Impulse turbine losses and efficiency. 


The hydraulic losses in penstock is h, head loss in nozzle is h,. The head before the 
turbine inlet is H and hydraulic power input is yOH. There are losses like eddives and 
leakage in the turbine. Head available at the runner is E. There are mechanical losses and 
as a result shaft power is P. There are transmission and generator losses and net electrical 
power generated by generator P. 


H =H,-(h, +h, 
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i en ower developed by runner E 
Hydraulic efficiency ns pu he cea elas =, WUE. 
hydraulic power yQH 


|. power developed at turbine shaft 


. a 
Mechanical efficiency n, = power developed by runner YQE 


Power developed at turbine shaft P 
Overall efficiency Tg M m 
hydraulic power yOH 
thus No = Lm X Nm 


5.4.1 Working Proportions for Design of Pelton Wheel 
1. Velocity of jet: The theoretical velocity of the Jet 
V = J2gH 
where H = net head 
Actual Velocity of Jet 
V, 7 C, J2gH 
where C, is the coefficient of velocity of the Jet which varies from 0.98 to 0.99. 
2. Power available to the Turbine 
P = y QH 
where y is the specific weight of water, in N/m?, Q is the flow rate in m?/S, H head 
in meters. 


3. Angle $ isthe splitter angle which varies from 10 to 20? and relation between $ and 
exit angle 6 1s 
0-n21-—-6 
4. Diameter of the Jet (d): The diameter of the Jet is obtained if flow rate is known. 
Flow rate Q — area of the jet x velocity of jet x no. of Jets 


For a single jet 


LP, 
Q- 4d x C, J2gH 


| 
d= on Y 
p nC ./2gH 
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u 
. Speed ratio E The speed ratio is the ratio of the velocity (u) of the wheel at 
| 


pitch circle to theoretical velocity of the jet. In practice the value is between 0.44 and 
0.46 and average is 0.45. 


. Mean Diameter of the Wheel (D): |t is the diameter between centres of the buckets. 
The diameter can be obtained from peripherial velocity (u) 
TDN 
60 


. 60u 

EE 

where N = speed of the wheel! in revolutions/min. - 

. Jet ratio (m): The ratio of mean diameter of the wheel to diameter of the jet. 
m = D/d 

The Jet ratio varies between 10 to 14 and average value of m is 12. 


. Size of the buckets: The length, width anc depth of buckets in terms of diameter of 
jet 'd' is shown in Fig. 5.10. 





u= 


or 





Fig. 5.10 Dimensions of bucket. 


e Radial length of bucket L=2 to 3d 

e Axial width of bucket B =3 to 5d 

e Depth of bucket D = 0.8 to 1.2d 

. Number of Jets (n): Pelton wheels are single jet. When large power is required 
the flow rate required also increases and then number of jets required is also more 
than one jet. The jet should have sufficient spacing so that jet strikes one bucket at a 


time. Ordinarily not more than four jets are provided for horizontal turbine. A vetical 
Pelton turbine with six jets is shown in Fig. 5.11. 
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Fig. 5.11 A vertical turbine (Pelton) with 6 jets. 


10. Number of buckets (z): The number of buckets is usually obtained from the following 
empirical formula given by Taygun 


D 
= — +4- =. + 
Z 2d 15 or z=0.5m+ 15 


where m is jet ratio 


5.5 Regulation of Pelton Wheel 


Hydraulic turbines are usually coupled to an electric generator and the generator must run 
at constant speed to maintain frequency of supply constant. The speed of generator N in 
rev/min, the frequency of supply (f) in Hertz and number of poles of the generator P are 
related by the equation 


NP 
f= — 


© 
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The peripheral velocity u of turbine wheel must remain constant as speed is constant. 
The velocity u and speed N are connected by the formula 
nDN 


60 
where D is mean diameter of the wheel. 





u 
It is also desirable to run turbine at maximum efficiency and therefore speed ratio vi 
1 


must remain same which means the jet velocity must not change as head available H is 
constant. The only way to adjust the load is to change hydraulic power input given by 


P= Y QH 
AS Y , specific weight of water and H are constant, the only variable factor is Q volume 
flow rate of water entering the turbine. The flow rate Q is 
Q = Area of nozzle x velocity of jet 
Thus flow rate will change by changing the area of the jet or more closely the diameter 
ofthe jet. This is accomplished by a spear valve and deflector plate shown in Fig. 5.12. The 
spear alters the cross-sectioned area of the jet. The position of spear is controlled by a servo 
mechanism that senses the load change. For a sudden loss of load when the turbine is shut 
down, a deflector plate rises to remove the jet totally from the buckets and to allow time for 
the spear to move to new position. 
As seen in Fig. 5.12 for high load the spear valve has moved out, then increasing the area 


of the jet, at low loads the spear has moved in, decreasing the area of the jet. Deflector 
plate in normal position and fully deflected jet are also seen in the figures. 


Spear valve 





High load Low load 


Deflector plate in 


normal position NON 
Y 

Cs 

ae 


Bucket ` E Fully deflected jet 
trajectory — 7 4s. 






Fig 5.12 Load control by spear valve and deflector plate. 
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5.6 Regulating System of Pelton Wheel Power Station 


The speed change of turbine is first sensed by the governor. When the speed increases fly 
balls of governor fly apart and when speed decreases they come closer. The sleeve moves 
up or down due to change of speed. The movement of the sleeve is transmitted to relay 
which moves the piston in the cylinder. When downward piston uncovers the port, the oi! 
pushes the piston in the servo motor to the right which pushes the spear to move forward to 
affect the area of the jet. After relay action the oil from the relay cylinder returns to the oi! 


sump. (Fig. 5.13) 


Actual or. | Governor 
Pendulum 


Symboi 
Pipes uus » Opening 
E ^^, Fly ball = Closing 
Sleeve Main Lever Bell Crank 
a | Lever 
JEN j AN i "i 
m Fulcrum | ni Relay or i NS 
Connected control Ot 
to Turbine ! Valve 7 Y 
Main Shaft LL d 





Oil Fulcrum 
Pump 
Roller 
a Nozzle 
Sump = ae M — mS 
V Or ST Ae ro 
Relay Cylinder Deflector l 
Front 
Penstock Spear 


Rod 


Fig. 5.13 Regulation system of Pelton Wheel installation. 
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Solved Examples 


E.5.1 — APelton wheel develops 67.5 kw under a head of 60 m of water. It rotates at 400 
rev/min. The diameter of penstock is 200 mm. The ratio of bucket speed of jet 
velocity is 0.46 and overall efficiency ofthe installation is 83%. Calculate. 


(a) Volumetic flow rate 
(b) Diameter of the jet 
(c) Wheel diameter 


Solution 





P P 
- Overall efficienc pue Ic 
¥ Mo" yQH No x yH 


675x1000 — | a, n 
Q7 0.83x9800x«60 Oms 


- Velocity ofthejet V, — 2gH 


= 42x9.8x60 734.2 m/s 


- Flow rate Q = area of nozzle x velocity of jet 
LT 
Q- 1d x Vi 
d? = 0.138x4 — 54x 10 
| ax342 "7 


d= 0.0716 m=71.7 mm 


u 
<7 = 0.46, u = 0.46 x 34.2 = 15.7 m/s 





Vi 
_ m™DN 
60 
E 60xu B 60x15.7 - 075 
^ 4nxN 1x 400 Do 
Specific speed of turbine 
q 
af 2) 
Wr = 7 a 
(gH) 
ANT 2x400xn 
where 0 = —— = —— ~ = 41.8 rad/s 
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P = 67.5 x 10° watt 

p = 1000 kg/m? 

H = 60 m 
Substituting, 


w |= 





3 
App ec r 
10 


(9.8 60)/4 


— 


Or 


@, = 0.11 


E.5.2  APelton wheel works on a head of 400 m. The diameter of the jet is 80 mm. The 
head loss in penstock and nozzle is 23.6 m. The bucket speed is 40 m/s. The 
buckets deflect the jet through 165?. The bucket friction reduces relative velocity 
at exit by 15% of relative velocity at inlet. The mechanical efficiency of turbine is 
90%. Find the flow rate and shaft power developed by the turbine. 


Solution 


Velocity of the jet V, = J2g(H - h,) 


Vi 7 42x9.8(400 — 23.6) = 85.8 m/s 
Euler's head E= 2 (V, - u) (I- k cos 0) 
g 
40 
iT (85.8—40) (1—0.85 x cos 165) 


40 
= zg (858-40) (140.82) 


E = 340.2 m 


n 
Flow rate Q = area x velocity = 4 d? x Vi 


x 802 x 10% x 85.8 = 0.43 mĉ?/s 


Ala 


Q= 
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Power developed by the runner = Yy QE 
YOE 9800 x 0.43 x 340.2 


= = = 1432 k 
E 1000 1000 i 
i neret P = 1288 k 
= ae se TEES ty = W 
"m^ p 1432 


E.5.3 A Pelton wheel is driven by two similar jets transmits 3750 kW to the shaft running 
at 375 rev/min. The tota! head available is 200 m and losses is 0.1% of the total 
head. The diameter of the wheel is 1.45 m, the relative velocity coefficient of the 
bucket is 0.9, the deflection of the jet is 165°. Find the hydraulic efficiency, overall 
efficiency and the diameter of each jet, 1f the mechanical efficiency is 90%. 


Solution 


Total head = 200 m, h,= 200 x 0.1 =20 m 
Effective head H = total head — losses 
= 200 — 20 = 180 m 


Velocity of the jet V= 2gH = J2x9.8x180 = 59.4 m/s 


Speed io- vo 2 25^ 047g 
peed ratio — V, 7 $94 7V 


u u 
Hydraulic efficiency n, = 2 v. i x (1 — kcos0) 


— 2 x 0.478 (1— 0.478) (1 — 0.9 x cos 165°) = 0.932 
n, = 93.2% 


u 
Euler's head E = g (V ,-u) (1 - k cos 0) 


28.4 
E = 08 (59.4 — 28.4) (1 — 0.9 x cos165°) = 167.93 m 


Relation between nga, Nps Nm IS 


No = Nm * Mh ` No = 0.9 x 0.932 = 0.838 
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hydraulic power = = = ELE = 4474 kw 
No 0.838 
H 
also T D x 2 = 4474 
S E poss m/s 
2x9800x180 
Flow rate Q = area x velocity of jet 


N eit 
Q-4d x Vi 





po 4Q _ 4x1268 


Tx V, ^ &x59.4 = 0.0272 


d= 164 mm 


E.5.4  InaPelton wheel the diameter ofthe wheel is 2 m and angle of deflection is 162°. 
The jet diameter is 165 mm and pressure behind the nozzle is 1000 kN/m? and 


wheel rotates at 320.rev/min. Find the hydraulic power developed and hydraulic 
efficiency. 


Solution 


Pressure P = yH 


_ 1000x10° 
9800 


-. Velocity of the jet V, — J2gH = 42x9.8x102 7 44.7 m/s 


= 102m 


T 

Flow rate 0-7 pane x 165? x 10-5 x 44.7 

Q = 0.955 m3/s 
ae _ YQH _ 9800%0.955x102 _ 9. wy 
ydraulic power- 1505 — — 1000 

_ EDN | ux 2x 320 "T 
60 60 us 
u 33.4 

Speed ratio — = —— =0.747 
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u u 
hydraulic efficiency n, =2 | [ E (1—cos0) 
l i 
N, = 2 x 0.747 (1—0.747) (1- cos 162°) = 0.737 


E.5.5 A Pelton turbine develops 8 MW under a head of 130 m at a speed of 
200 rev/min. The following are the particulars of Pelton wheel. 
e Coefficient of velocity (C,) of the nozzle 0.98 
e Speed ratio 0.46 
e jet diameter 1/9 of diameter of the wheel 
e overall efficiency 87% 
Determine 
- flow required 
- diameter of the wheel 
- diameter of the jet 
- number of jets 
- number of buckets 


Solution 
Velocity of the jet = C, J2gH 7 0.98. /2x9.8x130 7 49 m/s 


u 
Speed ratio ~~ = 0.46; u = 0.46 x 49 = 22.54 m/s 





Vi 
. T DN 
Peripherial Velocity u ^ ——— 
60 
s 60xu 60x22.5 
— nxN 1x 200 
=2.15m 
d_ 1 
D 9 
D 2.15 
d= — = — =0.238m; d=238mm 
9 9 
P P 


YQH ° No xy xH 
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8x10? x10? 
Q2 ———————— = 722 m/s 
0.87 x 9800 x 130 


Flow rate Q = area of jet x velocity x no.of Jets 


Jt 
7.2= 7 x 0.2382 x 49 x n 
n=3 
D 2.15 


Number of buckets z= +15 


= + = 
2d 2x0.238 ees 


E.5.6 (Design) 


The particulars are taken from JOR hydropower station situated at Cameron 
Highlands tn Malaysia. 

Installed capacity 100 MW, number of units 4, rated speed 428 rev/min, rated 
head 580 m, rated flow rate 6.85 m?/s, type of turbine is horizontal - Pelton 2 jets. 
Design the Pelton turbine completely and determine all the important efficiencies. 


Solution 


100 
Power output of each unit P= —— = 25 MW 


4 
E Mm 200050994900 RA 
ydraulic power = y Q = — 000x1000 . 
P 25 
j = — = ——=0.642 
Overall efficiency OH 38.9 


À , u 
Assuming speed ratio vo 0.46 


Velocity of the jet V, 428H - 42x9.8x580 —- 106 m/s 





u 
vy, 7046,u — 0.46 x 106 = 48.7 m/s 
] 
| ; TDN 
Peripherial velocity u = ^60 
| 60xu 
|». XN 
_ 60x487 _ 


2.17m 
1x 428 
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a . yi 
Flow rate Q = area of jet x velocity x no of jets = a d^x V, xn 


T 
6.85 = 4 d^x106x2 «. d=0.202m 


D 
Number of buckets z= — +15 


2d 0.202 ae 
Jet rati ue e eins 
et ratio m =~ d = 0202 s 


Radial length of bucket L = 2.5d = 2.5 x 0.202 = 0.5 m 
Width of bucket B = 4d = 4 x 0.202 = 0.8 m 


Depth of bucket D = d = | x 0.202 = 0.202 m 
Hydraulic efficiency 


ufa 
ae V, V, (1— k cos 8) 


assume k = 0.95; 6 = 160° 
Tj, ^ 2(0.46) (1 — 0.46) (1 — 0.95 x cos 160°) = 0.94 
we have No = Np * Nm 
n, 7 nom, 7 0.642/0.94 — 0.68 
E.5.7  APelton wheel develops 4.5 MW under a head of 120 m at a speed of 200 rev/ 
min. The wheel diameter is 8 times the jet diameter. Use the experimental data of 
Fig. 5.14 at maximum efficiency to determine the flow rate, wheel diameter of 
each jet, number of jets required, and the specific speed. 
Solution 
From the Fig. 5.14 
Speed ratio = 0.42 at maximum efficiency of 80%. 


P 
Overall efficiency nọ = yQH 


P 


Q= n xyxH substituting properly, 


4.5x109 
Q= 


= —— 24478 m?/s 
0.8x9800x120 
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Fig. 5.14 Speed ratio versus efficiency for a laboratory-scale Pelton turbine: 
solid line, (c, 2 0.94, 0 - 1689); dashed line, experimental data. 


Velocity of the jet V,— 42H = ¥2x9.8x120 = 48.5 m/s 








u 
Also y 70.42.. u= 0.42 x 48.5 = 20.37 m/s 
| 
Peripherial veloci NL M E. 
eripherial velocity u= e d eg 
..60x2037 
nx 200 ene 
D 1.95 
Diameter of jet = oe 0.243 


Number of jets n can be obtained by 


Q = area of jet x velocity x no. of jets 


BEL. 
Q= 74 xV xn 


TU 
4.78 — FS 0.243? x 48.5 x n 
n=2 


] 
(n0) 
Specific speed o.. = Ee 
— 2Nn  2x200xa | 
0 60 60 
P-45x10?x I0? watt 
p = 1000 kg/m? 
H= 120m 
g = 9.8 m/s? 
1 
6 12 
20.9 4.5x10 
1000 
Oe a a er 


(9.8x 120)” 
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E.5.8 Technical Information of Sungai Piah Power Station 


Sungai Piah Power Station (Upper Scheme) 
|l. Catchment area (km?) 

Average flow (m?/s) 

Gross head (m) 

Intakes (number) 

Power house type 

Totol tunnel length (km) 

Station installed capacity (MW) 

Turbine type 

Turbine rated output (KW) 

10. Generated rated output (kw) 

11. Rated net head (m) 

12. Generator rating 11 KVA /0.85 pf/ 50 Hz 

13. Average Energy output (GWH) year 


oOo - DMN FW HN 


14. Transmission line 


118 

5.0 

160 

2 
surface 
Ta 

14.6 
2-Jet horizontal type Pelton 
7500 
7275 
255 


80 
132 KVA 
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Lower Scheme 


1. Catchment area (km*) 246 
2. Average flow (m?/s) 11.4 
3. Gross head (m) 403 
4. Intakes (number) 7 
5. Power house type | underground 
6. "Total tunnel length (km) 13.8 
7. Station installed capacity (MW) 55.4 
8. No.ofunits 2 
9. Turbine rated output (KW) 28250 
10. Turbine type 4-Jet horizontal type Pelton 
11. Rated net head (m) 400 
12. Generated rated output (Kw) 27680 
13. Average Energy output (GWH) / year 300 
Case Study 


The technical information of upper scheme and lower scheme of two hydro power stations 
one surface and another underground is given below. Essential details are to be noted. 


Station installed capacity = Generated rated capacity of each unit x no. of units. 


There is small difference between Gross head and rated net head, which is hydraulic 
losses. In the upper scheme percentage loss of head is 3% and lower scheme about 
1%. 

The generator efficiency is electrical power output of generator by mechanical output 
of turbine. In upper scheme generator efficiency is 97% and lower scheme it is 98%. 
The generators work with very high efficiency. 


For any hydropower scheme the head remains almost constant, but the flow rate 
changes and therefore average value is taken into calculations. 


The flow rate of upper and lower schemes are different as number of intakes is two 
in upper scheme and seven in lower schemes and naturally the upper scheme works 
on 5 m?/s and lower scheme on 11.4 m?/s, and 


- . the number of jets in upper scheme is two and lower scheme it is four. 


- the underground lower scheme has a head of 400 m and surface upper scheme 
has head 160 m and both use Pelton turbines. 


- The power generated in lower scheme is approximately four times that 
generated by upper scheme. 


- Energy output (GWH)/year for the upper scheme 
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Station installed capacity in Watts x number of hours/year 


_ 14.6x10° x 10° x 8760 
p 10° 
(GWH)year = 127.89 
Average energy output given is 80(GWH)/year 


= 127.89 





Generating efficiency = = 62% 


127.89 
Energy output (GWH)/year for the lower scheme 
= station installed capacity in Watts x no.of hours/year 


_ 55.4x10° x10° x8760 — 

wore te 

= (GWH)/year = 485 
Average energy output given is 300 (GWH)/year 


485 


300 
Generating efficiency = A85 ^ 62% 


Some of the reasons for this deficiency in generating efficiency is due to shut 
down of the units for repair and maintenance during the year, fall short of 
water level in the reservoir or power not required by the main grid and hence 
some units are shut down. 


The most important parameters are frequency of supply which must be 50 HZ 
and may fluctuate within very narrow limits and also the power factor (pf) 
which must be 0.85 - 0.9. 

Electrical charges are given per unit of electricity which is kWh. 

Thus units of electrical energy generated for upper scheme. 


80x 10° ae 
80 GWH/year = w 80 million units/year 





Electrical energy generated for lower scheme 


300 x10? 


300(GWH)/year = TE 


= 300 million units/year 
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CHAPTER - 6 


Francis Turbine 





New world-record operating head pf 734 m for the two high pressure Francis 
turbine for Hisling, Australia. The turbines have an output of 180 MW each. The 
model runner used for laboratory investigation is shown in the photograph. 


Courtesy : Sulzer, Escher Wyss, Zurich, Switzerland. 
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6.1 Introduction 


The hydraulic turbines are classified into two types, impulse and reaction. 


As explained earlier in impulse turbines, there is no pressure drop across the moving 
blades, whereas in reaction turbines the pressure drop is divided in the guide vanes and 
moving blades. 


The reaction turbines are low head high flow rate machines. For raction turbines, the rotor 
is surrounded by a casing (or volute), which is completely filled with the working fluid. Turbines 
are manufactured in a variety of configurations, radical flow, axial flow and mixed flow. 


Typical radial and mixed flow hydraulic turbine is Francis turbine, named after James B. 
Francis, an American engineer. In this turbine the energy available in water is transfered to 
the shaft by means of a rotating runner and resulting torque transferred by rotating shaft can 
drive the eletric generator. 


6.2 Description of Francis Turbine 


A sketch of a Francis turbine is shown in Fig. 6.1. The flow is contained in a spiral casing 
called volute that channel the water into the runner. The volute has decreasing area to 
maintain uniform velocity, to the row of stationary vanes. 


From Penstock 








stationary. 
Vanes 


Stationary 


Runner 
Vanes Scroll 


a ed 


Adjustable 
guide Vanes 







— Tail race 


Fig. 6.1 Main components of Francis tubine. 
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The water passes through row of fixed guide vanes followed by adjustable guide vanes. 
The flow can be varied when the turbine is working at partial loads by changing the cross- 
sectional area between the guide vanes. The water then passes through the runner with 
radial vanes. The water enters the runner at large radius and leaves the runner blades at a 
smaller radius. The interaction between the fluid and runner blades results in torque applied 
to the runner. The runner is connected to the driving shaft to drive an electric generator. The 
turbine shown in the Fig. 6.1 is vertical type. 


The water after doing the work leaves through the draft tube. It is essentially a diffuser 
whose area increases in the direction of the fluid flow. As area increases velocity decreases 
and pressure rises. 


It produces a negative pressure at turbine exit and thus increases the head over the 
turbine which means more power. 


There is energy loss at various components from the reservoir to the tail race. There is 
energy loss in the penstock conveying water to the turbine losses in fixed guide vanes, and 
also adjustable guide vanes, and runner vanes. There is also head loss in the draft tube and 
residual kinetic energy loss at exit from the draft tube. Fig. 6.2 shows a large spiral casing of 
Francis turbine for pressure testing in the workshop. Fig. 6.3 shows assembly of guide 
vanes and runner in Zurick workshop. 





Fig. 6.2 Workshop pressure testing of spiral casing in Zurich, Switzerland. 


6.3 Analysis 


Let 


Fig. 6.3 
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Runner and guide vane system in Zurich works, Switzerland. 


Total head available to the turbine 

Absolute velocity of water at inlet to stationary vanes 
Absolute velocity of water at exit to ajustable guide vanes 
Absolute velocity of water at exit to runner vanes 
Relative velocity at inlet to runner vane 

Relative velocity at exit to runner vane 

Peripheral velocity at inlet to runner vane 

Peripheral velocity at exit to runner vane 

Whirl velocities at inlet and exit of runner vane 

Flow velocities at inlet and exit of runner vane 

Guide vane angle 

Runner blade inlet angle 


Runner blade exit angle 


132 Basic Fluids Mechanics and Hydraulic Machines 










Runner 
blade 





Runner 





Fig. 6.4 Inlet and exit velocity diagram. 


The inlet and exit velocity diagrams of the runner vane is shown in Fig. 6.4. 

we have, 

2Nr 

(60. 

The water comes out from the guide vanes at absolute velocity V, at an angle œ, to the 


direction of rotation. The peripheral velocity u, is subtracted from V , to give relative velocity 
V_, at angle B, to the direction of rotation is obtained. 


u = OR; u, = OR; and @ = 


At exit the water leaves the runner blade at relative velocity V, which makes an angle 
D, with the direction of rotation. Superimposing u, absolute velocity V, is obtained. 


Euler's head is given by 


E2 — — 000 jU— o0 50000000 £]ÀWas (6.1) 


If the whirl velocity at exit is zero, V, — 0, which means that velocity V, has no horizontal 
component or a, = 90°, then Euler's eq. 6.1 for maximum efficiency is given by 


uiv 
g 


E = ba) 


Francis Turbine 133 


2 Vor 





In such a case flow velocity at exit V,.= V,, tanB, = so that f can be 


— - 


determined. 


The energy distribution through a hydraulic reaction turbine is shown in Fig. 6.5. 


Head race 





O 223 2 | 


Draft tube Mt 


H 
Guide vanes \Runner -= 
Tailrace ~ | 
3 | Vi 
Fig. 6.5 Energy distribution through reaction turbine. 


Net head available H across the turbine is the difference in total head between inlet 
flange (exit of penstock) and tail race water level 





P, V?o 
- Total head at inlet = —_+——+ Zo 
Y 2g 
unm m 
- Total head at exit = — + — tz 
Y 2g 


- Net head across the turbine 
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But P, = atmospheric pressure = 0; z, is tail race taken as datum z, = 0, thus eq. 6.3 
becomes 


v? 
H-H,-h, - x 


where he, = hydraulic losses in penstock 
The hydraulic efficiency is given by, 


runneroutput. YyOE | E. uV,, 6A) 
"IR^ runner input yOH H gH | " (9. 


turbine output _ P 
Mechanical efficiency np = ID = yQE 


runner output 
: = PONE OPS 
Overall efficiency "lo^ hydraulic input — yOH 
dus n MON (6.5) 


Energy developed in the runner in terms of Euler's head 
E-H-hg-h, —h, - h .... (6.6) 
where hẹ- hydraulic losses in penstock 
h, - hydraulic losses in guide vanes 
h, - hydraulic losses in runner vanes 


h,- hydraulic losses in draft tube 


. 6.4 Draft Tube 


A draft tube is connected between runner exit and tail race to obtain continuous stream of 
water between them. It is diverging tube. The pressure increases and velocity decreases in 
the tube. The tail race pressure is atmospheric and runner exit pressure is negative (below 
atmospheric). Then the net head acting on the turbine increases. The turbine works with a 
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larger head and more power is developed by the turbine. This is the main advantage of 
installing a draft tube. All Francis turbines will have a draft tube. 


Analysis 
With references to Fig. 6.5 and applying Bernoulli's equation between point (2) and (3) we 
get 


P V2 ] 
De cdd p pc bud (6.7) 
Y 2g 


Y 28 


where h, represents losses in the diffuser also P, = atmospheric = 0; the tail race is taken 
as datum and therefore Z, = 0. 


Re-writing eq. 6.7 with the above assumptions, we have 


==. 7, +h 
2p 2 d. eee (6.8) 


t2 aq 


- QV 


Also V, < V», and if hd is neglected, 2 In negative. 
y 


The draft tube produces negative pressure at exit which increases the pressure head 


over the turbine. 





(d) 


Fig. 6.6 Types of draft tubes. 
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Some of the types of draft tubes are shown in Fig. 6.6. 


(a) 
(b) 
(c) 
(d) 


6.5 


Let 


Straight divergent tube 
Moody spreading tube 
Simple elbow tube 


Elbow tube with circular inlet section and exit rectangular. 
Working Proportions of Francis Turbine 
-  breadth/width of runner vane 


diameter of runner 


- number of runner vanes 


i 


- thickness of runner vane 
- ratio of width to diameter of runner 
- A Flowratio 


speed ratio 


<1 © x 3 
[| 


f - flow velocity 


2gH -  Jetvelocity 


n= The value of n varies from 0.1 - 0.45 


olw 


V; 
Flow ratio ¥ = its value varies from 0.15 - 0.3 
k J2gH 





u 
Speed ratio $ — eH its value varies from 0.6 - 0.9 
2gH 


Flow through runner vanes = flow area x velocity of flow 
Area (inlet) = (xD, — zt) B, = 1D, B, K, 

where k, is a factor which allows for thickness of runner vanes. 
Area (exit) = (xD, — zt)B, = xD, B, K, 


where K, is a factor which allows for thickness of runner vanes. 
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Flow rate 
Q 2 1DjB, K, V; c - 1D, K, V, Vo 


OszD nK V-D m KE Ve | |  .» (6.9) 
if K, 2 Kj; Vic 2 Vc n, - n, then equation becomes 
B, D, = B, D, 


The number of runner vanes varies from 16 to 24. The number of runner vanes should 
þe either one more or less than the number of guide vanes to avoid periodic impact. 


Fig. 6.7 shows the runner of Francis turbine. As indicated B is the breadth of runner and 
D the diameter. 





Fig. 6.7 Runner of Francis turbine. 


6.6 Specific Speed of Hydraulic Turbines 


The specific speed is a dimensionless parameter associated with a given family of turbines 
operating at maximum efficiency with known values of angular velocity œ head H, and 
power output P. 


The specific speed is given by 
1 
42.) 
p 


Or - (gH) erese (6.9) 
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where 


@ = angular velocity in rad/s 

P = power output in Watt 

p = density of water in kg/m? 

H = head over the turbine in meters 

g = acceleration due to gravity in m/s? 


A preliminary selection of the appropriate type of turbine for given installation is based 
on specific speed œp. Fig. 6.8 shows type of the runner for different ranges of c... 


Impulse 0—1; Francis 1-—3.5; Mixed flow 3.5—7; Axialflow 7-14 


rotation Impulse Francis Mixed flow Axial flow 
(T 0-1.0 1.0-3.5 3.5-7.0 7.0 - 14.0 


Fig. 6.8 Various types of runners. 


The various authors have given different range of specific speed w, and some are 
summarised below. 


Author Pelton Francis Mixed flow Axial flow 
Potter (1977) 0- 1.0 1.0 - 3.5 3.5 - 7.0 7.0 - 14.0 
Douglas (1995) 0.05 - 0.4 0.4-2.2 1.8 - 4.6 also higher 


Shames (1992) 0.05 - 0.5 0.4 - 2.5 1.8 - 4.6 also higher 


For turbines homologous specific speed N, is also used, given by the following equation. 


1 
NP? 
(Ns); = ax vids (6.10) 


where H is in meters, P the power output in kw, and speed N in rev/min of runner. 


On this basis specific speeds of different turbines is given in Table 6.1 based the book of 
Fluid Mechanics by Arora (2005). 
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Table 6.1 Specific Speed Ns of different turbines. 


S.No Range of sp. speed Type of turbine 
head (m) N, 

1 10 - 20 290 - 860 Propeller and Kaplan 
2 30 - 60 215 - 340 Francis low speed 
3 150 - 500 70 - 130 Francis high speed 
4 150 - 500 24-70 Pelton 4 nozzle 
5 500 - 1500 17 - 50 Pelton 2 nozzles 
6 500 - 2000 12 - 30 Pelton 1 nozzle 


6.7 Regulation of Francis Turbine 


Francis turbine usually drives an electric generator, and hence the speed must remain constant. 
Since the total head available is constant it is not desirable to control flow rate by a valve due 
to hydraulic losses. 


The flow rate in Francis turbine is controlled by varying the flow area in between the 
adjustable guide vanes. The guide vanes are hinged at the centre to a circular ring. The 
area in between the vanes is varied by varying the guide vane angle a. Refering to inlet 
velocity diagram of Fig.6.4 change in a, results in change of whirl velocity and flow velocity 
components. Such a change also changes inlet angle of the blade B, which means deviation 
from 'no shock entry' conditions. 


Thus efficiency is reduced at partial loads. 


Similarly the exit velocity diagram also changes and whirl component produces vortex 
motion in draft tube which may cause cavitation phenomena in turbine. 


The regulation of guide vanes is done by servo mechanism as shown in Fig. 6.9. As load 
on the turbine decreases the piston of servo mechanism moves to the right and this causes 
the movement necessary to close the gates. 


Fig. 6.10 shows the positions of guide vanes during fully open position (maximum flow) 
and close position (no flow). 


Fig. 6.10 shows the position of the gates when fully open and fully closed. 
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Connected to 
Relay Valve 







Scroll 
Casing 


Servo-Motor 
Regulating 
Shaft Guide 
Vane 
Regulating 


Lever 


From 
Penstock 


Regulating 
Ring 


Fig. 6.9 Regulating mechanism of Francis turbine. 


Guide vanes 
fully closed Guide vanes 


fully open 


Fig. 6.10 Position of guide vanes during open and close position. 


Francis Turbine 141 


6.7.1 Comparison between Pelton and Francis Turbines 


S.No Pelton turbine Francis turbine 
1 Impulse type Reaction type 
2 Axial flow Radial flow 
Jet produced by nozzle - Water suppled by 
a fixed element adjustable guide vanes 
4 High head Medium head 
5 Low discharge Medium flow 
6 Specifc speed w,< 0-1 Specific speed m, 1-3.5 
7 Turbine does not Turbine runs full of water 


run full of water 


Fabrication of bifurcation no.l inlet diameter 10.98 m and bifurcation no.2 of diameter 
7.47 m supplying water to six Francis turbines from the mian inlet diameter of 12.32 m to the 
works largest bifurcation at Tarbela power station Pakistan. It is shown in 6.11 and 6.12. 





Fig. 6.11 Fabrication of bifurcation no.1 inlet diameter 10.98 m and bifurcation no.2 of 
diameter 7.47 m supplying water to six Francis turbines from the mian inlet diameter of 
12.32 m to the works largest bifurcation at Tarbela power station Pakistan. 


Courtesy : Zurich works Switzerland. 
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all, 2 aem 52m 
Bifurcation 1 ^j 


a iEn. I 8 Veep 


* T = N > J 
A Kaz 
mi 


12.32 m DID 
TO DD mu m 
s 


Bifurcation 4 


Fig. 6.12 Shows butterfly valves serve as safety shut off devices for 340 MW Francis 
turbine in Karakaya Power Station Turkey. The closing time is 120 s in dead water and 
about 40 s in emergency shut down for flow rate of 240 m/s. 
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Fig. 6.13 Shows butterfly valves serve as safety shut off devices for 340 MW Francis 
turbine in Karakaya Power Station Turkey. The closing time is 120 s in dead water and 
about 40 s in emergency shut down for flow rate of 240 m°/s. 


Courtesy : Sulzer Escher, Zurich, Switzerland. 
Solved Examples 
E.6.1 — Aninward flow turbine with radial discharge has an overall efficiency of 80% and 
develops 150 kw. The head is 8 m and the peripheral velocity at inlet is 


0.96 42gH and flow velocity is 0.36 /2gH . The runner speed is 150 rev/min; 
the hydraulic efficiency is 85%. 

Determine. 

(a) velocity of whirl at inlet 

(b) diameter of the wheel at inlet 

(c) flow rate 

(d) guide vane angle 


Solution 
- Peripheral velocity u, = 0.96 2gH =0.96 /2x9.8x8 = 12.02 m/s 


— Flow velocity v,,=0.36 J2gH -0.3642x9.8x8 - 4.5 m/s 
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— Hydraulic efficiency 


| (u, V... = us V.) 
h 


gH 
Viw € 
T, 7 "gH , substituting proper values 
Dgs = 12.02 x Viy 
=< *€8x8 
Vig 723.94 m/s 
> Mg 4.5 
ch C =z ÉL = = 2 
inletangletan a, "EET 0.81 
a, = 39° 
— mD,N 
"=o 
60xu, 60x12.02 | 
D. € —— = hoa 





!  nxN nx150 





Fig. 6.14 


=, as it is radial discharge V, „= 0 
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p 
overall efficiency r,,— ———- 
”  YQH 
oP 08040000 oy 
OT yx,  9800x8x08 ^5 
Q 7 2.4 m/s 


E.6.2 


Solution 


^ Francis turbine has the following specifications. 


Inlet radius 300 mm, outer radius 150 mm, flow rate 0.05 m /s, inlet guide blade 
30°, angle the absolute velocity at exit makes an angle of 80° with the axis inlet 
absolute velocity 6 m/s, exit absolute velocity 3 m/s; overall efficiency 8095, 
hydraulic efficiency 9095. Determine head and power output if angular velocity 
is 25 rad/s. 


Refering to velocity diagrams shown in Fig. 6.15, we have 
R, — 300 mm, R- = 150 mm, Q = 0.05 m/s 
“= 30", a, = 80", V, = 6 m/s, V, =3 m/s 
1, = 80%, n, = 90%, @ = 25 rad/s 
300 


u, = oR, = 1000 ^ — 7.5 m/s 





= R= x28 = 3.95 / 
Uy = OR, = 1900 ^ .75 m/s 


Vig - Yi cos à, — 6 * cos 30 =6 x (2.866 = 5.2 m/s 


Vag = Vo Cos a, = 3 x cos 80—3 x 0.172 = 0.52 m/s 


; ~ u, Vi, —-u V, 
Euler's head E. — ———————2 
g 
BH oa tO OO gy 
a 9.8 ES 
E —3.7m 
E 
LENT 
3.7 
H= = 4.1 tm 
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9800x0.05x4.] . 


Power input = yQH = 2k 

ower input = yQ 1000 wW 

Power output — rj, * power input — 2 x 0.8 — 1.6 kw 
| P= 1.6 kw | 





Fig. 6.15 
E.6.3 Designa Francis turbine with the following specifications: 
Head available 68 m 
Speed 750 rpm 
Power output 330 kw 
hydraulic efficiency 94% 
overall efficiency 85% 
Flow ratio x 0.15 
Breadth to diameter ratio at inlet 0.1 


| 
outer to inner diameter ratio 2 


Francis Turbine 147 


Assume 6% of circumferential area of runner occupied by thickness of vanes and 
flow velocity remains constant and flow is radial at exit. 


Solution 


Given H — 68 m; x = 0.15; N = 750 rpm, n, = 0.1 


| 
P = 330 kw; D,/D, = PERI M 94%; 1, = 85%; area reduction = 6%; k, = 0.94; 


330 x 1000 


| P 330x1000 
overall efficiency n, = yo ; 0.85 — 9800x Qx68 


Q = 0.582 m/s 


Ve 


V,= 0.15 J2x9.8x 68 


V,=5.47 m/s 
v= Vip Va = 5.47 m/s 


From eq. 6.9 Q=(k mn, D;) V,, and substituting proper values 


0.582 = 0.94 x 1 x 0.1 x D? x 5.47 


D, = (0.6 m = 600 mm 





B, 
p, ^9. 
B, = 600 x 0.1 = 60 mm 
_ ®D,N 
"1 60 
nx 0.6% 750 
u = = 23.5 mis 


60 
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n, = uj Vi — Us Vow 
h T H = 
as V„„ = 0 beause radial discharge 
E MN 
Nh E gH 
_ 0.94x9.8x 68 
i 23.5 


— 26.6 m/s 
From Fig. 6.16 we have 





Neg Viw 26.6 
a, = 11.6 
l l 
outer diameter D, = > D, = 5 x 600 = 300 mm 
B nD, N 
"2 60 
B 1x0.3x 750 ES 
U^ ~o = ] 1.7 m/s 
tan B, = Yar = ae — 0.46 
p. u, 11.7 l 
B, =25° 


Q=k; n D} n, Vie =k, 2 D5 n, Vy 
assume k, ^ kj; Vi, — V5, 
0.6? x 0.1 = n, x 0.3? 
n, = 0.4 
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B 
m= Dp 


tw 





ro 


B, = 300 x 0.4 = 120 mm 


Uy 
E) ES 
Va? V4 

VA 

Vo 
Vow 7 0 
ZA) ES 

Us 


Fig. 6.16 Inlet and exit velocity diagram. 


E.6.4  1Ina Francis turbine the supply head is 12 m and flow rate is 0.28 m/s, outer 


diameter is half the inner diameter 12 m. The velocity of flow is 0.15 ./2gH . The 


Inner vanes are radial at inlet and runner rotates at 300 rpm. The hydraulic 
efficiency is 8095. Determine guide vane angle and runner vane angle at exit for 
radial discharge. 


Solution 
Given 
H = 12 m, Q=0.28 m°/s; V,=0.15 J2gH 
N = 300 rpm, n, = 80%, a, =?, B, =? 
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Referring to inlet and exit velocity diagram shown in Fig. 6.17. 


u, 


TEE) w 
Var = Va 
Vi 
Vo 
Vow = 0 
c E 
Ug 
Fig. 6.17 Velocity diagram. 
Velocity offlow — V,,— V,-= 0.15./2gH 
Vip= 0.15 J2x9.8x12 =2.3 m/s 
B uj V, -u, V5, 2 
N= ~ gH 7 as V4, 0 
u Viw 
Np = gH alsoV,, =u, 
_ _Vw 
9.8x12 
Viw = 9.7 m/s 


u=V,,=9.7 m/s; alsou, = @R,, u, = OR, 


E.6.5 


Solution 
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R, | 
u =u X B =9.7 E = 4.85 m/s 
tan B go S La ds 
WA AN 
B, 2 259 

—— 
tan Qi u 9.7 = c 
a, = 13^ 


A Francis turbine has the following data: 


Flow rate 0.4 m°/s, head = 92 m, runner speed 1260 rev/min. The guide vane 
angle 20°, the radius at inlet = 600 mm, width of vanes 30 mm. Determine the 
shaft power, hydraulic efficiency and specific speeds (w,, N.,). Assume radial 


discharge. 


Given N = 1260 rpm, Q = 0.4 m?/s, H = 92 m, a, =20°; R, =600 mm, B| =30 mm 


Torque produced by the runner 


also 


T-m V. K,—mV, R; 





From inlet diagram Fig. 6.18 





Q = aD, B Vis 
d 2x600 30 "T 
| = wr - X —Ü i 2 
^o T7 1000 i000 H 
Vip= 3.5 m/s 
Vir "E- 
tana, = q; ; tan =a 
" l Viw MN 
Viw = 9.61 m/s 
T V, R,70.4x 1000 x 9.61 Son 
= | = x x x 
SP Vit = ^ - 1000 


T = 2304 N-m 
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Fig. 6.18 Inlet diagram. 


Shaft power = T x œ 


eave pen, pa ee 

| 2) OF 60 = .1 rad/s 
2: 2304x2x1260xn 
Shaft power a = 304 kw 


haf 
Overall efficiency = Sane = x - 0.84 


= 84% 
| (4 P/ 
Specific speed @, = = 
(gH) 
2x1260x 1 | 
= — a F 131.8 rad/s, substituting proper values 


3 
igg pero 
1000 


(9.8x92)74 
®, = 0.46 
NJP 12604304 


5 = 5, 
" H 74 902 %4 


Ur = 





= 76.9 
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Problems 


P.6.1 Turbines are designed to develop 20,000 kw while operating under a head of 20 m 
and speed of 60 rev/min. What type of turbine is best suited for thier purpose. 
Estimate the flow rate needed. 


P.6.2 . Draft tubes as shown in the following Fig. 6.19 often installed at exit of Kaplan 
and Francis turbines. Explain why such draft tubes are advantageous. 





Fig. 6.19 
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CHAPTER - 7 


Propeller and Kaplan Turbines 





Photograph of fixed blade runner in workshop assembly. 
Courtesy: Sulzer Escher Wyss, Zurich, Switzerland. 
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7.1 Introduction 


It has been mentioned in the previous chapters that the power developed by a hydraulic 
turbine is the product of head available and flow rate. Pelton turbine is suitable for high head 
and low flow rates. Francis turbine ts suitable for medium head and medium discharge. 
Pelton turbine ts classified as impulse and Francis as reaction. Pelton is axial flow and 
Francis is radial flow. Now we deal with two other axial flow turbines, low head and high 
discharge, namely, Propeller and Kaplan turbines. Basically there is not much difference 
between the two turbines. In kaplan turbine both the guide vanes and runner blades are 
adjustable with load thus maintaining high efficiency. The blade adjustments are made 
simultaneously to accommodate changing conditions. Kaplan turbines have reached 
efficiencies between 90-9595. Also more than 100 MW can be developed from a single 
unit. 


In the propeller type only guide vanes are adjustable with fixed runner blades. Both the 
turbines are reaction type and axial flow. 


A large hydro elective power generator unit is shown in Fig. 7.1. A propeller type of 
turbine axial flow is seen in the picture. A common vertical shaft connected the turbine 
runner and electric generator. The electric generator is air cooled. As clearly visible adjustable 
guide vanes (wicket gates) and runner blades 6 in number are installed. The guide vanes 
and runner blades are not visible from outside, but one can see the electric generator and 
listen to its humming sound. 


7.2 Description of Propeller Turbine 


The propeller type consists of axial flow runner with 4 to 6 blades of an aerofoil shape as 
shown in Fig.7.2. The spiral casing and guide vanes are similar to Francis turbine. The flow 
enters the runner through guide vanes which can be set to any desired angle (within limit) to 
accommodate changes in power output demand. The runner blades are fixed and cannot 
change their position. The guide vanes ring is in a plane perpendicular to the shaft so that 
flow is radial. The runner is situated further downstream so that between guide vanes and 
the runner the fluid turns through a right angle into axial direction. The runner blades are 
long in order to accommodate large flow rate and therefore pitch/chord ratio of runner 
blades is | to 1.5 and hence number of blades is small. The propeller type has low head 
between 5-80 m. Fig. 7.2(a) shows the plan view of guide vanes and Fig.7.2(b) shows 
profile of the system. 
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Fig. 7.1 A large hydroeletric power generator. 
Courtesy : Westing house eletric corp. 
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_~ Guide vane 
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Fig. 7.2(b) Axial-flow propeller type turbine, guide vanes and runner. 
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7.3 Analysis and Construction of Velocity Diagram 


The runner blades are long and there ts large difference in radii between the hub and tip of 
the blades. Therefore velocity diagrams are drawn at the mean radius of the blade. The 
axial flow velocity is constant as inlet and exit and hence 


Vie = Vor = Ve 


The inlet velocity diagram is constructed by substracting blade velocity vector u from 
absolute velocity vector V, which makes an angle q, to u to obtain relative velocity V , as 
shown in Fig. 7.3. 


c 


E 


Fig 7.3 Inlet and exit velocity diagrams. 


For shock free entry the relative velocity V must be tangent to inlet tip of the blade. 
The velocity V,, makes an angle D, with horizontal. 


The exit velocity diagram is constructed by drawing relative velocity at exit V „ tangential 
to exit tip of the blade, superimposing peripheral velocity u, we obtain absolute velocity V, 
which is axial. The velocity diagrams are shown in Fig. 7.4. 
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Fig. 7.4 Inlet and exit velocity diagram. 


For maximum efficiency the whirl component V... at exit must be zero because velocity 
V, is axial and also 


Vo = Vor 
Writing Euler's equation as | 
NES 
g= Vm Va) AV. uu (7.1) 
E 
uV 
Ee 7.2 
E m (7.2) 
From inlet diagram, we have 
Vj, 7u- V, cot (180—p,) —u- V, cot B, 
Substituting this value of V,,, in eq. 7.2 
E- u (u * V, cotB,) u* * uV, cot p, 
2 E 
. u?-uV,cotp 
E- Em i (7.3) 
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If E is constant along the blade radius, V pis constant over the cross-sectional area, then 
u increases from hub to tip, u cot B, must decrease to keep E constant that means D, must 
increase from hub to tip and the blade must therefore be "Twisted'. The profile of twisted 
blade changes along the length of the blades. It is difficult to manufacture twisted blades 
than constant profile (cylindrical) blades. ‘The long blades are cast as an integral part of the 
runner or welded to the hub. In practice runner blade is divided into several regions of flow 
around the blades. The velocity diagrams are drawn for such domain and the power developed 
computed. 

Flow rate is given by the equation 


Q — area x Velocity of flow 
E n2 
Q= 7O BN 00 o (7.4) 


where D, = diameter at the tip 
D, = diameter at the hub 
V, flow velocity 


Hydraulic efficiency is runner power by hydraulic power 








E — yQE 
ja e £p RS aad EO 
shaft power P 
Mechanical efficiency n= runner power E yOE 
P 
mn a (7.6) 
YQE 
- _ shaflpower _ P 
Overall efficiency — hydraulicpower — yQH 
P 
i= OR 5 59 (7.7) 
l'rom eqns. 6.6, 6.7 and 6.8 we get, 
nT7nünagXUü 0 € (7.8) 


H is effective head H = H, + H, as shown in Fig. 7.4 of Kaplan turbine installation. 


Fig.7.5 shows overall efficiency against percentage of design power for various turbines. 
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Fig. 7.5 Axial flow turbine 


Pelton wheel 
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Propeller (fixed blade) 
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Fig. 7.6 Graph overall efficiency against percentage of design power. 





Fig. 7.7 Graphs show application ranges of Escher Wyss water turbines. 
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The characteristic curve for the axial flow Kaplan turbine ts similar to radial flow Francis 
turbine. The Pelton efficiency curve is flatter but maximum efficiency is lower than Francis 
turbine. Kaplan has better characteristics than propeller type. 


The two methods of determining specific speed of propeller/Kaplan turbine is given below: 


E 
(D 


_ Ve 





04 — - 

(gi) 

NP 

and N, = vP 
His 


Fig. 7.6 shows application ranges of Escher water turbines. The Pelton turbines are 
- divided into two ranges. The minimum head of 50-700 m and head of 300-1400 m with low 
flow rate. Kaplan turbine works from 2-20 m with high flow rate developing maximum 
power of about 100 MW. The Francis turbine has a big range from 20-300 m and maximum 
power of 100 MW. 


7.4 Twisted Blades 


The Kaplan turbine aerofoil type propeller blades are long and the radius at the hub and tip 
varies considerably. The inlet and exit velocity diagrams change at every section of the 
blading. Therefore blade is divided into several domain and calculations made for every 
section with the inlet angle o, remaining same. Inlet and exit blade angles D, and f change 
from hub to tip. 


Euler's equation is re-written as 


^ u(V, w^ Voy) 
AS rere e My 0, 
u 2 
uV, OR, w 
we have i = w= Viw [2] Viw) 
E g B 


E= EI V. o | i —  —2— a (7.9) 
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The blades are designed in such a way to keep E = constant at every section which 
means, RY, is constant. The law of twisted blades is therefore RV, = constant. 


The mean diameter, of the blade is given by 


D, +D,, 
D= EE mi ium (7.10) 


where D, D, are the diameters, of tip and hub, respectively 


Fig. 7.8 Twisted blades. 


7.5 Description of Kaplan Turbine 


The Propeller turbine is suitable when the load on turbine remains constant. It has low 
efficiency at part load, as blade angles do not change and water enters with shock accompanied 
with losses. The Kaplan turbine is fitted with adjustable runner blades and both guide vanes 
and runner blades act simultaneously. The blade angles changes automatically by servo 
motor as load changes. Thus Kaplan has high efficiency as part loads. Kaplan turbine 
installation with draft tube is shown in Fig. 7.9. Governing equations of Kaplan turbine are 
similar to propeller turbines. 
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Fig. 7.9 Kaplan Turbine with draft tube. 
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7.6 Comparision between Francis and Kaplan Turbine 


7.7 


A vu ho 


Francis 


. Radial flow 
. Number of runner blades 16-20 


. Runner blades constant profile 


. Low efficiences 


. Guide vanes adjustable to 


change flow rate 


Kaplan 
Axial flow 
Number of runner blades 4-6 


Twisted blades (profile changes along 
length of the blade 


High efficiences 
Both guides vanes and propeller blades 


adjustable to control flow rate 


Comparision between Pelton and Kaplan Turbine 


Pelton 


. Impulse type 

. Axial flow 

. Nozzle (fixed) 

. Specific speed (c, « 1) 


. Buckets have same profile 


| Kaplan 


Reaction type 

Axial flow 

Guide vanes (adjustable) 
Specific speed (0. 2.3) 


Blades twisted for higher efficiency 
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Solved Examples 


E.7.1 An axial flow turbine operates under a head of 21.8 m and develops 21 MW when 
running at 140 rpm. The tip diameter is 4.5 m and hub diameter is 2.0 m. The 
hydraulic efficiency is 94%. Determine inlet and exit angles of blades mean diameter 
if the overall efficiency is 88%. 


Solution 
Given H = 21.8 m, P- 21 MW; N = 140 rpm; D, = 4.5 m, D, = 2.0m, 
Ni, = 94%, 7, 2 8896 
D,*D, 45420 





Mean diameter = 5 -—., "5m 
"— ————— — 
TUO m Wk “oo 
14.65x3.25 
u-cOnu-c- 4 — -25.8 ms 
BRL 
h gH ` 





Fig. 7.10 
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— 0.94x9.8x21.8 





t 218 — 8.43 m/s 
, P Q,,21x1000x100 |, , 
n= you ^ 9 7 09,88x9800x 21.8 co 
n 3 ? 
Q-4 (p?-D;)* V 
n ) 
2-7 (4.5^ — 2?) V, 
V= 8.75 m/s 
t E Mi = | $875 — = $8.75 — 0.56 
AP -V. 238-843 1537 " 
B, - 30? 
tan B, = — = To = 0.36 
ap 23.8 
B, = 20" 


E.7.2  Anaxial flow turbine with tip and hub diameters of 2.0 m and 0.8 m, respectively, 
rotates at 250 rpm. The runner blades are fixed and guide vanes are set at 42" to 
direction of rotation of blade at mean diameter. Also, the blade inlet angle is 148° 
from the direction of velocity of blade. Calculate, 

— axial velocity 

— flow rate 

— exit blade angle 
— Euler's power 


Solution 
Given D, = 2.0 m; D, = 0.8 m; N = 250 rpm 
a, = 42°; B, = 148° 
2+0.8 
2 


DN nxl.4x250 
60 — 60 





D== =1.4m 


= 18.3 m/s 





u 
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From inlet triangle of velocities diagram of Fig. 7.11, we have 
V, = tan (t — Bj) (u — v,) 2 tan o4 V, 
tan(x — 148) (18.3 — V,,) 2 tan 42 V... 
Viy = 75 m/s 





u 


Fig. 7.11 Inlet and exit velocity diagrams. 


ano, = c7; 
Vis 
V,=7.5 x tan 42 = 6.75 m/s 
S fas a T 2 2) 3 
Q- 4 (D? -D}) V,= 7 2 - 0.87) 6.75 = 17.8 mss 


18.3x 7.5 


iid | Lug ce AE o UE 
Euler's head E= E = 9.8 —- 14m 
9800 «17.8 «14 | 
Euler's power YQE = ^ 100 = 2.4 kW 
Vi 6.75 
tan B, = — = 183 = 0.368 
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E.7.3 


Solution 


A propeller turbine runner has a tip diameter of 4.5 m and hub diameter of 2 m. It 
is required to develop 20 MW when running at 150 rpm. Assuming hydraulic 
efficiency of 94% and overall efficiency of 88%, determine blade angles at hub, 
mean and tip diameters. Assume that runner blades are designed according to the 
law rv, = constant, where r is radius and V,, is whirl velocity. The head available 
is 2] m. 


Given D, 7 4.5 m, D, -2m; P-20MW;N- 150 rpm; 
n, 7 9495 ; n, 7 8876 ; rv,, — const 
P 





No 


- yoH 
ndis 20x10" x10" 
UU  9800x21xQ 
Q 7 110.4 m/s 
n 9 
g= 4 (D? - 2) Vi 


n 
04-7 (4.5? -27) V, 





V,— 8.65 m/s 
— Va ' ài es 2x150xm . E ] d V 
"h^ sgH^- «OO 98 2| V 
TV = 12.32 
|. Dj*D, . 4542 | E 
D= e s X 2325 © 1.625 
12.32 
r= L625 (Vi = pex" 7.58 m/s 
12.32 
n 4.25 & MES 335 — 5.47 m/s 
12.32 
r, = 1.0 (V Ug" —— = 1232 tvs 


à ADIN RIN jen / 
^ — 60 60 m 
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» _BDgN _ 0x3.25K150 4 
m 60 = 60 = 213.2 m/s 
|. RD, x N 5 EIS cea i 

U 60 60 .5 nvs 





Vos | V on 
Ug 


Fig. 7.12 Velocity diagrams at the hub of the blade. 


Hub: 
V; 8.65 
arä = Baa a A 
an(x — Bj) uy — Vu, 15.7 —12.3 
nm— B), = 68.5; Duc HL $ 
Vi 8.65 
fanpo, = === = 055 
D», U 15. 
D, ^ 28.8? 
Mean: 
V, 8.65 
tan (n n Bim i E d 


"u.- V. 255-758 
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A Bim = 25.6; Bim ~ 154.4"; 
M — 8.65 _ E 0 

tansa = 7 ^ 355 -0:33 D; [8.7 
Tip: 

i B.) V; 8.65 0.289 

an(n — = —— = ——— zc. 

Ure Put eva A=] 

B,, = 164° 

Pa ay gpa 

B, 7 13.7" 
Thus the inlet angle D, must increase from hub to tip 

Bin < Pim <$ Pn 


E.7.4 — AKaplan produces 60 MW, water available head of 40 m with an overall efficiency 
of 85%. The speed ratio is 1.6 and flow ratio 0.5 and hub diameter is 0.35 times 
the tip diameter. Determine the mean speed of turbine. 

Solution 


Given P = 60 MW; H = 40 m; 1, = 0.85, x = 0.5; k, = 1.6 
E 

yQH 

P 

Tlo-YY- 


Overall efficiency Ng = 





60x10? x10* 


— ——— —— = 180 m?/ 
0.85 x 9800 x 40 BAN 


Q= 


Mi 
X' J2gH 





Vr 7 X42gH. 7 0.542x9.8x40 


= 14 m/s 
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Flow in Kaplan turbine Q= 


n(D; -Diy 
4 


_ (Di -0.35D0) |, 
4 


180 


D, = 4.3 m 
D, 70.35 D, 70.35 x 4.3 — 1.5m 


D.+D, 4341.5 29 
= — =2.9m 





Mean diameter 











2 2 
|. DN pE u 
"60" gH 
ie -- SR 
u^ Bri 7 60 


| Tx2.0x N 
1.642x9.8x40 - M 


N = 295 rev/min 


E.7.5 Water is supplied to an axial flow turbine under a head of 35 m. The mean diameter 
of runner is 2 m and rotates at 145 rev/min. Water leaves the guide vanes at 
30? to the direction of rotation and blade angle at exit is 28", losses is guide vanes 
is 7% of the head and the flow of exit is axial. Determine blade inlet angle and 
Euler's head. 


Solution 
Given H = 35 m, D=2 m, N = 145 rev/min; a, = 30°, B, = 28°, h, = 7% of H, 
— Head available H = 0.93 x 35 = 32.6 m 


— inlet velocity V, — J2gl = J2x9.8x 32.6 =25.3 m/s 


AON _. BROMINE cary j 
— u- 60 AIC = 15.2 m/s 





— From inlet triangle of velocities 
V. B Vi tu^-2uü v, cosa, in Fig. 7.13 
-25.3^ + 15.27 —(2 x 15.2 x 25.3 cos 30) 
V_, = 14.3 m/s 
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| 
| 





Fig. 7.13 Inlet and exit velocity diagrams. 


Again u? = V2 -VI- (2 x Vu x Vi cos(T — p,» 


15.2? = 14.3? + 25.37 — (2 x 14.3 x 25.3 cos (n-B,)) 
231 = 204.5 + 640 — 723.5 cos(x — B,) 

613.5 = 723.5 cos (x — B,) 

0.8479 - cos (x — B.) 

B, = 148° 

V iw = V cosa, = 25.3 x 0.866 = 21.9 m/s 


uV,, 152x219 
E- —* .-——— 7 339m 


Table 7.1 gives technical specification of Pelton, Francis and Kaplan turbines 
installed in power stations. For each power station the specific speeds @,, N, 
and overall efficiency N, calculated and checked with ranges of values 
given in the text. 


Table 7.1 The Technical specification of some power stations installing Pelton, Francis, and Kaplan turbine. 


Unit 
Power Installed No.of rated Rated Type Rated Head Flow 
S.No. station Capacity Units output Manufacture Type speed power m rate 
MW MW m*s 
1. Termingor 348 4 87 Hitachi vertical 214.3 Francis 90 101 125.4 
Bersia 72 3 24.7 Seimon vertical 187.5 Kaplan 24.7 26.5 164 4 
JOR 100 4 26.1 Le Horizontal 428 Pelton 26.1 587.3 6.85 
Material 2 Jets 
Electriche 
Pergau 600 4 150 Boving Vertical 429 Francis 150 495 138.5 
Piah 35.36 2 27.68 BHEL Vertical 428 Pelton 28.25 400 11.4 
4-Jets 
6. Woh 150 3 50 Fui Vertial 600 Francis 514 406 19.4 
Electric 


seuiqun ; uejdey pue 1o[[odoJd 


LLL 
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E.7.6 | Bersia power station 
P =24.7 MW 
H = 26.5 m 
N = 187.5 rev/min 
Q= 104 m/s 


Solution 


 2Nn 2x187.5xn 
60 60 


Q) = 19.6 rad/s 








= —= 2.95 
5 
l (9.8x 26.571 1042.5 
- NvP _ 187.5V24.7x10? _ 187.5x157.1 _ joo 
5 H74 (26.5)"4 60.1 . 
P 24.7 x10* 


Overall efficiency n, = = 0901.4% 


yOH  9800x104x26.5 


Based on specific speed values obtained Kaplan turbine is selected with an overall 
efficiency of 91.5% 
E.7.7 | Termengor power station 
— Flow rate Q = 125.4 m/s 
— Head H = lO0lm 
— Speed N = 214.3 rev/min 
— Power p = 9OMW 


Solution 
Specific speed 


o. | B7 
/p INT — 2x2143 


UT  (auya ^^ 60 60 





x 1— 22.4 rad/s 
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90x10 x10* 
- d | 10 224x300 


- s _ 
| (9.8 101)'« 5551 
NVP  2143490x1000 
m N, = Sp quTerneS 200.7 
H 4 (101)'4 
P — 90x10 


- Overall efficiency n, = = 72.5% 


yOH  9800x125.4x10] 


Based on the values obtanied for specific speeds Francis turbine is selected with 
an overall efficiency of 72.5 %. 


E.7.8 JOR power station 


P-26.1MW 
H = 587.3 m 
N = 428 rev/min 
Q — 6.85 m/s 
Solution 
EE LUN Ls di 
oO = ^60 ^6 Ses rad/s 
/ 6 
Q p. 44. Pa 
,p 10° _ 44.7x161.5 0.144 
Ope eae Gere ee ee 
(gH)’# = -(9.8x587.3)"4 50131 
NVP  428/26.1x10 — 428x1615 - 
s = EET T = ; I mme. em s 
u^ (587.3) 2891 
P 26.1x 10° 
—- Overall efficiency n, 7 Sag = ——— > = 66.2% 


YOH  9800x6.85x 587.3 


Based on the value of specific speed obtained pelton turbine is selected with an 
overall efficiency of 66.2%. The power station commisioned in 1963, the efficiency 
is low and installation requires refurbication which may include complete 
replacement of buckets, bearings and other components. 
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8.1 Introduction 


Pumps and turbines occur in a wide variety of configurations. In general pumps add energy 
to the fluid—they do work on the fluid, turbines extract energy from the fluid — the fluid does 
work on them. Turbo pumps are used to raise the level of potential energy of the fluid and 
widely used in hydro and thermal power plants, chemical industries, buildings and deep 
wells. They have relatively few moving parts and reasonable efficiency. 


As explained earlier turbo pump is a power absorbing machine which means it requires 
a driver, an electric motor or an l.C. engine. À turbo pump essentially consists of blades, 
flow channels around an axis of rotation to form a rotor. Rotation of rotor produces dynamic 
effects that add energy to the fluid. 


8.2 Human Heart (Pump) 


Human heart is a wonderful pump which does not require any moving part and does not 
require any maintenance and yet highly efficeint. The level of persistent, rythmic, decidedly 
dynamic activity of the pump provoke a sense of awe to a mechanical engineer. It is a 
muscle which weighs about 300-400 grams, produces a positive pressure of 130 mm of Hy, 
and negative pressure of 70 mm of Hg; circulates blood about 4-5 L/min, with a velocity of 
0.2 m/s. 


7 


| : esae p 
The flow carries both pressure energy and kinetic energy component a 8 where V 


nm 





is the velocity of blood and p is density. The heart pump has to pump blood through hundreds 
of kilometers of linked arteries, veins and smaller parts of the body. There ts circulation of 
blood within the heart which has to pass through collection of veins, pipes and valves. The 
whole process works in such a manner that there is no leakage anywhere in flow system. 


In 1960 artificial heart implantable pumps replaced the function of heart. Improved 
materials as well as advances in electronics and mechanical engineering have played a 
major role in making artificial heart safe and effective to allow limited clinizal applications. 


8.3 Description of Centrifugal Pump 


One of the most common radial flow turbo machine is centrifugal pump. This type of pump 
has two main components. An impeller attached to the rotating shaft, and a stationery casing, 
housing, or volute enclosing the impeller. The impeller consists of a number of blades (usually 
curved) also sometimes called vanes, arranged in a regular pattern around the shalt. 
A sketch of centrifugal pump is shown in Fig. 8.1. 
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Outlet $ 





Impeller 
Volute Casing — 


Fig. 8.1 Schematic diagram of basic elements of a centrifugal pump. 


Working of Centrifugal Pump 


As the impeller rotates the fluid is sucked in through the eye of the impeller and flows 
radially outward. Energy is added to the rotating blades and both pressure and absolute 
velocity are increased as the fluid flows from the eye to the periphery of the vanes. The 
fluid then discharges directly into a volute chamber. 


The volute is designed to reduce velocity and increase pressure. The volute casing with 
an increase in area in the direction of the fluid, is used to produce essentially a uniform 
velocity distribution as fluid moves around the casing into discharge opening. 


Impellers are of two types — open impeller and enclosed or shrouded impeller. An open 
impeller is shown in Fig. 8.2(a) where blades are arranged on a hub or backing plate and are 
open on the other (casing or shroud) side. Shrouded impeller is shown in Fig. 8.2(b) where 
blades are covered on both hub and shroud ends. A shrouded impeller will have no peripherial 
leakage. 





á b 


Fig. 8.2 (a) open impeller (b) shrouded impeller. 
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Pump impellers can be single or double suction. For the single suction impeller the fluid 
enters through the eye from one side of impeller, whereas in double suction impeller the fluid 
enters from both sides of the impeller. The double suction type reduces end thrust on the 
shaft. 


Pumps can be single stage or multi-stage. For a single stage pump, only one impeller is 
mounted on the shaft, whereas for multi-stage pump, several impellers are mounted on the 
same shaft. The stages are arranged in series, i.e., discharge from one stage enters flows 
into eye of second impeller, and so on. The flow rate is same from each stage but the 
pressure rises in each stage and therefore at the end of last stage a very large pressure or 
head can be developed by multistage. 


8.4 Analysis 


Fig. 8.3 shows radial flow impleller. The velocity diagram is drawn at the inlet location | and 
exit location 2. The velocity diagrams have the same meaning as given earlier. 





Outlet 





+ 
Axis of rotation 


(a) (b) 


Fig. 8.3 (a) Radial flow impeller (b) velocity diagram. 


For the idealised situation in which there are no losses the theoritical pressure head 
across the pump is given by the Euler's equation. 


A Us Vaw is u; Vi, 


(H,) E BE c (8.1) 
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From the law of cosines, we can write 
Vi u? +v? — 2uV cosa, 
aa a a 
V4 -uj-tv 2uV, COSQL, 


Substituting values of uV | „ cos a, and u V, cosa, in equation 8.1. 


(Hj) 





The first term on the right hand represents gain in the kinetic energy as fluid passes 


through the impeller, the second term accounts for the increase in pressure across the 
impeller. 


Applying Bernoullis equation between points | and 2, we have 


2 2 
PRIR E - H, 
Y 2g Y 2g 

where H, head developed by the pump 


P,-P, V3-V? 
H, == + ——L 4z, -z 
l y 2g ai (8.4) 





P, -P 
Since (Z, — Z,) is often much smaller than | 2__| | , It can be eliminated and thus the 
static pressure rise from equation 8.4 is given by 


p(V; n Vi) 


PP pu 





eepnpes 8. 
5 (8.5) 
Returning to equation 8.1 


(H ) E- Uy Vow = MP 
: 8 8 


The best design for a pump would be one in which angular momentum entering the 
impeller is zero, so that maximum pressure rise can take place, thus if 


U,V, =03u, # 0, V), =Oie.a, = 90° then V, = V,, and equation (8.1) becomes 


H = U2 Voy _ U2 V2Cosa., 
t 





m 8.6 
g g (8.6) 
From triangle geometry of Fig. 8.3b 
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V cosa, = u, — Vap cot, so in eq. (8.6) H, is written as 


2 
_ Uz _ u V; cot, 





Applying equation of continuity in the region of the impeller, flow rate is given by 
Q 7 1D5b, V5 
where D, is the diameter of the impeller at exit 
b, is the width and V, flow velocity 
Maps m 
substituting this value in eq. (8.7) 





2 
u; ujcotp, 


Hoe Qi (8.8) 





g nDjbjg 


Equation 8.8 is of the form 


H, =a- aQ 


where a, and a, are function of machine geometry. 





uj œR? 
ao and 

g g 

u,cotB,  ocot, 
a, — ere re 


xD,b.g  2mb,g 


2 
The constant a, — VA represents ideal head developed by the pump for zero flow rate 


and it is referred to as "shut off" head. The slope of curve of head versus flow rate depends 
on sign and magnitude of a,. 


Radial vanes: for radial vanes B, = 90°, and a, = 0. The whirl component of absolute 
velocity V. at exit is equal to peripherial velocity u, and head is independent of flow rate as 
shown in Fig 8.4. 


Backward curved vanes: for backward curved vanes B, < 90° and a, > 0, then from exit 
triangle of velocity V,, > u, and head decreases with flow rate as shown in Fig.8.4. 


Formed curved vane: for forward curved vanes B. > 90° and and a, < 0 then from exit 
velocity traiangle V, > u, and head increases with flow rate as shown in Fig. 8.4. 
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For actual pumps, the blade angle D, falls in the range of 15 - 35°, with a nominal range 
of 20° < B, < 25° and with 15° < B, < 50°. Pumps are not usually designed with forward 
curved since such pumps tend to suffer unstable flow condition. 


Forward curved, 


B, > 90° 
ed 
2-77 Radial B, > 90° 
qp x 
Head k= P vs 
A B `> D 
Backward - curved ^ w? RŽ 
B, < 90° Shut off head (H,) = : 





Q 


Fig. 8.4 Graphs showing head versus flow rate for various types of pumps. 


Fig. 8.5 shows the effect of blade angle B, at outlet on exit velocity triangle. For same 
peripherial velocity u,, for forward curved vane V, „> u,, for radial vane u, = V,„ and for 
backward curved vane V, < u. 






Tangent to outlet 
Backward | circumference of 
impeller 


Fig. 8.5 Effect of blade angle p, on exit velocity diagram. 
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For real fluid flow theoretical head cannot be acquired in practice due to losses in the 
pump 
Pe ei (8.9) 
where H = actual head 
H, = theoretical head 
h,= hydraulic losses 


Hydraulic efficiency is defined as actual head to theoretical head 


H — yOH 
E ep ea 10 
' H, yQOH, wd 
“Mechanical efficiency is output of pump divided by input shaft power 
YQH, 
"n ea 8.1] 
T.o 
Overall efficiency is defined as power output divided by power input 
| 39H 
No a cr "1 1 (1(LLLOIi*lll Q1» | (8. 12) 
Following relation holds good 
HI ML aa (8.13) 


where T is the torque applied to the shaft 


8.4.1 Specific Speed 

It is possible to correlate a turbo pump of a given family to a dimensionless number that 
characterises its operation at maximum condition. Such a number is termed specific speed 
and is given by 





where œ = angular velocity in rad/s 
Q = flow rate in m?/s 
H = head in meters 


g = acceleration due to gravity in m/s? 
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The value of œ is usually based on motor requirement and values of Q and H are those 
at maximum efficiency. The type of pump is selected based on value of o 5 For 


w, <S | radial flow pump 
I< ©, < 4 mixed flow pump 
Qu 4 axial flow pump 


Fig. 8.6 shows various types of impellers. Their shape depends on sp. speed of the 
pump. 


„Alana 


rotation Radial flow Mixed flow Axis flow 


Fig. 8.6 Types of impeliers. 


8.5 Cavitation and Net Positive Suction Head (NPSH) 


On the suction side of the pump low pressures are commonly encountered, with the possibility 
of cavitation occuring in the pump. Cavitation occurs when the liquid pressure at a given 
location is reduced to the vapour pressure of the liquid. When this occurs, vapour bubbles 
form. This phenomena can cause a loss in efficiency as well as structural damage to the 
pump, when these bubbles collide with the metal surface. The cavitation has to be avoided 
in the pump. To characterise potential for cavitation the difference between the total head 
on suction side and vapour pressure head is used. The difference is called net positive 
suction head (NPSH) 
Total head near the pump impeller is 


S 


m T 2g , Where P. is suction pressure and V. velocity of liquid. 


Liquid vapour pressure head is 


P 
—- , where P, is vapour pressure at the location 
r 
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Consider a schematic of pump installation shown in Fig. 8.7 to illustrate NPSH 


—- 
—— Reference 
plane 





Fig. 8.7 Schematic of pump installation in which pump must raise liquid from one level to 
another. 


For typical flow system shown in the Fig. 8.7 and applying energy equation between free 
liquid surface, when the pressure is atmospheric and a point on suction side of pump near 
the impeller yields. 


> 





P Po v 
a = +> h — 8.16 
qn FEN (8.16) 


where h, represents hydraulic losses between free surface and pump impeller inlet. 
Thus head available at pump inlet is 
AL EN 
Y g Y 
Substituting this value in eq. 8.15 of NPSH 





For this calculation absolute pressures are to be used since vapour pressure is in absolute 
units. 


8.6 Pumps in Series and Parallel- 


Pumps can be arranged in series or in parallel to provide for additional head or flow capacity. 
When the pumps are arranged in series the inlet of second pump is connected to the outlet 
of the first pump so that same flow rate passes through each pump, but the heads generated 
by the two pumps are added together for a given flow rate. 
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When the pumps are arranged parallel each pump handles part of the flow rate because 
the inlets of the pumps as well as the outlets are coupled together. Thus the total flow rate 
passing through the system is equal to the sum of the flow rates passing through the individual 
pumps at a given head, which is same for each pump. Fig. 8.8 shows the two arrangements. 


Q Q: 


H e À 


H =H, +H, Q2 


| 
Fig. 8.8 Series and parallel arrangement. 


8.7 Matching Pumps to a System Demand 


Consider a single pipeline that contains a pump to deliver fluid between two reservoirs | and 
2 as shown in Fig. 8.9. 


(2) 





Fig. 8.9 Typical flow system. 


The system demand curve is defined aselevation head plus friction and minor losses. 


H = elevation head + pipe friction losses + minor losses 


flv" ve 
H = (z, - Z,)+ MaE 
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»~k k represents minor 





Lc 2gDA? " .. 2gDA* 


losses. 


Where f= coefficient of fraction, L= length of pipe, D = Diameter of pipe, A = area, and 
Q = flow rate. 


Fig. 8.10 gives performance (H-Q) curve of the pump and also system demand curve. 
The intersection of pump performance curve and system demand curve ts the operating 
point which gives head and discharge. It is desirable that the intersection occurs as close to 
the point of maximum efficiency of the pump as the ‘best operating point’. 





Change in 
system equation , 
e 












Pump curve 
performance 
Pump | curve 
head | 
H 
“Oroa 
point 
Elevation (static) head ' | 
FREE J 
Flow rate Q 


Fig. 8.10 Graphs show system curve and pump performance curve to obtain operating 
point. 


Fig. 8.11 gives the performance curves radial flow pump. The upper part is head (m), 
against flow rate Q in m?/h with constant efficiency curves. The middle part is power P in 
KW against flow rate Q in m?/h for different impellar diameters, the lower part is NPSH(m) 
against flow rate Q in m?/h. The curves drawn for constant speed at 2900 rpm. 
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Fig. 8.11 Radial flow pump and performance curves for four different impellers with 
N = 2900 rpm (w = 304 rad/s). water at 20 °C is the pumped liquid 
(Courtesy of Sulzer Bros. Ltd.) 


8.8 Axial Flow Pump 


In axial flow pump, there is no radial flow and liquid particles enter and leave the impeller at 
same radius. Furthermore assuming uniform flow and applying continuity equation, flow 
velocity at inlet is same as exit. The sketch of axial flow pump is shown in Fig. 8.1 1a. The 
rotor is connected to a motor through a shaft, and as it rotates at relatively high speed, the 
fluid is sucked in through the inlet. The fluid discharges through a row of fixed blades 
(guide) vanes with high pressure. The inlet and exit velocity diagrams are shown in Fig.8.1 1b. 


For the inlet velocity and exit velocity diagrams 
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Euler's equation for the axial pump is same for radial pump 
— Un Vay = YE Viw B 
H, - à asujcu,—-u  — . —  — 4... (8.19) 
u(V.,, 7 Viw) 
8 


H, = 


we have the following identities 
Voy— V,cosa,=u-V-cotB, — ate (8.20) 
Viw 7 V cosa, = Ve eot ee (8.21) 
Substituting in eq. 8.19 


u(u — V,cotp, — V,cota, ) 
8 





If there is no prewhirl at entrance a, = 90° and V,,, = 0 the theoretical head eq.8.19 
becomes 
u^ uV,cot, 
H. ae — EN wd os (8.23) 
The radius of impeller vane for axial pump varies from hub to tip of the blade. The flow 
rate is given by 





TU 4 9 
Q- (bt - D; V. Iu (8.24) 


where D, - tip diameter, D, — hub diameter, V,— flow velocity 
Usually calculations are made at the mid-diameter given by 


D, +D, 
2 


The axial pumps are very much used in deep wells. Apart from centrifugal and axial 
pumps, there are other type of pumps such as gear pump, vane pump, rotory pumps and 
piston pumps, which are used in hydraulic system using oil as working fluid. 
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Fig. 8.11(a) Schematic of an axial pump. 


B 
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V i V2 Vow 
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Fig.8.11(b) Inlet and outlet velocity diagrams for axial flow pump. 
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Solved Examples 


E.8.1 


Solution 


E.8.2 


Solution 


Select a pump to deliver 1890 //min with a pressure head of 448 kpa. Assume 
rotational speed of the pump is 3600 rev/min. 


Given Q = 1890 //min, P = 448 kPa, N = 3600 rev/min 
ANx  2x3600xm 


speed in rad/s œ = 60 60 = 376.8 rad/s 
1890 i 
Flow rate Q- "90" 10° — 0.0315 m?/s 
head i cba cis 
ead in metersH = 7 =— ogogo 7457m 


Specific speed of the pump given by 


oQ 376.840.0315 
o = = =0.68 


P (euy* (Q8x457)4 





o, = 0.68 
O, < | therefore radial pump selected 


Determine the elevation that the 240 mm diameter pump can be situated above 
the water surface of suction reservoir without experiencing cavitation. Water at 
15 °C is being pumped at 250 m?/hr. Neglect losses in the system. The NPSH 
value for discharge of 250 m?/hr can be taken as 7.4 m. Use atmospheric pressure 
= 101kPa. 


Given Q = 250 m?/hr, Pa = 101 kPa, NPSH = 7.4 m 
Eq.8.17 of NPSH is used as 
P, 


Pd 
NPSH - NU zs Lh 


For water at temperature of 15 ?C, partial pressure of vapour is 1666 Pa absolute 
and also Zh, = 0 


Pum — P 
z, = 1 — NPSH - 0 
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E.8.3 


Solution 


E.8.4 


_ 101000— 1666 


Z} — 7.4 —0=2.74 m 
9800 


The pump must be placed at approximately 2.7 m above the suction reservoir of 
water surface. 


Water is pumped in between two reservoirs in a pipeline. The radial flow pump 
characteristic is given by 


H = 22.9 + 10.7 Q— I11Q 
The system demand curve is given by 
H = 15 +85 Q? 


Determine the operating point of the pump and determine flow rate and head. 


The operating point is the point of intersection of pump characteristic and system 
demand curve and hence equating both these equations 


15 +85 Q2 =22.9+ 10.7Q—111Q? 
solving for Q 
196 Q2 — 10.7Q—7.9=0 


The equation in the form of ax? + bx + c = 0 and its solution is 


s 5| - bb? — dae | 
a 


thus 
ES. 10.72 
Q= gg ^17 10.7 1 4196x729 | 
= 0.23 m?/s 
H=15+85 x Q?= 15+ 85 x 0.23? 
= 19.49 m 


At operating point Q — 0.23 m?/s and H ^ 19.49 m 


A radial flow pump has the following dimensions: 


inlet blade angle = 44°, inlet radius 21 mm, width 11 mm, exit blade angle = 33°, 
exit radius 66 mm, width 5 mm. The speed of the pump is 2500 rev/min. Assume 
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ideal conditions (frictionless flow and negligible thickness of vanes) . Assume no 
prewhirl at inlet. Determine (a) flow rate (b) theoretical head and (c) required 
power (d) pressure across the impeller. 

Solution | 
Given 
D, = 440. R, =21 mm; b, = 11 mm, B- = 30°, R, = 66 mm, b, = 5 mm, N = 2500 
rpm, h, = 0, a, = 90° 





Fig. 8.12 


ZUR 
0 





Peripherial velocity at inlet u, 7 oR, — 


— 2x2500x xx 21x10? 
60 


= 5.5 m/s 


ANT 
60 





Peripherial velocity at exit u, = oR, = xR, 


2x 2500 x 1x 66x10? 
u, = — MÀ 


1 60 


= 17.2 m/s 
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From inlet diagram 
Vf 
tan B, = m ^. V4f 7 tan 44 x 5.5 — 5.3 m/s 
Q-nD,b, V,721x2x21x 10? x 1l x 10? x 53 
= 7.7 x 10° m?/s 


Also Q 7 nD,b, V. 
7.7 x 103 =2x 2x 66 x 103 x 5 x 10% x V,, 


Vor= 3.7 m/s 


From exit diagram 
tang Vor 
anf, 
: u= Vow 


be tan30° — tan 30° 


V.. = 10.76 m/s; =1 eee 
95:10: S; Q, = tan- 1076 19 


Es 11.3 m/s 


Also Vow = V, cos Q, “Vo = Tigo 





u,V,, 17.2x10.76 
nr 9.8 


Theoretical power = YQH, = 9800 x 7.7 x 10? x 18.8 = 1418 Watt 
Power = 1.42 kW 





= 18.8 m 


Pressure rise in the impeller 


P - P, 7 pgH, - : (vi =v?) 


| 1000 ee 
P, — P = 1000 x 9.8 x 18.8 —— (11372 — 5.32) 


P, — P, = 1.33 x 10° Pa 
Pp, — p, = 1.34 bar 


E.8.5 


Solution 
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Water is pumped between two reservoirs in a pipeline with the following 
characteristics. L = 70 m, D= 300 mm, f= 0.025, 3k =2.5. The radial flow pump 
characteristic curve 1s approximated by the formula 

H, = 22.9 + 10.7Q- 111 Q? 
where H, is in meters, Q in m/s 


Determine discharge and head when z, — z, = 15 m with two identical pumps 
operated in parallel. 


The system demand curve equation is given by 


H=z,-z, + [rez ES. 
g 





- 


Substituting proper values z, —z, = 15 m, f = 0.025, 2 70m, D-0.3m, k - 2.5 


4 2 
H, = 15+ [ERR B 15]-— 9 — = 
0.3 X d. 
iod <0.) 


,= 15 + 85 Q? 
For the two pumps in parallel the characteristic curve is 


H, =22.9 + 0.7 2 si (e 
2 2 


H, =22.9 + 5.35 Q -27.75 Q? 
Equating this to system demand curve 
2x 2 
H, = 15 +85 Q 
15 + 85 Q2 = 22.9 + 5.35 Q — 27.75 Q? 
112.8 Q? - 5.35 Q -7.9=0 
Q= PEE 5.35 + ¥5.357 +4x112.8x 79| 
2x112.8 
Q — 0.29 m?/s 
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E.8.6 


Solution 


E.8.7 


The design calculated head 
H, = 15 + 85Q* = 15 + 85 x 0.297 = 22.2 m 
Q = 0.29 m°/s ; H, = 22.2 m 


An axial flow pump has guide blade angle of 75° as the fluid enters the impeller 
region. The impeller has a speed of 500 rpm with the blade exit angle of 70°. The 
inner diameter of the blade is 150 mm and outer diameter of 300 mm. The discharge 
of the pump is 150 l/s. Determine the velocity of flow, theoretical head and power 
required to drive the pump. 


Given a, = 75°, N = 500 rpm, B, = 70° 
D, = 150 mm, D, — 300 mm, Q = 150 //s 


Q 150x107 
Velocity of flow V.= — = —————_~ = 2.83 m/s 


A > (0.3? 0.15?) 


The peripherial velocity is calculated on the mean diameter 


es D,+D, _0.3+0.15 — 0225 
= E E NC NE m 
2x 500x x : 0.225 


= 5, / 
60 5.88 m/s 


Peripherial velocity u = oR = 


u” uV; 
Theoretical head H, = ~~ — ——- (cota, * cotp;) 
E g 


. 5.88  2.83x5.88 
9.8 9.8 
= 2.44 m 


(cot 75 + cot 70) 


9800 x 0.15 x 2.44 
Required power P — yOH, = 10 nn 
= 3.58 kw 


A centrifugal pump ts to be placed over a large open water tank and 1s to pump 
water at a rate of 3.5 x 10-3 m’/s. At this flow rate, the value of NPSH given by 
the manufacturer is 4.5 m. If the water temperature is 15°C and atmospheric 


Solution 
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pressure of 10 kPa, determine the maximum height that the pump can be located 
above the water surface without cavitation. Assume the major head loss between 
tank and the pump is due to filter at the pipe inlet having a minor loss coefficient of 
20. Other losses being neglected, the pipe on the suction side of the pump has a 
diameter of 10 cm. 


Given Q = 3.5 x 10? m?/s ; NPSH 7 4.5 m 
t- 15?C, P, = 101 kPa, k = 20 


atm 


NPSH is given by the equation 


P. 
NPSH - = -z — Eh- > 
T Y 


Pas P, 
z = == yh — — —NPSH 
Y Y 


- s 3.5x10^ 
Velocity in the suction pipe V — Q =o — 0.45 m/s 
A X 2 
— x 0.1 
4 
o VŽ 20x045 — 
Pie agg e 
Vapour pressure P| at 15°C = 1666 Pa 
.'. substituting proper values, 
101x107 66 
Zi = TUER ene Mm 1666 zí 4.5 
9800 9800 


= 10.3 — 0.2 -0.17 — 4.5 =5.43m 


The pump should be located higher than 5.43 m above the water surface. 
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Problems 


P.8.1 


P.8.2 


P.8.3 


P.8.4 


P.8.5 


P.8.6 


P.8.7 


An axial flow pump designed to move 19,000 l/min of water over a head of 1.5 m 
of water. Estimate the motor power requirement and the u, v,,, needed to achieve 
this flow rate on a continuous basis. 


Explain why statements "pumps move fluids" and "moving fluids drive turbines" 
are true. 


In a certain application a pump is required to deliver 19,000 //min against a head of 
90 m head when operating at 1200 rev/min. What type of pump would you 
recommend? 


A centrifugal pump provides a flow rate of 1900 //min when operating at 
1750 rev/min against a head of 60 m. Determine pump's flowrate and developed 
head if the pump speed is increased to 3500 rev/min. 


Water is pumped with a centrifugal pump, and measurement made on the pump 
indicate that for a flow rate of 910 //min required input power of 4.5 kw. For a 
pump efficiency of 62%, what is the actual head rise of the water being rassed? 


A centrifugal pump having an impeller diameter of 0.5 m operates at 900 rpm. The 
water enters the pump parallel to the pump shaft. If the blade exit angle is 25? 
determine shaft power required to turn the impeller when the flow through the 
pump is 0.16 m?/s. The uniform blade height is 50 mm. 


Water is pumped at the rate of 5300 //min through a centrifugal pump operating at 
a speed of 1750 rev/min. The impeller has a uniform blade height of 5 cm with 
inner radius of 48 mm and outer radius of 178 mm and exit blade angle of 23?. 
Assume ideal flow conditions with a, = 90°. Determine (a) tangential velocity 
component V.,, at exit (b) ideal head (c) power transferred to the fluid. 


CHAPTER - 9 


Positive Displacement Pumps 





A shovel dozer designed for digging and loading can also be used for moving 
"spoil" over short distances. The crawler has a bucket with holding capacity of 4 
cubic meters of soil. It can also remove rocks and tree stumps. 
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9.1 Introduction 

Machines which deliver liquids with pressure are simply called pumps. Earlier we discussed 
mainly centrifugal pumps with water as a working fluid. In this chapter we shall decribe 
briefly positive displacement pumps which includes pumps using oil as working fluid. The 
positive displacement pump designs are as follows. 

(a) Reciprocating type 

¢ Piston or Plunger type 
e Diaphragm type. 
(b) Rotary 
e Single rotor such as sliding vane. 
e Multiple rotors such as gear, lobe, and screw type. 
Many mechanical designs are in wide use and a few of the following are shown in Fig. 9.1 as 
(a) Piston/Plunger type 
(b) Gear pump 
(c) Screw type 
(d) Vane pump 
(e) Lobe pump. 

All the positive displacement pumps deliver a pulsating or periodic flow as the cavity, 
volume opens, traps, and squeezes the liquid. Their advantage is delivery of any liquid 
regardless of its viscosity. 

Since positive displacement pump compresses mechanically against a cavity filled with 
liquid. A common feature is that they develop immense pressures if the outlet is shut for any 


reason. Sturdy construction is required and complete shut off would cause damage if relief 


valves are not used. 


9.2 Description of a Reciprocating Pump 


A reciprocating pump essentially consists of a piston moving to and fro in a cylinder. The 
piston is driven by a crank powered by some prime mover such an electric motor, IC engine 


or steam engine. 
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Fig. 9.1 Positive-displacement pump. 


When the piston moves to the right as shown in Fig. 9.2 the pressure is reduced in the 
cylinder. This enables water in the lower reservoir to force the liquid up the suction pipe into 
the cylinder. The suction valve operates only during suction stroke. It is then followed by 
delivery stroke during which liquid in the cylinder is pushed out through the delivery valve 
and into the upper reservoir. During the delivery stroke suction valve is closed due to higher 
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pressure. The whole cycle is repeated at a frequency depending upon the rotational speed 
of the crank. The rate at which the liquid ts delivered by the pump clearly depends upon 
pump speed since volume delivered in one stroke = AS, where A = area of piston, S = stroke 
of the piston. Thus, if the pump speed is N(rev/s), then the volume delivered in SI units is 
- =- 0 
Q = ASN since N On 
= AS 4 _ =StrokeVolumex@/ . .—.  . 4. 9.1 
Q-AS 95. » (9.1) 
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Fig. 9.2 Reciprocating pump installation. 


Thus the pump discharge is directly proportional to rotational speed and is entirely 
independent of the pressure against which the pump is delivering. 


9.3 Analysis 


9.3.1 Power Output 
The power output of any pump is the availabe power to force the liquid to move. The 
equation of power can be delivered from the following equations by applying Bernoullis 


equation, neglecting hydraulic losses. 
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Total suction head Hs 


Total delivery head H, 


Total head delivered by the pump 
H=H, +H, 
Hydraulic power output 
P-yOH | | | | | | | | .. (9.4) 


Eq. 9.4 can be used for any type of pump, whether reciprocating rotary or centrifugal 
pump. 
This is traditionally called the hydraulic power output of the pump and the power input is 


Shaft power Pp = Ta — ... (9.5) 


9.3.2 Pump Efficiency 


The internal head, H., generated by the pump is greater than pump head, the difference 
accounting for the internal losses within the pump, h, Thus, 


H-Ht*h, nee (9.6) 
The internal power generated by the pump is 

P -yQ,H; and. | | | |  4—-—. (9.7) 
the actual power output of the pump 

P-yOH | | | — | | . (9.8) 


If the power input to the pump from the prime mover is P, then overall efficiency set is 
calculated as follows 


P^ yOH 
No = P. TD (9.9) 
The hydrualic efficiency is power output by internal power 
YQH H 
Nh = yOH. = H aas (9.10) 
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Mechanical efficiency of the pump ts 





P YQ, H, ( 
he seen Pat 
"x P, To ( 
The volumetric efficiency is 
se ae ES 
* Q, Q*Q, 
Where Q, hydraulic losses due to leakage in piston clearances 
PPB, vu FH, © 
"0 i P) P. P, P YQ, li F; I l, Qu, 
a Tt A]. Py (9.12) 


The overall efficiency is the product of three parts. 


9.4 Application of Piston Pumps 

The pumps are extensively used for power transfer applications in the off shore, power 
transmissions, agriculture, aerospace and construction industries, to list just a few. They 
have also applications in chemical processing, car washing, as well as food dairy and beverage 
processing. Their versatility and popularity are due fact their relatively compact design, and 
high viscosity performance. 

Piston pumps are more efficient compared to other types of pumps. Volumetric efficiency 
is around 90% are mechanical efficiency is also 90%. They provide very high power density, 
stiff, high response source of power, for demanding applications including servo systems. 
Types of Piston Pumps 
This general type of pump includes a number of variations some of which are described 
below. 

|. Radial Piston Pump 

2. Swashplate Piston Pump 
3. Wobble Plate Pump 

4. Bent Axis Piston Pump 
5. Gear Pump 
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9.4.1 Radial Piston Pump 


Radial piston pumps include a rotating cylinder containing equally spaced radial pistons 
arranged radially around the cylinder centre line. A spring pushes the pistons against the 
inner surface of an encircling stationary ring mounted eccentric to the cylinder. The pistons 
draw in fluid during halfa revolution and drive fluid out during the other half. The greater the ring 
eccentricity is, the longer the pistons stroke and more fluid they transfer. The radial piston pump 
is shown in Fig.9.3. 
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Fig. 9.3 Radial Piston Pump. 
9.4.2 Swashplate Pump (Axial Piston Pump) 


Swashplate pumps have a rotating cylinder containing parallel pistons arranged radially around 
the cylinder centre line. A spring pushes the pistons against a stationary swash plate located 
at one end of the cylinder, which slits at an angle to the cylinder. The pistons draw a fluid 
during halfa revolution and drive fluid out during the other half. By adjusting the position of 
the swashplate the amount of displacement can be changed. The more the swashplate turns 
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Fig. 9.4 Swashplate pump. 
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to the vertical position, the more the amount of displacement decreases. The greater the 
swashplate angle relative to the cylinder centre line, the longer the pistons stroke and the 
more fluid they transfer. In the vertical position the displacement is zero. In that case the 
pump may be driven but will not deliver any oil. Normally the swashplate is adjusted by : 
hydraulic cylinder built inside the pump housing. The pump ts shown in big. 9.4. 


9.4.3. Wobble Plate Pump (Axial Piston Pump) 


This pump includes a stationary piston block containing a number parallel pistons arranged 
radially around the block centre (at least five). The end of each piston ts forced against a 
rotating wobble plate by springs. The wobble plate ts shaped with vary i9 thickness around 
its centre line and thus as it rotates it causes the pistons to reciprocaie at a fixed stroke. The 
pistons draw in fluid from the cavity during half a revolution and drive fluid out at the rear of 
the pump during the other half. The fluid flow is controlled using non-return valves for each 
piston. These pumps can generate pressures of up to 700 bar. The pump is shown in 
Fig. 9.5. 
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Fig. 9.5 Wobble plate piston pump. 


9.4.4 Bent Axis Piston Pump (Axial Piston Pump) 


Bent axis piston pumps have a rotating cylinder containing parallel pistons arranged radially 
around the cylinder centre line. The cylinder is driven by a shaft which is arranged at an 
angle to the cylinder axis. The shaft includes a flange with a mechanical connection to each 
piston. As the shaft rotates the pistons are made to reciprocaie v ver a stroke based on the 
relative angle of the shaft and cylinder. Ihe puinp is shown in liz., 9.0. 
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Fig. 9.6 Bent Axis Pump. 


9.4.5 GearPump 


A rotary gear pump consists essentially of two intersecting spur gears which are identical 
and which are fitted by a closely fitting casing as shown in Fig. 9.7. One of the gears is 
driven by a driver while the other is allowed to rotate freely. The fluid (oil) enters the space 
between the teeth and the casing and moves with the teeth along the ourter periphery until 
it reaches the outlet where it is expelled from the pump. Gear pumps are used for flow rate 
up to 400 m?/h, working pressure of 15 MN/m? with efficiency of 95%. 







J, A Driven gear 


OL 


or 
A Driving gear 


Fig. 9.7 Gear Pump 
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Solved Examples 


E.9.1 


Solution 


E.9.2 


Solution 


The reciprocating pump is used to increase the pressure 0.2 m/s of water from 
200 kPa to 600 kPa. If the overall efficiency of the pump is 85% how much 
electrical power is required to pump the water ? The suction tank is 10 cm below 
centre line of the pump and delivery tank is 10 cm above the centre line of the 
pump. Assume inlet and exit cross-sectional areas are equal, and velocities suction 
and delivery neglected. 


Total head across the pump is 


[2 
H =H, + Hy = z Zi 


200x10° vd 
H= | 9800 9800 ` | 7816m 


+ 


Since the losses are neglected. 
hydraulic power = YQH = 9800 x 0.2 x 81.2 = 159 KW 


hydraulic power 


The overall efficiency n, shaft power 


159 
oe = m 2 
Shaft power 0.85 187.2 kW 


Electrical power = 187.2 kW 


The gauge is installed at both suction and delivery. side. The water flows at the 
rate of 37.5 I/s the gauge at the suction indicated a vacuum pressure of 54 kPa 
and at the discharge section the gauge shows 160 kPa. Assume the suction and 
discharge sections are at the same level with the diameter of 15 cm and 12.5 cm, 
respectively. Determine the total head of the pump. 


0.4, Q— 375x10?x4 
- Velocity at the suction side —- — ——————,-—- - 2.] m/s 
A, 1 x 0.157 


5 


Q _ 37. 5x10*x4 


 ax0i25  jO0mis 


- Velocity at the discharge side ~ 
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Total hcad across the pump 


(P ve. | (P Vd | 
5 = |+- +Z +| +——+zd 
H =H, + Hy v 29 J ly 2g 


54x 10° 9* 160x10? 3? 
So at +] ————— + 
9800 2x98 9800 2x98 
H=5.5+0.2 + 16.32 + 0.459 
H =22.47-m 
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The capillary rise in a tube is obtained by equating : 
(a) cohesive and adhesive forces 

(b) gravitational force to shear force 

(c) surface tension force to weight of liquid 


(d) pressure forces to gravitational! forces. 


The fluid property which contributes cavitation ts : 

(a) atmospheric pressure 

(b) vapour pressure 

(c) cavitation number 

(d) suction head. 

The unit of dynamic viscosity in SI system is : 

(a) N.sm? | (b) Nsm' (c) N.s?m? (d) Ns!m? 

The shear stress is directly proportional to viscosity for liquids which are Newtonian 
such as : 

(a) water (b) milk (c) paint (d) honey 


In a wind tunnel the velocity of air is 40 m/s and gas constant is 287 J/Kg/K, 
T = 288 K and k = 1.4. The Mach no is: 


(a) 0.01 (b) 0.001 (c) 1.01 (d) 0.11 
Pascal law is applicable when : 

(a) fluid is at rest (b) fluid is in motion 

(c) fluid is compressible (d) fluid is incompressible 


The cavitation number o is for fluid flow given by, 


P-P, P, —P, P-P, P, — P, 
(a) oV2/2 (b) pV2/2 (c) E (d) v?n 











where P = absolute pressure, P, = vapour pressure 


P, — atmospheric pressure, V = velocity 


A perfect gas is one which : 

(a) obeys characterestic equation 
(b) zero viscosity 

(c) zero specific heat 


(d) highly compressible 
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13. 


14. 


15. 


16. 


Euler's equation is based on the principle of : 
(a) conservation of mass 

(b) conservation of momentum 

(c) conservation of energy 

(d) all the above a, b and c. 


A jet strikes a stationary plate perpendicular with a velocity of 10 m/s. If the plate 
suffers a force of 180 N for jet diameter of 50 mm, the power is : 


(a) 0.375 N (b) 0.75 N (c) LSN (d) Zero 
Cavitation cannot occur in : 
(a) Francis turbine (b) centrifugal pump 
(c) piston pump (d) Pelton wheel 
A draft tube is a must in : 
(a) Francis turbine (b) Pelton turbine 
(c) axial pump (d)  Centrifual pump 
, The pressure difference measured at the two ends of Pitot tube is : 
(a) static pressure (b) dynamic pressure 
(c) stagnation pressure (d) total pressure 


Piezometric head is equal to : 

(a) sum of elevation head and velocity head 

(b) sum of pressure head and velocity head 

(c) sum of pressure head and elevation 

(d) pressure head. 

The coefficient of discharge of a venturimeter is approximately equal to : 
(a) 0.98 (b) 0.6 (c) 0.75 (d) | 


Euler's number can be expressed as ratio of pressure force to inertia force and is 
given by, 


2Ap AP AP y^p. 
(a) pv? (b) pv? (c) Jy (d) pv? 


The dimensionless parameter relating to inertia force to viscous force is given by, 


piv pv? plv v? 
(2) 4 (b n () ^q @) p 
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21. 


22. 


23. 


24. 


23: 
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The Strouhal number is given by ratio of centrifugal force to inertia force and is 
given by, 


lw lo Jlo 10? 
(a) v (b) v? (c) A (d) TV 


The pressure force and tension force when balanced are related to radius (R) of 
soap bubble as : 


20 o 
(a) p=- b) pay 
Indicate the correct statement relating to turbine? 
(a) Kaplan turbine gives best performance at partial loads 
(b) Pelton turbine gives fairly good results at low loads 
(c) Francis turbine gives worst performance at part loads 
(d) Propeller turbine gives best performance at low loads. 
Ifa Pitot tube kept at centre line of orifice discharging under a head of Im indicates 
a head of 0.95, then coefficient of velocity is : 


(a) 0.955 (b) 0.965 (c) 0.975 (d) 0.985 


Bernoullis equation is derived based on the following assumptions : 
(a) flow is incompressible, steady and irrotational 

(b) flow is steady, compressible and irrotational 

(c) flow is steady, incompressible and rotational 


(d) flow is unsteady, incompressible and irrotational. 


When two pumps are connected in parallel the following relation holds good : 


Q H 
(à) Q=Q+Q ) H=H +H, © Q=8 O o n 


2 





-— 


A ship has a length of 150 m and speed is 36 km/h. The Froude number is : 





(a) 0.025 (b 025 (c) 2.5 (d) 3.0 
| er _ Nyp 
The specific speed of a turbine is given by N, = —-;— . A turbine works under a 
H vd 


head of 120 m and develops 22 MW. The specific speed is : 
(a) 150 (b) 15 (c) 1.5 (d) 1500 
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26. 


2d. 


28. 


29. 


30. 


3l. 


32. 
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A turbine generates 10 MW under a head of 100 m while working with a speed of 
500 rpm. The turbine selected is : 


(a) Francis (b) Kaplan (c) Pelton (d) Propeller 
In a Francis turbine the maximum hydraulic efficiency is obtained when : 

(a) absolute velocity at exit is radial 

(b) relative velocity at exit is radial 

(c) relative velocity at inlet is radial 


(d) whirl velocity at exit is zero. 

The effective head at the Pelton wheel is : 

(a) H=H,- hg, (b) H=H,- hg, su 

(co) H=H,- he, -h,-h, (d  H-«H,- hs h,—h, -h, 


where H, = total head ; hs 
buckets and eddies, respectively. 


h» hẹ h, are hydraulic losses in penstock, nozzle, 


The highest overall efficiency is possible in : 

(a) hydropower stations (b) steam power stations 

(c) gas turbine power stations (d) combined cycle power stations 
A hydro power station is constructed because of : 

(a) head (b) flow 

(c) head and flow (d) nearness to river 


Euler's head is given by the following equation for the turbine as, 


(D Ee (ui Vi, - 02 Va.) ONES (u» Vo, - ui Vi) 
8 £ 
u(Viw a Vow) (d) E= u(V5, = Viw) 


(c) E= 3 2 


where u = peripherial velocity, v,, is whirl velocity. 


The Kaplan turbine works at partial loads only : 
(a) when guide vanes are adjusted (b) when runner vanes are adjusted 


(c) both (a) and (b) are adjusted (d) when gate valve is adjusted 


33. 


34. 


35. 


36. 


37. 


38. 


39. 
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The specific speed of the turbine is given by 








B B p 

e. 4 Qj — Qt 2 

QE. 4 E e) —5 @ eXp/p 
(gH)^* (gH) (gH )2 (gH) 


The specific speed of a turbo pump is given by, 


l 1 1 l 
"OL e(QY? o(Qy? o( Q)? 
- (b) 7 (d) 
"mE (gH)’4 (eH)? (gH) 


The overall efficiency n, hydraulic efficiency n, and mechanical efficiency n, are 
related by, 














(a) 


" Nh 
(à n,7n.n, hy = a O M= @ m7 Jn, 
The pressure at a depth of 10 m in a liquid of specific gravity of 0.8 is : 
(a) 78400 Pa (b 7.84kPa (c) 784000Pa (d) 7.84 Pa 


Consider each of the following flows and state which one is one dimensional. 
(a) flow around a rocket 

(b) flow around an automobile 

(c) flow through an artery 

(d) flow through a vein 


Indicate which one of the flows is unsteady 
(a) flow through a irrigational channel 

(b) flow near the entrance of a pipe 

(c) flow around an automobile 

(d) flow through human heart 


Select the flow which has a stagnation point 

(a) flowaround an automobile 

(b) flow through an artery 

(c) flow in the waves of the ocean near the beach 


(d) flow through vein 
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40. 


Al. 


42. 


43. 


44. 


45. 


46. 


47. 


Select the pump with the following data œ = 146 rad/s; Q = 9.183 m°/s; H = 60 m 
(a) radial — (b) axial (c) mixcd flow (d) gear 
Glycerine of Kinematic viscosity 0.9 N.s/m? and density 1260 kg/m? is pumped 


along a horizontal pipe of diameter 0.01 m at a flow rate of 1.8 l/min. Then Reynold's 
number is : 


(a) 5.32 (b) 532 (c) 532 (d) 5320 


In a Pelton turbine bucket angle is 165? and ratio of peripherial velocity to jet velocity 
is 0.46. The hydraulic efficiency is 


(a) 97.6% (b 97% (c) 98% (d) 97.2% 
In a Pelton turbine installation H = 60 m, Q = 0.138 m?/s. The hydraulic power is : 
(a) 81.5 kW (b 81144Watt (c) 81.5MW (d) 8ISkW 


In a Pelton turbine the jet diameter is 238 mm, head is 130 m, flow rate is 7.2 m/s. 
The number of jets required is : 


(a) | (b 2 (c) 3 (d 4 
When two pumps are connected in series the following relation holds good 
(a) H=H,+H, (b) =H, 
() Q=Q,+Q, (d) cg 

2 2 


Which of the following liquids is classified as Newtonian fluid ? 
(a) honey (b) petrol (c) glycerine (d) paint 
In a Pelton turbine installation effective head is 180 m and Euler's head is 168 m. 


The turbine develops 3750 kw shaft power and 4475 kw power developed by the 
runner. The overall efficiency is 


(a) 75% (b) 78% (c) 72% (d) 68% 
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(a) 
(a) 
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Answers 


13. 
18. 
23. 
28. 
33. 
38. 
43. 


(a) 
(a) 
(b) 
(a) 
(a) 
(b) 
(a) 
(d) 
(a) 


14. 
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24. 
29. 
34. 
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(c) 
(c) 
(a) 
(b) 
(a) 
(a) 
(a) 
(c) 
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(d) 
(d) 
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(a) 
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Absolute pressure 6 

Airfoil 33,92 

Angular momentum 94, 95, 186 
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Axial 88, 89, 194,212 

Axial flow 89, 129, 138, 157, 168 

Axial flow compressor 89, 90, 190, 194 
Axial flow pump 89 

Axial piston pump 212, 213 


B 


Backward curved vanes 187 
Bent axis piston pump 211, 213 
Bernoulli equation 32, 34, 36 
Blower 85, 90 

Bucket 104, 168, 205 
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Catchment area 70, 76, 123 
Centrifugal compressor 89 
Centrifugal pump 23, 183, 184 
Coefficient of velocity 110, 119 
Combined cycle 67 

Continuity equation 23, 25 
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Dam 44, 68, 71 

Deflector 51, 52 

Deflector plate 101, 113 
Demand curve 192, 193, 201 


Density 7, 17, 19, 138 
Diaphragm type 207 
Draft tube 75, 92, 134 


Dynamic viscosity 8 
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Eulers equation 23 
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Fans 85, 87 
Flow measurement 35 


Flow rate 4, 53,110, 115, 118, 120, 129, 
136, 187, 193 


Fluid mechanics 3, 6 

Forward curved vanes 187 

Francis turbine 92, 129, 136, 139, 141, 157 
Free jet 34, 35 

Frequency of supply 72, 112 
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Gas turbine power plant 63, 64, 66 
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Gear pump 195, 207, 214 
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143,189 
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Impeller 23, 88, 90, 95 
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Intakes 72, 123 
Internal 23,210 


J 


Jet 27, 28,34, 64, 105, 111, 136 
Jetratio 111, 121 


K 


Kaplan turbine 92 
kinematic viscosity 8 


L 


Laminar flow 24 
Lobe 207 


M 


Mach number 4, 10, 23, 47 
Mean diameter 111,166, 170, 202 


Mechanical efficiency 110, 116, 134, 
162, 211 


Mixed flow pump 190 
Momentum 23, 25, 26, 30, 
Multistage 88, 185 

Multistage centrifugal pump 89 
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N 


Net head 104, 110, 133, 134 
Newtonian fluid 9, 13 
Newton’s second law 3, 28 
Nozzle 47, 51, 72,91, 102 
NPSH 190, 191, 197, 203 


O 


One-dimensional flow 25 
Operating point 193, 198 
Overall efficiency 66, 109, 115, 119,210, 211 


P 


Pascal 4,6 

Pelton turbine 72, 101, 109 
Penstock 61, 101, 104, 109, 130 
Performance curve 193 
Piezometer 46 

Piston or plunger type 207 
Piston pump 195,211, 212, 213 
Pitot-static tube 38, 45 

Positive displacement 207 
Pressure shafts 70 

Propeller turbine 157 
Properties of air 18 

Properties of common liquids 19 
Properties of water 17 

Pump 34, 183, 191, 194 

Pumps in parallel 201 


R 


Radial 183, 187,212 
Radial flow 141,168, 183, 193, 198 
Radial flow pump 190 
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Radial piston pump 211 
Radial vanes 130, 187 
Reaction turbine 91,93, 129 
Reciprocating type 207 
Regulation system 114 
Reynold’s 23 

Reynolds number 24 
Rotodynamic 85 

Runner 91, 131, 137, 172 
Runner blades 130 
Runner blades 157, 170 


S 


Screw 21, 207 

Scroll 88 

Shroud 184 

Shut off 142,187, 207 

Single stage 185 

Singlestage centrifugal pump 88 
Sleeve 114 

Solar power plant 62 

Spear valve 113 

Specific gravity 7, 23, 43 
Specific speed 137,165,168,189 
Specific weight 7, 23, 32, 110 
Speed ratio 108, 111,118, 121, 136 
Spillway 78 

Splitter angle 110 

Spur gears 214 

Stagnation pressure 37 

Standard atmosphere 19 

Static pressure 38 

Stationary vanes 90, 129, 131 


Steam turbine plant 79 
Surface power plant 76 
Surface tension 5, 9 
Swashplate piston pump 211 


T 


Tail race 91, 92, 130, 134 

Tail water 68 

Turbine 23, 34, 35, 63, 64, 66,91,^2, 101, 
109, 129, 137,166 


Turbulent flow 23, 24 
Twisted blades 162,165 
Two-dimensional flow 26 


U 


Underground power plant 70 
Underground Power Plant 72 


V 


Vane pump 85,195,207 

Velocity of flow 94, 136, 149, 162 
Velocity of whirl 143 
Venturimeter 32, 35 

Viscosity 4, 8, 24 

Volumetric efficiency 211 

Volute 88, 90, 129, 183 


W 


Water tunnel 70, 74 

Weber number 4 

Weight 7, 16 

Wind tunnel 32, 33 

Wobble plate pump 211, 213 


